TOTAL 


ELECTRICITY 
EARTH AND NEUTRAL 
TRAINING MANUAL 


Course EXP-MN-SE070 
Revision 0 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


ELECTRICITY 
EARTH AND NEUTRAL 


CONTENTS 

g Pe) Fl) af LV 4 oh eee cen pene eer ene en eer cten enn En enti er enn on ERrie tn CnEncnen Cnn nr enEncner ern irr enee ere tt 8 
2 WPT eT UI TION saan stnasasnsteasasnstecddensdeadtentenee ieee temetene te nacenetieceenateaeeeeecmcacemeceeeeenatinateanten 9 
21. MOEN TNS sscccteritceesetetcennasdesedas dade sdoeddecesenddenadasedneddodosasouasddodouasWlosodsledasndeaesoedenatouas 9 
2.2. EFFECTS OF CURRENT FLOWING THROUGH THE HUMAN BODY .................... 9 
2.2.1. Impedance Of The NUMAN DODY scccccs cccecccrentenccmencrecccsenecncncnenecenentpeenedentnceenceenenedte 9 
2.2.2. Effects of alternating current AC (between 15 and 100 HZ)..............::::eeeeeeeees 9 
2.2.3. Effects of AC at a frequency higher than 100 HZ..................::cceeeeeeeeeeeeeeeeeeeeeeees 9 
2.2.4, ENGCIS Or GINGCE CUMENE DDG x. c.cnsessvesdncer rose duanveasseacveasreerweasteadriacveenteauvuerveasweeesions 9 
2.2.5. Effects of currents with special Waveforms. ...............:::::eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
2.2.6. Effects of short SINQIG-DPulS@ CUIPOMS i. scnccccecececcnccenedenccenecenetenedenedeneconedenedenetoneee 9 
Bo is PRES FR OW MUI NS rca pw a Soci ln ceca eae slab ak paid 9 

2.3. PROTECTION AGAINST DIRECT CONTACTS WHATEVER THE NEUTRAL 
POINT ARRANGEMENT sci vccevccecece decececdsecececexestcecerecnteceercsdecesecécecesdeesecerccetecerecereacecardeets 9 
2.3.1. Measures making direct contact non-hazardous ...............:::::cceeeeeeeeeeeeeeeeeeeeeees 9 
2.3.2. Preventive MEASUIES..............cccccceeeeseeeeeeeeeeeeeeeessseeeeeeeeeeeeeaaasseeeeeeeeeeeeseaasseseeeeess 9 
2.9.0. POCIIONal PRO CHON i540 ticidenico ia eemnos 9 
24. INDIRECT CONTACT PROTECTION -cccccsscccsccosccececosctcecntasccececostteradosecercosttecscaeceenes 9 
2.4.1. Energised equipment Grounds. ......2-.-.-cccccccccceeeeseseseneeeeeseneeeeeeeneneeeseneneeneesesenesese 9 
2.4.2. Indirect contact protection MEASUIES................ccccccceseseeeseeeeeeeeeeeeeeeaseeeereeeeeeenees 9 
3. EARTHING AND GROUND NET WORK picecsce cccechce ek cette teeta entree then dteetedeetewce 9 
3.1. EARTH AND EXPOSED CONDUCTIVE PARTS...............::::::sseseeeeseeeseesessseeseeeeeeeeees 9 
3.1.1. Earth electrode (earth CONNECTION) ...............ceeeeeeeeeeeceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeaeeees 9 
3.1.1.1. Prime function Of ari Garth ClECHOdG cisicciccisiicicnacsnoranativadcnassnonnnatavananadixavenane 9 
3.1.1.2. Second function of an earth electrode. ..............cccccceeeeeeeeeeeeeeeneeeeseeeeeeeeeeseees 9 
3.1.1.3. Execution of earth electrodes.................::cccccceeeceeeeeeeeeeeeeeeeeeeeeeeaeaeeeeeeeeeeeeseneas 9 
3: 1.2. EQUIP OLS MU! DOTICINTG Sy SUC occ c concen ecene cin eet eine ccs ese cenneson ctonesenddnnesencdonesondée 9 
Slee. ls TYPES Ol CONGUCIVE DANS cutcsecicwiexastaioencanieacapeia ho cieieeneeaeiecaniienenneainis 9 
3.1.2.2. FIRSETUMCHON: PFOLECHON Of PEISOMS siosicencrasindeivetdedesnand sands aterdnincteninteanernednaes 9 
3.1.2.3. Second function: dependability of electronic systeMs ...............::::::eeeeeeeeeeeee 9 
Tet A SO NIM GIN pec sect sadeseacinchedetoadineDeucecinbbactendencuieednbaen tacbnentodtidenentatbnadebatenensbatbadebodsene 9 
3.1.3. Mesh bonding between protective EBS and other EBS .................cceeeeeceeeeees 9 
3:2, PQUIPOTEN TIAL NE TW ORK rescceiecececetccttencdesciedccades cickosestactescnadeiedesenciesenadeiedenadiicse 9 
3.2.1. Equipotential network for an onshore installation .................::cccceeeeeeeeeeeeeeeeeeeeees 9 
ies Wards: DANA Na:ctseass ieee seacsasssSecsanscdesigecccdcesecteencmesstcastecstenidec Shenidecicenideasdeniceascensaen sec 9 
3.2.1.2. Building PeinfOnCOMGMs vc cececececccereencvercecncaes cece venrsnerveen toeeveertner teen teeeveenteerveees 9 
3.2.2. Equipotential bonding system for offshore platforms. ...............:::cccceceeeeeeeeeeeeeeees 9 
Fe 5, POLE CLIVE COMMUGIONS cs 2scscnnedcancniedentacinisansonaioatspedsaisocedindssialeasdniedsanenietendimintaade 9 
gh SUPT HAL AU UU WN eee eee ce ce cee 9 
3.2.0, INMEMNal GODS IN-SMUGIINGS 3 jvcnssccsssnahcreenatondsanabakasnnnmanieepgruksnnenteniaupaabatanubebaiaiats 9 
Bie OG A SAU WAIN cee 2 ce cee cnc co ec cece vee cee ceceirecececdireceirecectnceeneveadreaveacdeneveacreecreces 9 
3.2.7. Additional earthing considerations (GS ELE 031) .0...........eeeeeeeeeeeeeeeeeeeeeeeeeeeteees 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 2 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 
32.1.1 POGIION All IMESNEM NEIWOMK je ccnscccccnn cece ccnncesincenndenndesindenedenndonedetndnedonnsonedenedeneds 9 

6 ae Pre rs] lig) clei 1016 | een eee een eee ee eee ee ee 9 
32.7 2x PIOLECION AGAINSt COMOSION gsosonseenccensteneterederstensinestexeteetees neste eee 9 
3.2.7.4. Cathodic protection by imposed Current................::::ccsceeeeeeeeeeeeeeseeeeeeeeeeeeeees 9 
3.2.7.5. Protection against static electricity ...........cccccccccccccscssesersnnesnensseeeeeneneeeeenenees 9 
3.2.7 6. Protection against SWAY CUMMINS seve seco cocesec. cncenccenecnnccnsecnnccenecnnccepesenedenetontce 9 
3.2.1.0 Loading = OModding StAlON sccinckencncs tase ee hei er eee 9 
3.2.7.8. EMC (Electromagnetic Compailibillity)........2-0c:c...cccccceccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeene 9 

paces PAIR MUNIN SU eos ot sed sa sansa cece este ca de saat dea dcenadaatiesedesiceuads sndesideastenedeccaenededsas 9 
Side 1x EArt SIS CUOMS WESISUAIN CS asda enceeticne encanta cated badhatnnadebadboadbnetbonesteen: 9 
3.3.2. Earth electrode onshore installations (ODVIOUSIY) ............ccccccceeeeeeeeeeeeeeeeeeeeeeeeees 9 
3.3.3. The two (main) earthing Connections/distriDUtiOn ............ccccceeceeeeeeeeeeeeeeeeeeeeeeeees 9 
DS SUNOS CF AUNT COTS ates cade 9 
3.3.4.1. Earthing conductors (mechanical) connected on earth loop................:::000 9 
3.3.4.2. Protective Earth Conductors - PE (electrical ground).............:cccceeceeeeeeeeeeees 9 
3.3.5. Earthing and bonding for package UNiIts .............cccceeceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
329-0. QUAIILY Of COMNMECHONG sexiciccaiinspcncneiutustnntandionotouaiaieseaddnacdinaaniadansdeiadsancnietandiuantaanes 9 

4. SPECIFIC GROUND FOR LIGHTNING PROTECTION ..............cceeeeeeeeeeeeceeeeeeeeeeeeeeeeeees 9 
41 DIRECT PROTEC TOW nesestepeeeestresct cre ueeeeeeagneaeeeseed ere muaeeateli pete auetahddeeatenetbiad: 9 
ME Nia Me, PSTN Aleeinsveke res seuarouscuwiye ceneee ross vaisrentes el teucuses cease veeire se teed ros mnensenidvendestinarenseaniions 9 
4.1.1.1. Protection against direct effects theory ...............-.--------::::::::::ceeeeeeeeeneneeeneees 9 
4.1.1.2. The complete Air terminal / conductor installation .................::::::::sssseseeeeeeees 9 
4.1.2. The air termination - Capture DeVICES ................cccccccceeeeseeeeeeeeeeeeeeeesseeeeeeeeeeenees 9 

A ges i PAPA I NOG soeitaecinerieoaien a ocetavibenntuebboritegeteteien i aeanaeaeenaiceanes eeenvmeanunaneneiseeeses 9 
4.1.2.2. Early Streamer Emission (ESE) or "ionisers"” ............:::cccceeecceeeeeeeeeeeeeeeeeeees 9 

Act te. TG PASAY CAS cece cece cece ster sceectcesceecuaretecseeetbeeetestuessteetseeetesteesetecteeceeerececs 9 
Be A, SUE TROLS CUO S creer seca tinsaecerieneiioenaateantiantiaaMentitiartieniaeeieeeetient 9 
4.1.3. The down conductor (descent-meshing-bOnding) .............2:::::eeeeeeeeeeeeeeeeeeeeeneees 9 
4.1.3.1. Security proximity diStanCe.................ccceceeeeeeeeeeeeeeeeseeeeeeeeeeeeeeeeauseeeeeeeeseeeeees 9 
AANG22, SIDS PIAS MING asc steesteeasac steadied dan tind sbonadoatonsteeadanadeeedeu stad esonstou ste aera 9 
4.1.3.3. The effect of Step and Touch Voltage on descent conductor(s)..............:00 9 
4.1.3.4. Specific E.S.E. descent CONCUCTOF ................ccccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeesenees 9 
4.1.3.5. Descent conductor — general recommendation. .............:::::eeeeeeeeeeeeeeeeeeeeeeee 9 

cP PP 12 190 | [3 | eeereere mene rte ge meena era reese ee eee ser eran array at rear etary eae eae Peer 9 
4.1.5. Test Clamp - Lightning event COUNTET..........2.2---:ecceeeeeeeeeeeeeeeneeeeeeeeeeeeeeeneneneeeneeene 9 
4.2. GROUND IN LIGHTNING PROTECTION .............::::ccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
4.2.1, Lightning Earthing Gemera lites cccecscccscccctenscscsnnteteneceneteoecetetbncdetatboecststbondenetbors 9 
422 Sell COndnOns acai 9 
4.2.3. Principle of Earthing according to Lightning air termination...............::ccceeeeeee 9 

Ah 2M SUV TO ANU TO a gen 9 
4.2.3.2. Grounding for Faraday CAGE -si..secscceccccscsecsecscceccescsesacsccecesesedecccesedesenesetessee 9 
4.23.32 Grounding far Tat Ca De Sec veee vee cece reer eeer veer eeerveereuer cer deee tees vues Hees teeereeeseeeeeers 9 
4.24. Genelal Methods: OF Exar ninG crascsitivmtceettestcentcentdsncdvnidenccewidenidaubdennteudienieeadeeesiens 9 
4.2.5. Specific Materials for earth termination NetWork ..............::cccccceeeeeeeeeeeeeeeeeeeeeeeees 9 
4.2.5.1. Deep Driven Earth Electrodes....................ccccccccccceeeseeeeeeeeeeeeeeeeeeesseseeeeeeenenees 9 
4.2.5.2. Parallel Earth Rod Ble Ctrod 6S yozccosscecacesseeeseetsususteusunusteninusteuiununteinneeneeantene, 9 

47 .3.o: adlal Sothip EIGCW GUC S scr ccesasseadveedseecveccssadeeatteadrsecveasveadehacvecpeedtuardeesmeedeners 9 
42-04 Old: PIAVeS On Wats 255th 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 3/ 194 


Field Operations Training 
Electricity 


Earth and Neutral 


TOTAL 
4.2.5.5. Reinforcing bars in foundations as natural earths ........... eee eeeeeeeeeeeeeeeeeeee 9 
4.2.5.6. Underground Pipe Work SyStem.............::ccccccccecceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeesenees 9 
A221: VONAGE VAG caetien src etes senso steateectey ated bareten ee atenederete: tepsteeedeeeteaeestes: 9 
A 2 950s COM GSION sicccscevecasssedsvavveissuaueheuasenteerencugsesveevanargeevabessvasaeevueevehosacesseavenesneerscens 9 
4.2.6. IMprovernenit iN: SOll COMMMUNY 123.ccccntscocescscocecetecaincndntacetooninccdsenianebboncnentoeobens 9 
4.2.7. Grounds interconnections debate................:ccccceceeeceeeeeeeeeeeeeeeeeeeeeeeaeeeeeeeeeeeeeeeaes 9 
42./ Nc Total Speciication' GS EP“ ELE O31 isiccsscssacacecroniieedcousinmsaieeienmdentaieianmcbene 9 
4.2.7.2. Case of separate Grounds between Network and Lightning Protections .....9 
4.2.7.3. Case of Interconnected Grounds between Network and Lightning 
PROLE CHONG sicccccnccenssedsscdeossecentacdsessvecessedcnnesasdvssissssssnccsccsacdssdedudedededadsnadodacdieddnendsccusess 9 
42.7 4, CONGIUSION 2ncacerine ene aie 9 
5. INSULATION AND INSULATION MEASUREMENT ...............::eeeeeeeeeeeeeeeeeeeeeeeeeneteeeeeeeees 9 
5.1. EARTH — CONTINUITY — IMPEDANCE ...............cccceeeeeeeeeeeceeeeeeeeeeeeeeeeneeeeeeeeteeeeeees 9 
5.1.1. Measuring the earth COMMECTION .............:ccccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeneeeeeeeneeeeeeeeeeees 9 
Dy 12. PFOleCliVe GOMGUCION COMMIMUNY scsccceccveccveceveieveeevenveaeveks sean dees deaceks teen deecveeevenedeees 9 
5. 1.3.. Measuring the loop iMPSdanCe ya iiecsisssinnttantinndianidanktacdiuedinuidanidanitandiansiwedtaoniens 9 
es IN TIN areas tps tec teases in teeeciec enero a eee eee te ence 9 
5.2.1. Insulation resistance measurement and dielectric test ............cceceeeeeeeeeeeeeeeeeeeees 9 
9.2.1.1¢. DIGISCHICG SIREMGUT TOS vec dserccnedcenonentiennneessnennnetaee anes tekendeemteeedexsiaeabebitneneeieetens 9 
5.2.1.2. Measuring the insulating reSiStanCe .........:c.-cccccccccccseeeeeeeseeeseeeseeeeeeeseeeseeneeete 9 
5.2.2. How to measure insulation levels ................cceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeaeeeseeeeeeeeees 9 
5.2.2.1. Insulation measurements on electrical installations .............:ccceceeeeeeeeeeeeeeeees 9 
5.2.2.2. Insulation measurements on a rotating MACHING.............ccccceeeeeeeeeeeeeeeeeeeeeees 9 
5.2.2.3. Insulation measurements on telephone Cables ...............::cccccseeeeeeeeeeeeeeeeeeees 9 
5.2.2.4. Measuring high insulations: advantage of a guard Circuit.............:cceeeeeeeeeees 9 
5.2.3. Minimum insulating resistanCe VAIUES ...........cccccceceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Dae VEC MIAN TINS tal RAMOS sai enarcecaicasrirnietenceiostiealoniaiee tana an ueetaateantice wa eaienewns 9 
5.2.3.2. Electric equipment and MOtoMrs.................::::cccceecceeeeeeesseeeeeeeeeeeeeeeseeeeeeeeeeenees 9 
5.2.3:9+ TEIGDMOME INSTAIATIONS ‘aiconecasesvacacacevanacosccesedacaveretonssiuatovkacatanctbenlonsecaieeraness 9 
Dee A EMC OF CliINTANG CONGIIOMIS wtexntecatcxtiaraten.dhemarandienatancsenananitonahanGtenahariiapelanamentannts 9 
D2 ie ly. NOMS AMIS casa siecsscnasarciasaccersesasesieedueeneeeewensuavseaseneriaanecieamaiaaanon 9 
5.2 AZ UMIOIy NEVE regs sete escoesrnccea tee osetia es ose 9 
5.2.5. Interpreting insulation MEASUFEMENKS ............cccceceeeeeeeeeeeeeeeeeeeeeeeteeeeeeeeeeeeeeeeeeees 9 
5.2.5.1. Method based on the effect of test voltage application time (Polarisation 
[g(3 |<). 4 eeeeere ene ere eee ee ee 9 
5.2.5.2. Method based on the effect of the test voltage variation (stepped 
MEASUPOMEN) ......eeeeeeeeeeeeeeeeeeeeeeceeeeeeeeeeeeeaaeaaeeeeeeeeeeaaaaaeaeeeeeeeseessqeceaaeeeeeeeeeeseeeeeeaeees 9 
5.2.6. Insulation values of the site equipment during commissioning ..............:::cccce 9 
6. LV NEUTRAL EARTHING ARRANGEMENTS .............:::::ccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeenneeeeeeess 9 
6:1. IEC 364- STANDARD CODING wicsccisictcees tesa cetera cece eee ae eee 9 
6.2; BAR THED NEU GRAD. WU sescscccccsstecccedecedsacicsacsaenstedcaenidectiessdedineaddadeeessdeddaenedessaenedad see 9 
3 EPR TED DT eee a sec cck creer reas reesteereces veaenvasireas ever cece reeureaseeesreenrueeveedeeeseeees 9 
64. CONNEC TION TO: NEU TIAL SIN ) escsieeiciescensseiten techie tim anid tdeutceu deeidewniaabies 9 
6.4.1. TN-S arrangement (separate PE and N)............::::::ccceeceeeeeeeeeeeeeeeeeeeeeeeeeeeseanees 9 
6.4.2. TN-C arrangement (PE and N combined to form PEN)............::::::ccceeeeeseeeeeeees 9 
6.4.3. Specific features of the TN arrangement (C, S and CS)..........ccccceeeeeeeeeeeeeeeeeees 9 
6.5. CHOICE OF AN EARTHING ARRANGEMENT ............2..::::::ccceeeeeeeeeeeeeeeneeeeeeeeeeeeeees 9 
6.5.1. SSIOCON CLONE x....01.si6sssscccesaceteasanssssecsesesecnatasesssasesescaccdenscsssssacteassenscsasaseeccneces 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 4/ 194 


Field Operations Training 
Electricity 


Earth and Neutral 


TOTAL 
6.5.2. Method of choosing an earthing arrangement .............cccccccceeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
6.9.3 SSIS CUON TAOS sax coce ace casivaracenncssistu asta canedanusosulave Kansan tantdowatusssusisteriunioniniedncns 9 
7..NEUTRAL SYSTEM PROTECTION FUNCTIONS siciscccssccsccatecacecetcnatacadanatacadenadanadacasanede 9 
7.1. PROTECTION AND CROSS-SECTION OF THE NEUTRAL ACCORDING TO THE 
NEUTRAL SYSTEM USED. ..............:ccccccccsssseeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeceeeeeeeeeeseeeeeeeess 9 
7.2. TT BARTHING ARRANGEMEN TV isc cosccete coed cond soedcans soetead od cake sodas sori eae seehses saeieenade 9 
Vag FS) cals 2 ee oem eee ONE RE MERE R TROT ROE RESINS RET CMe Tene Tren ee nnn INTs ron ee ne 9 
Tee, VEMNICAL SOLS CUVINY sec ahesteied dente Sy ice eleipd toedeSy lpi edled ee eSy i piedied soele oes povinies Noe teoe see ta cs ase 9 
C23 TIOMZOM Al SEIS CHVINY cs ccescce eds cccetctesscencteccceacdencessddesccenstes te nadedsee nouenseenegensmendteneet 9 
7.2.4. Typical mandatory minimum configuration for a TT arrangement ..................+5- 9 
TZ Behe. TRIB OM. SINGS TU gs cesta cesses hewn teeecenepionccenite cto anche eee 9 
7.2.4.2. Required special measures (for some installation conditions).................... 9 
7.3. TN AND IT EARTHING ARRANGEMENTS ................:::00:seeeeeeeeeeeeeeeeeeesseeeeeseseeseeeeees 9 
7.3.1. Protection of persons against indirect CONTACTS ...........cccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
foes HI COMOIMOM TOS spares sadsnauZeacvecesceudecssvasavacscenrnenssas¥escreet Mouddesrsacveis teas meveeesnsastiees 9 
fee Ps a oe 1510) 912 ||| 1 Bere eee on enter Meo anDt: Nene tear inn Men met seo mie Nate aetemepren ar sine Men meet meet aN 9 
7.3.2.2. Circuit distant from the source (secondary outgoing lines and terminals) ....9 
7.3.2.3. Circuit Close to the SOUICE..............ccccccceeeeseeeeeeeeeeeeeeeesseeeeeeseeeeeeeaseeeeeeeeeeenees 9 
7.3.3. Typical mandatory minimum configuration for a TN arrangement...............:: 9 
foc ou le: MID OR MIP SE TAMIL esysiexeas vecevecivceeds wsusia vers vernveadtecsveustenetees (evassuiseoniiuseaseanstacitans 9 
7.3.3.2. Required special measures for a TN arrangement................:::::eeeeeeeeeeeeeeeees 9 
7.3.4. Typical mandatory minimum configuration for an IT arrangement....................- 9 
7.3.4.1. Indication of the first fault ...............cccccceeeeeeeeeeeeeeeeeeeeeeseeeeeeeeeeeeeeeasseeeeeeesenenees 9 
7.3.4.2. Required special measures for an IT arrangement ................:::eeeeeeeeeeeeeeeeees 9 
7.3.5. Requirements of the standards for the PIM (IT arrangement)...............::::00 9 
7.3.5.1. Supply via a single HV/LV transfOrmel............:ccccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeess 9 
7.3.5.2. Supply via several transformers in parallel (couplable) .................:::::ccceeeeee 9 
7.3.6. Use of PIMs with uninterruptible power supplies (UPS) ................:cccceeceeeeeeeteees 9 
pecs om Mall ce iii glelth els |iic1g (eg cre tsi (19 eneneennen ne een tees aera ene eee 9 
7,.2:6.2. UPS With Galvanic ISOIAMON secsccesess stexcoenctexaneneceniteelamemsdenensnniaeademiseaneemememnns 9 
7.3.6.3. Surveillance of the battery DC Circuit InSUlatiONn ............cccceeeeeeeeeeeeeeeeeeeeeeeeees 9 
7.3.6.4. Interaction between the DC circuit monitoring devices and those of the 
upstream and downstream installations ................:::ccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeaaeneeeeeeeeess 9 
7.4. DC CURRENT NETWORK ISOLATED FROM EARTH. ...............::::::0:sseesseeeeeeeeeeeeeees 9 
7.4.1. To monitor the overall insulation and indicate the first fault...................eee 9 
7.4.2. For fault finding with the system energised .............ccccceeceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
8. ASSOCIATED SWITCHGEAR ACCORDING TO THE NEUTRAL POINT 
SPRAIN CS I cee ea ee 9 
8:1, ASSOCIATED SWITCHGEAR LIN TT ccceccccssccccscsccccsccncdesecesscececenccecccesecciecenadenedesercnece 9 
2 Pad Fa ed = = 11611 48 =| rere ne eT er cnr cea ne nem eras tae ern eee AT aT 9 
8.1.2. Correctly operating network / faulty NetWOFK..............::cccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
G. 1.3 2 SLE CHON DNINCID GC icrcscccssesreacvecteccuscookesveataeenrbantecsveas rece voce Puesieas reas vearrieureeonearseess 9 
8.1.4. Residual current protection (RCD SyStem) ...........ccccccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
8.2. ASSOCIATED SWITCHGEAR IN TNGS ...............22220000000sseeeeeseeeeeeseesseeeeseeeesesseeeeeeeees 9 
se Wink PSI MME SO ic oe ke ie ei i ce SE TG sO rAd lah 9 
B.2.2. PROLSCHOM Dy SPD riots capes aemennai ane baiedmanbalediasyeasdaedbpaidalbaepadapadspadabaeepemamtenbiar 9 
8.2.5, OCIMON al PrOlE CMON Ss .ucccsscacceissvedesasteadshacvecrsbecteedseadveedvpecteecsbagreadseadtieureedtvedsnuns 9 
8.3. ASSOCIATED SWITCHGEAR IN TN-C............ eee eeeeeeeeeeeeeeeeeeeeeeesesseesseseeeseseeseeeeeeeees 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 5/ 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 
613; Nc REMMUNGGN sibictarsdtocnrcomtntanctonntensponctaantencemitenndathmnccaiedeiamtieantanpmatemniaistnlantetges 9 
2s POSTION: TC is Sanco nice harsaldona GoneseabiGueaiuce dan taablamadusacusneebusatedeiginddahas 9 

S42. ASSOCIATED SWITCHGEAR INT secsccciccciee ctepctecectccten ctoectorettvcten tepstereteetenstedetene 9 
S41: TSCAUIE PEMIMOEN ccccoseccssavaveneeer cecvavesseevuvevgresscauasesyesvuhessersasessbaseeasteerensseeessbecavees 9 
Bs WSU et UN ass aes as ale dig a eee eee aeeegine 9 
FS WSU TAU ND age saad ha hae Seal Janae Sead Seen oaesievien estes ecensdipeaencdenatencdnretenetenesenté: 9 
Oa SID On Vel TaUitaxtepate cards aee mcs esieeeielnenec eeed a ee nares 9 
60. TD ON 200 TAU sextictecetaieisscaninianulaadenininerineaieieceaeiniaaaneaeinacseapsaanae einai ele 9 

8.5. COMPARISON — SUMMARY OF THE DIFFERENT ARRANGEMENTS ................. 9 

9 EAI TIF INU TRADING PUY sostcsacstetscettciteedeede ts ecnonsegbadesouasatadecanebanes tans amoseetenbessseesareesees 9 

9.1. FIVE EARTHED NEUTRAL ARRANGEMENTS ...... eee eeeeeeeeeeeeeeeeeeeeeeeeeeeea 9 
2211; Earning WMpedanCe 2.:c a vaie ice iad 9 
9.1.2. Summary of the neutral arrangement CharacteristiCs .............ccccceeeeeeeeeeeeeeeeeeeees 9 

D2 ISOLA TER INE RAG scasaccsesgiacasatissisia.ciglacdtaes ii ia said Se dides tie Naaatuaataasdaaaduastuaacanacas 9 
2 a a OPER IELIG Cl ACMI occ sier Pesce cece rece rece voce vce veces voce vextvexe vet dees cece reacdextveeedenereecvexeveees 9 
22 o ODER AUING TEC IQEC 5 goxsdeshaleiiendisndceuiansdantlantianndaceienidasidnatienianelantiextiansinsiwenine 9 
2 NS Pag 21 9S | 2 [6 [cee ee ene ee ee ne nae eee eee ee eee ree ene 9 
eZ Ae MUS A MMA i a ec cee eerie 9 
9.2.5; SUIVEIIENCS:AMNG DIOLS CHONG yA iabinsnesakinanadenacnnatansnanadapidanabekanbunbenaclnatabaabmmbankiaiats 9 
DLs AD ICAN OMG ax vcs ucenschcncaavnxaxavcveacteesdeus vexstved rec vessssesveccveecretcvessseucruiitessreesseuieeesdete 9 

9.3. EARTRING VIF A RESIS OUR vassssa tessa scat cscs scat ne teak ae ees 9 
Od SONG MAUG WSQIAIN ges pceteteantntnn canonteetaben toe ddnnteababendeaddnantenbanendesddnoteabdacetenddacotonds: 9 
Diag OOS UM Te CIN QUIG oc acca secre veri ccna nncdane cep boceeeenmienveiicconneneadesneianceanpnienenaiidannns 9 
2 BS BS ey 2 SLES LA LS (0 [<1 er ee ee 9 
SB Fe yg Brora isc |) i: [0 |< een ee nee ee eee re reer 9 
2.3: Eammig) Te GUA DOU sve cc recececese ce cececexececeveccctse sexcseceseecsece seecceecseecneecsecceeecacees 9 
5 6.F POLS CHONG ces canien etententia tees ee ements 9 
D1 eo PD IC AUOMN GS scsa tea cencannsieacantasaaeiacee aieiadina contend ied died scnbaeeiaansaieasatite de aetateaah 9 

9.4. EARTHING BY LOW REACTANCE (IMPEDANT NEUTRAL) ..............::::::cceeeeeeeeeees 9 
2 ei ees i dsl lees: (01311 | eee eee eee ee eee ere ett et 9 
OAD, POV ANAS siccacceicccescceiccecicecea suse tase seenectasueneasnsenatesseeatasneednteteeetseeeavedneetseetseadseeds 9 
SRS eB Ete 1a 8672 || 6 [6 | ee ee eat ee ete ne Re eee ee ne er eee ee eee ner eer errr 9 
94.4." Earning te Meal POW 2 este edhe nant scibesndecbensneccntesencdonesincdnsesenctosesenddnpesenddonesondce 9 
oe oe | 0) 6 || 972 1/6] gb penn eee neon emCTe ener em ne eRe mene RON Re eRe ree ene Ree ers sore eee eayT eae 9 

9.5. EARTHING BY COMPENSATING REACTANCE 00... eeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Did. 1s SOVIEMAUG GA GHAI sscceceesccesceiccetecetcctencteacodacesaccenctencdenddencdensdencdenedenecensdeneaenetenaet 9 
9.5.2. ODErating TECHNIQUE s.sssi5.ccctstaccdsesceiecstateieditedbiesa eandedabonesssdloiadsiathbenstosedseeleens 9 
Oo PU VANES Sw case cee cee 9 
O94 DIGAd VaMaGeS acinar eons anon nae ee ie ee i ie 9 
ie PCO crates Se cdr coca cs once nsw esate casa ns en alecocneomamadmcebeeents 9 
9.5.6. Use of the compensated neutral in France.................ccccccceeeeeeeeeeeeeeeeeeeeeesseeeeeeees 9 
9.5.7. Consequence of using the compensated neutral on HVA stations.................... 9 

10. USING NEUTRAL POINT ARRANGEMENTS IN HV... eee cece eee eeeeeeeeeeeeeeeeeeeees 9 

NA AS UM I ete Sates ese ccore eu seem a ae cas eee eee caine nee end 9 

10.2. MANAGEMENT (OF TELE NEU VR AS ace ce acest et 9 

10.3. NEUTRAL POINT ARRANGEMENTS AND THEIR CONNECTION METHOD....... 9 

10.4. NEUTRAL POINT ARRANGEMENTS AND THE ELECTRICAL SYSTEM............. 9 
10.4.1. Parameters ..............ccccccccccceeeseseeeeeeeceeeeeeeesseeeeeeeeeeeaeeaaeaeeeeeeeeeeseeeaaasseeeeeeesenseees 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 6 / 194 


Field Operations Training 
Electricity 


Earth and Neutral 


TOTAL 
TOA 2 IID AIAN CSS ipientantesstatntenceantonsteantoncccpnfenctetinrctaxpuncteiidarehanssinieasanatantentmntounn 9 
TA 2 Ae SSC MIO OM ies serse ensoe lose tarcllGhica Nan dcciotiese Cale haninewlauaens desl eubelasasveutysocamanaustataene 9 
10.4.2.2. Action of the neutral point arrangement on the imbalances ............... 9 
10 ALS. DYNAMIC OV EIVONAGSS cecececrtccecece:eeessereseceecesterseecceceetestceessestuestucersestueseeereeerseegs 9 
10.4.4. Homopolar Capacitance .............cccccccccccceeeeeeeeeeeeeeeeceaeeeeeeeeeeeeeeeeeaeaeeeeeeeeeeeseesaees 9 
TOe5 Fea GUIGING aasscnskcai access desatosasiandetornatareadinatcesmneemedsdeiaeacdmadeasdsicacumeduiatoune 9 
10.5. EQUIPMENT FOR EARTHING THE NEUTRALS. .............0000cccccceceeeeeeeeeeeeeeeeeeeeeeeees 9 
sh: MOAN S TONIC E S steuicduainiaatdadonacdnasiaadedsdonanunstiaiadanaain sa daucanan naa ssddsiounsa bine duietniganseiuanas 9 
10.0.2. NEUirall POMEL TESISIANCES ic stensisdsaradtcecdaadiadsiad tide ddaaddsesdeadddaaieadadesiedsas eaadaciedaa 9 
10.5.3. Neutral point indUCtANCES ...............ccccccceeeeeeeeeeeeeeeeeeeeeeseeeeeeeeseeeeeeaeaseeeeeeeeseeeaees 9 
10.5232 1s SWIGIS=PNaSe WGUCIAMCSS sess 9 
10;5.3.2. [hee phase WGUCIANCES ax,.c.caniunnosnduanne ene camecen 9 
1025.53.93. OMOPOlal GONG AlONS icc tete eee tee etic ee 9 
10.5.3.4. Compensation iMpedanc es ..............:::cccecececceeeeeeeeeeeeeeeeeeaaeeceeeeeeeeeeeeaaaenees 9 
10,6. PROUEG TION PLANS w..5.acreanzecnrcenesasxsagveeescsssseseaadusacteasseuacesteavviacveer pean tuerveanmeeesiens 9 
10.7. IS THERE A RIGHT NEUTRAL POINT ARRANGEMENT? ................::::::ceeeeeeeeeeeee 9 
MI REIS aU cat st arnt scaeasccc aacaa Ad aaaoncndnsendias idan oad andd on ddan cabaonddaadaa enka maauemiaxsounnpeatons 9 
Ms TN i eta a ht ala eae etc ndcmnb uence nts easaSNoaeinncecostgandls 9 
Ti OE BS apaeat eaeenianitinananbierianitinenacitenatanieneanete where enadanioaeatacdnatanenanaddapauiiunadiniaananeines 9 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 7 / 194 


2, 


TOTAL 


Field Operations Training 
Electricity 
Earth and Neutral 


1. OBJECTIVES 


At the end of this presentation, the electrician (or future electrician) will be able to: 


* 


+ 


Differentiate the different neutral arrangements in LV and HV, 

Explain the reasons why the neutral must be connected (or not) to the earth, 
Associate the distribution protections according to the neutral arrangement used, 
Explain the equipotentiality of equipment grounds principle, 

Differentiate the techniques used to install earth connections, 
Choose/identify/select the cross-sectional area of the earth connectors, 
Differentiate the different distribution and earth connection principles, 

Establish the link or parallel between earth resistance and insulating resistance, 


Use the appropriate measuring instruments to measure earth and insulating 
resistance, 


Describe the earthing systems for lightning protection, 


Justify the interconnections between a site's different earthing systems. 
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2. INTRODUCTION 


Earthing of equipment, the earthing network and the principles of earthing the neutral exist 
for two reasons: 


* Protection of persons, 
* Protection of property and equipment. 


Let us describe/revise the risks. 


2.1. DEFINITIONS 


Active conductors 


All conductors used for the transmission of electrical energy, including the neutral. 


Equipment ground 
Conductive part liable to be touched and normally insulated from the active parts but which 
can accidentally become energised with a hazardous voltage. 


Direct contact 


This is when someone touches or comes in contact with 
the active parts of electrical equipment (conductors or 
energised parts). 
i 


Figure 1: Direct contact 
The NF C 15-100 standard defines direct contact as follows: "contact by persons or 
domestic or farm with active parts". 
Indirect contact 4 | / 


Contact by persons with equipment grounds which have 
been accidentally energised following an insulation fault. 


Figure 2: Indirect contact 4 { \ . 


The NF C 15-100 standard defines indirect contact as follows: "contact by persons or 
domestic or farm animals with equipment grounds energised following an insulation fault". 
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Fault current Id 


Current resulting from an insulation fault. 


Residual current 

[An is the rms value of the vectoral sum of the current flowing through all the active 
conductors of a circuit at a point in the installation. 

Residual operating current If 

Value of the residual differential current causing the device or system to operate. In 


France, the construction standards define this current as follows: 
at 20 °C, [An/2 <If <IAn. 
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TOTAL 


2.2. EFFECTS OF CURRENT FLOWING THROUGH THE HUMAN BODY 


2.2.1. Impedance of the human body 


The information given in this chapter is taken from the report resulting from the 1984 IEC 
479-1 standard and the 1987 IEC 479-2 standard which concern the effects of current 
flowing through the human body. The risks run when an electric current flows through a 
person basically depend on its current value and the exposure time. 


This current depends on the contact voltage (also known as "touch voltage") which affects 
this person, and on the impedance this current encounters when passing through the 
human body. This relationship is not linear because this impedance depends on the path 
taken through the body, the current frequency, the applied contact voltage and the 
dampness of the skin. 


2.2.2. Effects of alternating current AC (between 15 and 100 Hz) 


Perception threshold: minimum value of the current which causes a sensation for a 
person through which the current flows. 0.5 mA approx. 


Non-release threshold: maximum current value for which a person holding electrodes 
can release them. Generally considered to be 10 mA. 


Ventricular fibrillation threshold of the human heart: this threshold depends on the 
time the current takes to pass through the body. It is considered to be equal to 400 mA for 
an exposure time less than 0.1 s. 


75 mA 30 mA 10 mA 0.5 mA 
LT ad 
yr 
Cardiac arrest Irreversible Respiratory Very low 
cardiac fibrillation paralysis Muscular sensation 
threshold threshold contraction (can't 
let go) 


Table 1: Summary of the consequences of current flowing through the human body 


The physiological effects of electric current are summarised in the table in this paragraph. 
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2.2.3. Effects of AC at a frequency higher than 100 Hz 


The higher the current frequency, the lower the risks of ventricular fibrillation; but the 
greater the risks of burns. However, the higher the current (between 200 and 400 Hz), the 
lower the impedance of the human body. It is generally considered that the conditions for 
protection against direct contacts are identical at 400 Hz and at 50/60 Hz. 


2.2.4. Effects of direct current DC 


DC appears to be less dangerous than AC; it is less difficult to release parts gripped with 
the hand than with AC. In DC, the ventricular fibrillation threshold is much higher. 


2.2.5. Effects of currents with special waveforms 


The development of electronic control systems risks creating, in the case of an insulating 
fault, currents the shape of which consists of AC with a DC component superimposed on 
it. The effects of these currents on the human body are midway between those of AC and 
those of DC. 


2.2.6. Effects of short single-pulse currents 


These result from capacitor discharges and can represent certain hazards for persons in 
the case of an insulation fault. The main factor which can cause ventricular fibrillation is 
the value of the quantity of electricity It or of energy I?t for shock durations less than 10 ms. 
The pain threshold depends on the pulse load and its peak value. It is generally around 50 
to 100 x 10° A2s. 


2.2.7. Risk of burns 


Another major risk linked with electricity is burns. These are very frequent with domestic 
accidents and particularly with industrial accidents (over 80 % of the electrical accidents 
observed at the EDF are burns). There are two types of burns: 


* burns due to arcs: these are thermal burns due to the intense heat given off by an 
electric arc, 


* electrothermal burns: these are the only true electrical burns, and they are due to 
the current flowing through the human body. 
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2.3. PROTECTION AGAINST DIRECT CONTACTS WHATEVER THE 
NEUTRAL POINT ARRANGEMENT 


The active parts can be the active conductors, the windings of a motor or transformer, or 
the tracks of a printed circuit. 


The current can flow either from one active conductor to another by passing through the 
human body, or from an active conductor to earth then to the source by passing through 
the human body. In the first case, the person must be considered as a single-phase load, 
and in the second case the person must be considered as an insulation fault. 


In the analysis of the direct contact protections to be used, direct contact is characterised 
by the absence or non-effect of a protective conductor. 


Whatever the neutral point arrangement is during a direct contact, the current which 
returns to the source is that which flows through the human body. 


According to the NF C 15-100 standard there are several types of means to be put in place 
to protect persons against direct contacts. 


2.3.1. Measures making direct contact non-hazardous 


Very low voltage (VLSV, VLPV) limited to 25 V can be used (operating limitations, low 
powers carried). See course "Electrical Safety" SE180 


2.3.2. Preventive measures 


They are designed to place the energised active parts out of reach: 


* insulation of the active parts: insulated casing of a circuit breaker, outer insulation of 
a cable, etc. 


* barriers or enclosures (boxes or cubicles with minimum protection level IP 2x or 
IP xx.B). These enclosures can only be opened with a key or a tool, or after 
switching off the active parts, or even with the automatic interposition of a screen. 


* separation distance or obstacles to ensure hazardous parts are out of reach: partial 
protection mainly used in electrical service rooms. 
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2.3.3. Additional protection 


Some installations may however have special risks, in spite of the use of the previous 
systems: insulation which may be defective (worksites, conductive enclosures), protective 
conductor absent or which may be cut, etc. 


In this case the NF C 15-100 standard defines an additional protection: the use of highly 
sensitive residual current devices (RCD) (lAn < 30 mA). These RCDs provide protection 
for persons by detecting and cutting the fault current as soon as it appears. 


2.4. INDIRECT CONTACT PROTECTION 


2.4.1. Energised equipment grounds 


These equipment grounds can be the external housing of a motor, of a switchboard or of 
domestic electrical equipment. They are metallic or conductive and contain energised 
active parts. They must not be confused with the electronic grounds specific to the 
operation of electronic assemblies and are connected to the earth via a protective 
conductor (PE). When no insulation faults are present, these electrical grounds must be at 
a zero potential with respect to earth since they are normally accessible to unauthorised 
persons. When an insulation fault is present, this equipment ground is in contact with an 
active part and the current flowing through the fault and through the equipment ground 
returns to earth either via the protective conductor or via a person in contact with the 
equipment. 


The characteristic of an indirect contact is that the fault current never totally flows through 
the human body. 


2.4.2. Indirect contact protection measures 


They are of two types according to NF C 15-100: 


Protection without power supply disconnection: use of very low voltage (VLSV, 
VLPV), electrical separation of the circuits, use of class || equipment, installation with 
additional insulation, separation distance or interposition of obstacles, local electrical 
bonding not connected to earth. (See course SE180.) 


Protection by automatic power supply disconnection: it is necessary because the 
previous protection measures are, in fact, only local measures. 


This protection against automatic disconnection is only effective when the following two 
conditions are met: 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 14 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


* 1st condition: all the accessible equipment grounds and conductive elements must 
be interconnected and earthed. Two simultaneously accessible mechanical grounds 
must be connected to the same earth connection. 


* 2nd condition (when the ‘st is met): the 
disconnection must be achieved by automatically 
switching off the part of the installation where the 
insulation fault is located, to prevent a person 
being subjected to a contact voltage Uc for a time 
which renders this hazardous. 

Figure 3: Switch-off when Uc appears 


The higher this voltage, the faster this faulty part of the installation must be switched 
off. 


This switch-off of the installation will be different according to the different 
arrangements (neutral arrangements): see following chapter: the TT, TN and IT 
arrangements. 


The NF C 15-100 standard defines the maximum disconnection time for the protection 
device in normal conditions. 


(UL = 50 V) is the highest contact voltage which can be maintained indefinitely without 
danger to persons). 


Piceumee —_oo 50 | 75 90 | 120 | 150 220 | 280 | 350 | 500 


Maximum disconnection 
aime Jon ine Gevics and 5 |0.60 0.45 | 0.34| 0.27. 0.17 | 0.12 | 0.08 | 0.04 
protection(s) 
U, = 50V 


Table 2: Maximum authorised disconnection time according to the contact voltage 
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3. EARTHING AND GROUND NETWORK 


3.1. EARTH AND EXPOSED CONDUCTIVE PARTS 


3.1.1. Earth electrode (earth connection) 


3.1.1.1. Prime function of an earth electrode 


The prime function of an earth electrode is the protection of persons. 


It is a fact that we live on Earth! And it is vital to earth exposed metal parts of electrical 
equipment to avoid electrocution by indirect contact should an insulation fault occur. This 
measure has been stipulated in the standards since 1923 (IEC 364; NF C 15-100). 


The fault current varies in strength according to the earthing system used, and measures 
are taken to ensure that contact voltage does not exceed conventional safety voltage for a 
stipulated time: UL (50 V in a.c.); (See course eon Electrical Safety SE180). 


The exposed metal parts of electrical equipment are connected to the protective 
conductors (PE) in turn connected to the earth, thus forming the earthing arrangement. 


3.1.1.2. Second function of an earth electrode 


The second function of an earth electrode is to minimise common mode 
disturbances external to the LV installation. 


An example is 50/60 Hz overvoltage in the event of MV/LV transformer breakdown (see 
figure left side ) or overvoltage due to lightning (see figure right side). 


OR 
MV LV MV LV 


— Ry =o Ry —— 


Figure 4: Overvoltage due to transformer breakdown and due to lightning 
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With reference to the above, NF C 13-100 has laid down limit earth electrode values in 
France. 


Lightning, MV/LV faults and safety of persons call for use of low impedance earth 
electrodes (Ihyy can reach 1000 A and the insulating voltage of sensitive devices is 1500 
V!). This problem particularly needs to be managed in TT earthing systems. 


im Naturally multiple earth electrodes should be 
Hit es avoided unless they are interconnected. 
ue 
i] a Figure 5: Earth Electrode, foundation Loop 
i type 
Collector ~ +— Earth Loop in The earth electrode may be one or more 
bare copper spikes* pressed into the ground or a 


25mm? minimum foundation ditch loop, or a combination of 
in cross-section both. 


*Saying spike is a “general” word as any electrician thinks immediately of the “traditional” 
copper bar, but an earth electrode can be of “anything”: rods or tubes - flat steel wire or 
cable - plate - framework in foundations concrete - metallic water pipes — etc, as long as it 
is metallic, conducts electricity and has the adapted dissipation surface in the soil with a 
low resistance/resistivity. 


Towards ground 

collector or 
Protection against comosion — distribution panel me 
in plastic, bitumen filler 


Connection strip ——F 


‘, Visit plate Insulated pipe 
UJ ea 2 


Ground conductor 


Copper 
plate 


Tube Cable Flat steel Wire mesh 


Figure 6: Earth Electrode, “spike” type 
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3.1.1.3. Execution of earth electrodes 


a) Foraspike: R= p/L_ with L: length of the spike 


b) Earth digging loop / foundation ditch loop: 

Considered as the best system 

Resistance inohm: R=2 p/L 

With p: resistivity of soilin ohm-m and _L: length of the loop 
c) Rods (tubes): 


* Solution for existing building 


* In round plain Cu, diameter /15 mm 


* In galvanised steel: 
- Plain, round diameter / 15 mm F L>3m af 


- Tube diameter/ 25 mm 
- Shaped plate: 60 mm sided minimum 


* Length/2m 


R=1/nxp/L_ n: number of rods 


Figure iE Earth Electrode in tubes Rods, tubes, frames.... 
connected in parallel 


d) Vertical plates 


- Plate rectangular or squared (L /0.5m) 
- Depth in soil: centre of plate /1m deep 
- Copper of 2 mm thickness (minimum) 
- Galvanise steel of 3 mm thickness (minimum) 


R=0.8 p/L 


Thickness: 2 mm 
minimum in Cu 


Figure 8: Earth Electrode in vertical plate 
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3.1.2. Equipotential bonding system 


3.1.2.1. Types of conductive parts 


A building contains a variety of metal conductive parts, for example: 
* the metal casings of electrical loads and electronic equipment, 
* the metal structures of buildings, 
* the water or gas pipes and facilities, 


* the functional bonding conductors of the signal transmission electronic equipment 
(0 volt), 


* the shield and Faraday cage type exposed conductive parts whose function is to 
block electromagnetic fields. 


Like for the earth electrode, the EBS (Equipotential Bonding System) has two functions: 


3.1.2.2. First function: protection of persons 


Building earth 
Gas Water - electrode Structures 


Figure 9: Connection of all exposed conductive parts to the main equipotential bonding. 


Dangerous potentials may be present between metal casings, gas or water pipes and the 
metal structures of buildings. To ensure protection of persons, all simultaneously 
accessible exposed conductive parts must therefore be interconnected and the building 
must be made equipotential. 
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It is with this in mind that installation standards stipulate that all the above mentioned 
exposed conductive parts must be connected to the main equipotential bonding 
regardless of the earthing (neutral) system (see figure). 


The earthing of load exposed conductive parts forms a star-shaped protection 
equipotential bonding system, with tree-structured distribution of the protective conductors 
(PE) as they are in the same cables as the live conductors. 


(See following paragraph, “earthing on site” for details on the electrical ground different 
systems) 


3.1.2.3. Second function: dependability of electronic systems 


Electronic systems are more sensitive than people to differences in potential and 
electromagnetic radiation. In addition to conducted disturbance blocking devices, they 
require ground planes, shields and Faraday cages to block the electromagnetic fields, as 
well as equipotential bonding system, particularly in the case of devices communicating via 
data transmission bus. 


In this case equipotential bonding must be optimum in the building since communicating 
devices, whether used for control/monitoring or computer purposes, may be located 
geographically at some distance from each other on the same floor of a building or even 
on different floors. 


3.1.2.4. Solution 


The solution is a meshed equipotential bonding system. A number of reasons justify this 
choice: 


* The fight against lightning electromagnetic 
fields. Lightning may directly strike the 
building. If this happens, if only one lightning 
rod down-comer conductor is used, the 
lightning current will result in: 


- appearance of a very strong magnetic 
field in the building, 


- a pulsating electrical field due to the very 
high voltage developed in the down- 
coming conductor 


Figure 10: Horizontal and vertical mesh bonding of 
the building - a Faraday cage. 
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The solution is vertical mesh bonding with a down-coming conductor every 10 m for 
example. The advantage is the division of currents and hence of magnetic fields, and the 
self-attenuation of these fields inside the building due to their mutual opposition. 


Lightning may fall near a building. If this occurs, protection of the installations inside this 
building requires creation of a Faraday cage and thus addition of a horizontal mesh 
bonding to the vertical mesh bonding (see figure). 


* Locally, reduction of electromagnetic fields as a result of the ground plane effect. 


If a sensitive device or communication bus is placed on a conductive surface, it is less 
exposed to electromagnetic fields as this surface develops a field which opposes the 
disturbing field. 


This is why computer rooms have meshed floors and why low current cables are placed on 
metal trunkings. 


* Minimisation of bonding impedances between any two points. 


The impedance of a copper conductor rises with the frequency of the current that it 
conveys (inductance and skin effect). Thus at 1 MHz, Z is of the order of 10 W a metre. 


Equipotential-bonding is considerably improved if the disturbing current is able to choose 
between a large number of routes. 


3.1.3. Mesh bonding between protective EBS and other EBS 


We have seen above (and we see it again in the following chapter/paragraph) that earthing 
arrangements dedicated to the protection of persons are star structured (tree-structured for 
the protective conductor) and that a single meshed EBS (Equipotential Bonding System) is 
required for dependability of electronic systems. 


In theory these circuits can be separated in the building even if they are connected to the 
same earth connection. 


Even if standards define several types of potential references (see table), in practice few 
electrical and electronic devices and systems make such distinctions. For example the 
notion of a noise-less exposed conductive part is questionable and rapidly going out of use 
in view of the development of communicating systems and the large number of 
interconnections. 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 21 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


Exposed conductive 


Earth Protective conductor Noiseless earth se 


Conductor de 


eis protection 


Terre sans bruit Mechanical ground 


Table 3: Examples of earth and exposed conductive part symbols as in NF C 03-202. 


In high frequency, stray capacitances make these distinctions even more illusory. The 
equipotential protection system (electrical exposed conductive parts) and the equipotential 
functional system (other exposed conductive parts) thus need to be connected in the new 
buildings to form one single system of equipotential bondings. 


This system must guarantee the integrity of the protective links (PE) to ensure protection 
of persons. There is no need to oppose high current star-shaped systems and the meshed 
systems required for low currents. 

In existing buildings/sites it is advisable to ensure interconnection of exposed conductive 


parts between sensitive devices (if they communicate), to increase electrical continuity of 
trunkings and create meshed ground planes if required. 


3.2. EQUIPOTENTIAL NETWORK 


Extracted from Total Specifications GS ELE 031 chapter 4 


3.2.1. Equipotential network for an onshore installation 


3.2.1.1. Diagram 


The equipotential earth bonding system shall comprise internal loops and a general earth 
grid, connected at least in two opposite points. These two links shall have the same cross- 
sectional area as that of the cable to which they are connected. The minimum equivalent 
cross-sectional area of these links shall be 70 mm? Cu. 
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Figure 11: General plant earthing diagram 


The general earth grid and internal loops shall comprise class 2 bar copper conductors 
with a cross-sectional area calculated in accordance with section 543.1.1 of IEC 
60364.5.54. The internal loops shall be connected at both ends of each earth bar as 
shown in the figure. 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 23 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 

/ / 

/ / 
Earth bar ( ( | 
/ / 
| / / | 
/ / 
/ 


Internal loop ‘ 


SS 
Figure 12: Interconnection internal Loops with earth bar 


When the general grid is laid in trenches, it shall be at a depth of 0.8 m, following the route 
of other electrical cables, pipes, etc. When there is major risk of corrosion (soil or 
atmospheric), a special study shall be carried out. 


3.2.1.2. Building reinforcements 


For premises with a particular risk of electric shock (substations, power stations, pumping 
stations, etc.) having a reinforced concrete floor, the electrical continuity of the 
reinforcement shall be obtained by welds at the cross-points of the reinforcing rods 
(approximately one weld per square metre). The reinforcement shall be bonded electrically 
to the conductor running around the building at two opposite points if the length of the 
building does not exceed 10 m and at two additional points for every additional 10 m of 
length. 


3.2.2. Equipotential bonding system for offshore platforms 


The entire welded metal structure of a platform shall comprise the equipotential bonding 
system of general earth grid and internal loops. 


Unwelded parts shall be interconnected at two points by tinned copper braids (stainless 
steel lugs shall be used if there is a risk of corrosion) with a cross-sectional area of 10 x 3 
mm and stainless steel terminals welded to the structure. 


3.2.3. Protective conductors 


Any electrical equipment that is not class II rated or is connected to a system operating at 
a voltage other than the safety extra low voltage shall be connected to the equipotential 
bonding system by its own earthing conductor. 
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On skid, electrical equipment shall be connected to the skid structure via a welded 
stainless steel boss. 


In TNS systems, the protective conductor shall be included in the multicore power supply 
cable and it may be separate from the power supply cable in other cases. 


On electrical equipment, the protective conductor shall be connected using a dedicated 
earth terminal. 


The cross-sectional area of this conductor shall be calculated in accordance with section 
543.1.1 of IEC 60364.5.54. 


Metal ducting (cable tray, conduit, etc.) shall be connected to the equipotential bonding 
system at both ends and every 25 m. Full continuity shall be ensured. In case of short 
length elements (less than 3 m) one end only may be connected to the equipotential 
bonding system. 


Use of metal ducting as earthing conductor is strictly prohibited. 


3.2.4. Instrument earthing 


Instrument earthing shall be in accordance with GS EP INS 101 and GS EP INS 107. 
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3.2.5. Internal loops in structures 
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Figure 13: Internal Loops in Structures 
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3.2.6. Cable earthing 


Cable armour and/or screen shall be earthed at both ends. 


General earth grid 
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Figure 14: Cables earthing on site 
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3.2.7. Additional earthing considerations (GS ELE 031) 


3.2.7.1. Additional meshed network 


When the global earth grid impedance value exceeds 10 Ohms, an additional meshed 
network shall be provided. 


3.2.7.2. Earth electrodes 


When earth electrodes are required, their depth shall consider soil drying and freezing 
which could increase the earth resistance (Generally the burying depth of earth is 
approximately 2 m). 

Earth electrodes shall be connected to a main earthing terminal. 


The minimum cross-sectional area of these copper conductors shall be calculated as per 
IEC 60364 and not less than 35 mm2. 


3.2.7.3. Protection against corrosion 


All necessary precautions shall be taken to avoid electrolytic corrosion, especially for 
connections. 


Mechanical clamps are prohibited for buried connections. Crimped, aluminothermic 
process joints and any other equivalent joints may be used. 


3.2.7.4. Cathodic protection by imposed current 


In all cases, technical and economical study shall be done in order to minimize disturbance 
of cathodic protection by imposed current. 


For pipes installed with insulated joints between overhead and buried parts the insulated 
joints shall be protected by surge protective device if they are located in lightning 
protection zones. 


For Tanks or equivalent buried large structures, the earthing network shall be done in 
galvanised steel and connected to the cathodic protection network. No isolating device 
shall be installed between buried large structures and earthing network. 


Cathodic protection shall be laid-out taking into account losses caused by earthing. 
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3.2.7.5. Protection against static electricity 


This protection concerns earthing of pipes, flares, tanks, columns and exchangers liable to 
generate static electricity. 


These equipment shall be provided with welded lugs and connected to the nearest earth 
bar. 


Storage tanks shall be fitted with at least two welded lugs, connected to the general earth 
grid or to an internal loop. 


Particular attention shall be paid to the choice of materials for pipes conveying fluids or 


powder products. Metal pipes conveying products where friction generates static electricity 
shall be connected to the internal loop at least at each end. 


3.2.7.6. Protection against stray currents 


To channel stray currents to the equipotential bonding system, a copper conductor of 35 
mm_2 cross-sectional area shall be used to connect all metal components and, in 
particular: 
* Structural steelwork (a few points) 
* Ladders (one point at the bottom) 
* Rack supports (one point in every four supports) 
* Piping shall be electrically bonded as follows: 
1. For piping which is in direct contact with structural steelwork no bonding 
connections are required between the pipe and the metallic structure. Nevertheless 
the electrical resistance between flanges and between pipes and earthing network 
shall be measured and found less than 0,5 ohms. 


2. GNL and gas piping shall be bonded to the earth at least at one end. 


3.2.7.7. Loading - Offloading station 


The structural steelwork of the station shall be connected to the equipotential bonding 
system at several points. 


Pipes, loading arms, down-tubes, weighing systems, rails, shall be at all times electrically 
cross-bonded and connected to the equipotential bonding system by a copper conductor 
with a minimum cross-sectional area of 35 mm2. 
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A removable device connected to the equipotential bonding system subject to the same 
conditions shall be used to connect tankers, road or rail tanks, during filling, emptying or 
refuelling (helicopters). 


The loading/offloading station shall be equipped with an interlocking device to allow 
operation only when continuity of equipotential bonding is achieved. 
3.2.7.8. EMC (Electromagnetic Compatibility) 


In case of electromagnetic disturbances, at least provisions shall be taken in accordance 
with IEC 61000-5-2 as regards the earthing systems. 
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3.3. EARTHING ON SITE 


Let’s try, in this paragraph, to be a bit “more practical’. We are going to see (nearly) the 
same things that in the previous paragraphs, but more “physically” being closer to the site 
effectiveness trying to interpret the “wordings” of Standards. 


3.3.1. Earth electrode resistance 


* Onshore: 
< 10 ohm in the non-hazardous areas 
<1 ohm in the hazardous areas 
Regarding the nature of the soil and depending on the season, these figures could 
be not easily obtained. Generally, the total resistance of the interconnected earthing 
network will be acceptable, but a particular attention shall be drawn to the bonding 


and the equipotential links to avoid any dangerous difference of potential between 
two points at close interval. 


* Offshore : 
A measurement performed between any two frames or between one metal frame 


and any point of the structures or any two points of the structure shall not give a 
reading above 0,5 ohm. 


3.3.2. Earth electrode onshore installations (obviously) 


The earth systems are completed with inspection chambers and earth rods. 


The number of earth rods and their lengths (or depth in the ground) are calculated at the 
time of the project to have an earth system with as low a resistance as possible. 


The ground resistivity (for the current return via the soil) is also taken into account for this 
calculation. 


Why do we need inspection chambers? 


On industrial sites the integrity of the earth system is checked at least once a year by an 
approved independent organisation. 


During his visit, the inspector must disconnect each earth rod and measure the "earth 
resistance" specific to each rod. 
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On site, please leave these earth inspection covers free and accessible, it could be 
you who will sign the next inspection report and have to take measures for the "retest" to 
complete the parts left blank in the report. 
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Figure 15: Earth electrode and its visit plate 


3.3.3. The two (main) earthing connections/distribution 


Main Collector Bar 
MCC electrical room 


MCC electric earthing 


Earthing wire incorporated in supply cable = “electrical” earth 
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«Metal frames 
connected to earth 


= "mechanical" earth 


“mechanical” earth 


Figure 16: Tthe two earthing wires: “electrical” and “mechanical” 


There are no specific names to differentiate the two “complementary” earthing 
connections. The terms “electrical” and "mechanical" have been invented here for 
easier understanding. However, on an industrial site, it is essential you know that: 
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* An electrical device (motor, lamp, heating, etc.) is connected to earth at least 
twice: to the "mechanical" ground (equipment grounds, on-site loop), and to the 
"electrical" ground by its power cable which must have a "PE™ conductor, the green- 
yellow wire. 


* A metal frame even without electrical equipment (tank, separator, skid, etc.) is 
connected to the "mechanical" ground at least once. There may be several 
"mechanical" connections, this depends on the electrical ground quality and volume 
of metal to be grounded. The regulations / standards must be consulted to know 
these details. 


The "electrical" grounds and "mechanical" grounds are connected to the main earth 
collector bar, but they run separately on the plant. And it is the same in electrical room 
(see figure) 
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Figure 17: Connections of earth wires on electrical panels side 


And (more advice...), on "your site", when you see "mechanical" grounds which are not 
connected or even incorrectly connected, even though they do not concern you, you 
should know that you are actively contributing to the equipment's corrosion and that you 
may be partly responsible for a future accident due to an electrical fault if you do nothing. 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 33 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


3.3.4. Sections of earth conductors 


3.3.4.1. Earthing conductors (mechanical) connected on earth loop 


Minimum cross section (as per Total Standards) 
16 mm? copper with mechanical and corrosion protection 
25 mm? copper without corrosion protection. (bare copper) 


Practically, having seen last projects/ constructions, the “installed” section for the earthing 
conductors and the main protective conductors (main loops of the earthing network) is 95 
mm/?. In hazardous areas the supplementary equipotential bonding shall be always made 
with 95 mm? section. 


Construction drawings provide necessary indications about the size and number of 
earthing conductors, this for each type of equipment. Hereafter, table showing the 
minimum cross-sections to use. 


Equipment for bonding eeea ene 
Main earth loop 70 mm? 95 mm? 
Motor > 30HP 25 mm? 35 mm? 
Motor < 30HP 10 mm? 16 mm? 
Tanks, vessels & structures 25 mm? 35 mm? 
eis ee : si ie a al aabies LOST So init 


Table 4: Minimum cross section (Cu) of earthing conductor 
These minimum sizes given here do not mean you do have to connect with these sections 
of cables. (I have seen this reaction). The bigger is your ground connection cable, the 
better is the protection; you can as well lay several cables in parallel. 
Also to know/remember: cross-section and number of earthing connectors of a piece of 
equipment is function of its metal volume. A big loading tank can have 10 to 20 connecting 
wires of 240 mm? cross-section each. (and we can still have the lightning protection + 
specific mesh in the ground + ....) 
All pipes to be earth bonded to each other using flange earth lugs. 
All cable ladder to be bonded to the earth loop at each end. 


Structures of steel modules to be bonded to main earth system in 2 positions (minimum) 
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3.3.4.2. Protective Earth Conductors - PE (electrical ground) 


It concerns the wire incorporated in the supply cable, the one being insulated green-yellow 


Cross - sectional area of phase Cross - sectional area of the 
conductors of the installation corresponding protective conductor 
S in mm? in mm? or function of S 
S< 16 =S 
16<S<35 16 
S > 35 05S 


Table 5: Cross section of the PE conductor incorporated in the supply cable 
Examples: | calculated a motor to be supplied by 3 phases in 6 mm?, the cross section of 
the cable is 4G6 mm? (4 wires of 6 mm?, one being the ground wire insulated green- 
yellow) — and | still need a “mechanical” connection in 16 mm? 


For a motor to be supplied in 3 phases 25 mm/?, the cable is either 4G25 (no arm having a 
bigger section) or 3x25 +1x16 — and still a “mechanical” connection in 35 mm?.... 


For a motor to be supplied in 3 phase 120 mm’, the cable is 3x120 + 1x70 (+...... ?) 
The PE conductor could be run apart the supply cable 


The cross - sectional area of every protective conductor which does not form part of the 
supply cable or cable enclosure shall be, in any case, not less than 


*# 2,5 mm? if mechanical protection is provided 
* 4mm/? if mechanical protection is not provided 


It shall be installed jointly (and attached all along with tie-raps) with the supply cable and 
shall follow the same route 


3.3.5. Earthing and bonding for package units 


The description in the following is from Total SPEC ELC-180 (03/1995). It gives a general 
reference for how to connect / interconnect the earthing system and if it applies for 
packages, it applies as well for the rest of the installation 
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All non-current carrying metallic parts directly exposed to electrical potential from cabling, 
wiring, relays, metering etc. shall be earthed by a separate insulated earth conductor of 
suitable cross section. 


The SUPPLIER shall ensure that all metallic vessels, tanks, skids, forming part of the 
package which are not welded to the structure shall have earth bosses welded at 
diagonally opposed points. Welding shall comply with the appropriate NDT specification. 


Frames of motors, generators, metallic housings, control cabinets, panels, control stations 
etc. shall be separately earthed through a proper earth terminal. 


In electrical rooms the earthing bar of each switchboard shall be connected to the main 
earthing grid using a green-yellow sheathed copper cable sized for the maximum fault 
current. 


Each earthing bar shall be linked to the general earthing system of the plant/platform at 
two points in diametrically opposite positions; the SUPPLIER shall make provision for 
these connection points and fit them with appropriate terminals welded to the package 
structure. 

The type of connection shall be agreed with the COMPANY. 


Where a motor is located in ductwork i.e. a fan or otherwise enclosed, the SUPPLIER shall 
ensure that the motor frame earth conductor is brought outside for the purpose of earthing. 


All metallic cable trays shall be electrically continuous and earthed by a separate 
conductor. 


The SUPPLIER shall provide a separate earth bar on the package for the termination of 
skid/package earthing. 


Earth cables shall be PVC insulated copper, 500 V, coloured green/yellow and suitably 
sized. 


A separate earth conductor shall maintain Earth continuity across bolted gasketted joints. 
There is no requirement for this across machined face flanges, i.e. Exd surfaces. 


All cable armour (power and control cables) shall be earthed at both ends by means of 
earthing tag washers. 


Luminaries, socket outlets and control stations shall be individually earthed by means of a 
conductor included in the multicore cable linking them to the package edge junction box 


Pipework flanged joints shall be electrically bonded as follows: 


a) For steel piping which is in direct contact with structural steelwork no bonding 
connection are required between the pipe and the metallic structure. Nevertheless the 
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electrical resistance between flanges and between pipes and ground shall be measured 
and found less than 10 ohms. 


When piping incorporated electrical apparatus (heat tracing tape, instruments, etc...) and 
for personal security, bonding of flanges can be omitted provided the electrical resistance 
between pipes and any close metallic part does not exceed 0.5 ohm. 


b) For cupro-nickel piping, which is electrically insulated from the structural steelwork to 
prevent galvanic corrosion, all pipe flanges shall be provided with a bonding connection. 
Each pipe run within a module shall be earthed at two positions to the metallic structure. 
The two earthing positions should be at opposite ends of the pipe run unless otherwise 
agreed by COMPANY. 


c) Piping interfaces between pipes manufactured from dissimilar metals require an 
insulated flange to prevent galvanic corrosion. Each pipe shall be bonded to the metallic 
structure at either the first flange back from the insulated flange, or at an earthing lug as 
appropriate. 


d) GNL and gas pipes shall be bonded to the earth at least at one end. 


3.3.6. Quality of connections 


A « good earth » is the one with the lowest resistance. This is achieved with a meshed 
network of adequate sections of ground conductors but it depends also of the connections 
done between these same conductors / ground networks. 


Anyone “wandering” on a site has in mind a picture of a bare copper/steel cable or a 
sheathed (green-yellow) cable disconnected, pointing miserably towards nothing or 
seeming to wait for your leg.... This cable was either not reconnected after a 
repair/maintenance intervention (still the main cause nowadays) or it broke at the 
connection point due to galvanic corrosion (less and less now as connections are of better 
qualities), and for this (wrong ) type of connection you are directly responsible. 


You must not join “directly” a copper wire with a steel frame; you must not assemble 
copper and aluminium cables; in fact you “can” but creating a natural galvanic couple 
which will destroy the continuity of contact between the two materials. 


When having to join two different metals , to assure the contact continuity (in quality and 
duration), you have two solutions 


* Use a bimetal interface (like a washer 


* Perform aluminothermic welding 
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Figure 18: Ground cable connection using bi-metal washer 


Note: the earth loop connections (copper cable on copper cable) are generally made using 
the thermowelding principle; the "Cadwel" system (or aluminothermic welding). This 
system is also used for the copper cable connections on the metal structure, to prevent 
galvanic corrosion. 


Figure 19: Examples of good weld joints with aluminothermic method 


Aluminothermic welding principle 


The principle is to use the reduction of copper oxide by aluminium. The “cadwel” system 
uses a type of gun powder which when ignited reaches sufficient temperature to melt the 
two materials to be assembled. This causes an exothermic reaction and forms a bath of 
melted copper (or melted copper/steel or melted Cu/alu). This melted bath then flows onto 
the conductors. 
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4. SPECIFIC GROUND FOR LIGHTNING PROTECTION 


4.1. DIRECT PROTECTION 


4.1.1. General 


A system protection against the lightning strikes comprises different ‘element’ systems, 
which are complementary: 


1) Protection system against directs effects (of lightning strikes). 


It has as function to collect the lightning strikes, which in its absence would have struck the 
building or the structure to be protected. Then to run out the currents of the lightning 
towards the ground, avoiding the (current) ingress inside the volume to be protected. 


This system is sometimes called “external protection” generally, this protection is 
ensured by the Air terminal associated with lightning conductors. 


The theory and technologies of the systems and materials uses are presented in this 
paragraph 


2) The grounding system (which cannot be seen alone in this course) 


It is probably the most important part of the protection. A good grounding system is 
absolutely necessary. The two other parts of the protections (air terminals and surge 
protectors) would have no effect without the possibility of "evacuation" for the unwelcome 
extra voltages and extra currents. 


Interconnection of all grounding loops - or not interconnecting - is subject of a debate 
enlightened in the following paragraph, as well as specific materials and theory. 
3) Protection system against indirect effects: 


it has as function to protect the interior installations and equipment electric/electronic as 
well as the people against the induced voltage and the rises in potential. 


This system is sometimes called “internal electrical protection”. Generally, this 
protection is ensured by the Lightning Surge Protectors. See course EXP-MN-SE110 


Direct Protection is only one third of the necessary Lightning Protection. 
Grounding and Electrical (Surge) Protection are the Mandatory Complementary Two 
Other Elements of a Lightning Protection Installation. 
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General trend is to install air terminal captors, descent cables, and a ‘quick’ local 
grounding, then to believe: "Protection is done". This is a thoughtless and even dangerous 
behaviour, as it becomes a provocation for lightning to strike and damage the installations. 


4.1.1.1. Protection against direct effects theory 


The techniques of protection against the lightning strikes can be classified, according to 
their philosophy of action in 2 types: 


* Protections known as “passive” 
* Protections known as “active” 


The electrical field breaks between a thundery cloud and any rough bit on the ground level 
causing the strike. 


We can protect an installation theoretically in 2 manners: 
* By eliminating the rough bits that are at the origin of the strike and by maintaining 
the elements to be protected on the same potential (potential of the ground), it is the 
passive protection. 


* By creating voluntarily some rough bits, to attract the strikes and channel the 
energy towards the ground, it is the active protection 


The active protection is carried out by air terminal & lightning conductor. 


The passive protection is carried out by grid cages (cages of Faraday). 


4.1.1.2. The complete Air terminal / conductor installation 


They include: 
1 ) Devices of capture 
2 ) The conductors of descent 
3 ) The earth electrodes 
In practice, there are two types of air terminal installations: 
* Air terminations in metallic rods. It consists in laying out, above the structures to be 


protected, conducting rods of adapted length, rods which are connected by descent 
conductors to earth electrodes. 
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The rod, also called pointer, can be topped with an additional capping device 
according to some vendor specific technologies. 


* The grid cage lightning protection. It consists in laying, around the building to be 
protected, a Faraday screen cage whose meshes are connected to earth electrodes 
at the foot of the building. 


Note: 

It is important to keep in mind that the trajectory of the lightning channel is not directly 
affected by the height of the objects located on the ground. It is only at the very last stage 
of its descent that the strike decides of its point of impact. A lightning Air Termination 
does not attract the lightning at the time of its formation; it collects the electric discharge 
only if it is already spontaneously very near. 

The lightning direct protection system shall be of the enhancing type designed to attract 
lightning from a predetermined volume and to safely convey the lightning current to earth 
through a known and preferred route. 

The lightning direct protection system shall include components as follows: air 


termination(s), mechanical support(s), down conductor(s), performance recording 
equipment, and an earthing system. 


4.1.2. The air termination - Capture Devices 


They are metallic rods, capped with pointer or “early streamer emission system” or metallic 
taut cables. 


4.1.2.1. Franklin rod 


Or: “Metallic rod with a pointer’ 


Air rod 


Figure 20: The Franklin rod 


Franklin lightning conductors, 
which are tapered, have a 
perfectly slender and attractive 
point. 


They exist in nickel/chromium- 
plated copper and stainless steel 
versions. 
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They have a standard length of 2.4 m and can be extended by the addition of treated steel 
or stainless steel elevation rods. 


These systems do not require guying and can be up to 7 or 8 m long. The tip of 2F 
Franklin lightning conductors features a solid point of marine bronze or stainless steel 


Installation of rods on a structure: 


To study the best lay-out, the 'Rolling Sphere Method is the widest used principle. (see 
course SE110 and Total course on Lightning) 
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Figure 21: The electro-geometrical model (sphere) of a lightning strike 


The main problem becomes the choice of radius R for the sphere. If a radius r1 is chosen, 
it corresponds to a protective current /7 as per the Electro-geometrical model. When 
striking current is smaller than i1, it can go across the protection. 


The only ‘safe’ protection is to consider the smaller striking current possible, being 2 kA, R 
is then equal to 15 meters. (In this theory, lightning strike intensity — 1 to 400 kA — is 
function of the sphere radius). 
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The risk according to the chosen protection 


The 100% protection does not exit in lightning protection and this regardless any type of 
system (including other than Franklin rods). 


Example with an "accepted risk" of 7 kA as current protection, the statistics show that only 
5% of strikes are under these 7 kA. The associated radius of 36 meters (Rolling Sphere) is 
the base for the protection calculation wit a theoretical "risk of failure" of 5%. 


If the building to protect is an isolated one (a country farm in Europe for example), the 
chance of strike happening is one over 140 years; with the 5% considered 7 kA protection, 
it becomes a risk of one strike per 2800 years........ 


International standards (C.E.1.) has 'normalised those risks, introducing several levels of 
protections, each one corresponding to a Rolling Sphere radius, a protective angle for the 
Franklin rod, a distance between linking protective conductors. 


RoF Angle a(°) for a given h(m) WoM 
PL of R (m) 
(%) 10(m) | 20 30 45 60 (m) 
| 0.5 20 45 (°) 25 - - - 5 
II 5 30 55 35 25 - - 10 
III 15 45 60 45 35 25 - 15 
IV 30 60 65 55 45 35 20 20 


Table 6: Parameters giving the capture devices choices inducing a protection level 


PL: protection level 

RoF: risk of failure 

R: radius of the fictive Rolling Sphere 

h: height of the Franklin rod above the surface to protect 

WoM: width of the meshed network (distance between conductors) 


Angles of protection are different according to protection level. These angles cannot be 
defined in 'h' (height of rod + pointer). When height of the building is bigger than the radius 
of the Rolling Sphere, there is a risk of 'side impact’. 


It is why, you can see on sky scrappers, Striking rods installed on the vertical surfaces (at 
regular intervals). 
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Lightning conductor with stem  a< 60° 


Towards 
> 7 earth “.° 
electrodes 


Figure 22: Installation of striking rods according to protection level 


4.1.2.2. Early Streamer Emission (ESE) or "ionisers" 


Relatively new technology, mainly developed by Australia (Dynasphere product) and 
France (Saint-Elmo rod) 


The ‘idea’ is by creating a surrounding 'ionised area’, to provoke a preferable channel for 
the descending leader as a "strike-exciter". Their descent conductor is a high voltage type 
cable. 


Tests have been done comparing ESE air terminal with ‘classic’ Franklin rod; it results a 
difference in ‘reaction time’ called At which is the time in advance for which an ESE 
reacts, it conducts to an increase of protection distance 

=> AL=VxAt with V = lightning speed estimates at 10° m/s 

Figure and table gives the Rp (Radius of protection) for a “normal” type with a simple 
striking rod and in comparison the Rp for an ESE system depending the speed of the 
lightning. 


See as well the explanation figure 
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; : Protection with simple rods 
Protection with ESE y wate eee 


4 


Figure 23: The ESE extended range of protection 


Height of Rp for Rp for air termination type ESE in meters 
ie i Brea nie "Lead" for striking in microsecond (At) 
5 1s 25 35 45 50 
2m 5.50m 8.00m 12.2m 17.0m 21.6m 25.6m 27.6m 
| 5m | 850m | 20.0m | 31.7m | 42.5m | 52.5m | 63.5m | 68.5m | 
10m 10.0m 22.9m 33.5m 43.9m 54.1m 64.2m 69.3m 


Table 7: Comparison of Rp between one ESE and Franklin rod 


R: radius of protection in a horizontal plan placed at a vertical distance h of the tip of the ESE 
h: height of the ESE device, distance between tip of this ESE and the surface to protect 

h': extra virtual height above h. (according to the type of ESE) 

R=(h+h)tga where a= 60° 

D: distance for arc striking (radius of the sphere 

AL: gain in length for ascending leader 


These values of radius are according to French standards. France was the only country to 
establish standards for ESE (standard NF C 17-102.) and the first with Australia to put on 
the market a product (now Australia has also a Standard). 

The ESE is subject to strong critics such as: "they are not better than Franklin rods". To 
these critics, we can remind the words of Albert Einstein: "Great spirits have always 
encountered violent opposition from Mediocre Minds" 
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Hereafter are the descriptions of some of the available products. 


Saint-Elme - Franklin France 


Pulsar - Helita (France) 


Dynasphere - Erico (Australia) 


Capture rod tipped with the Saint- 
Elme 


ff y 


The Dynasphere 


Piezo electric stimulator 
at end of the rod 


The metal cylinder contains the 
electric device of the Pulsar 
system that generates the brush 
discharges. 


iG 


Principles — as per vendor documenta 


tion 


The basic principle of the Saint- 
Elme lightning conductor is to 
increase the number of free 
charges (ionized particles and 
electrons) in the air surrounding 
the lightning rod and to create, 
within a cloud—ground electric 
field, a channel of high relative 
conductivity constituting a 
preferential path for lightning. 


When the lightning approaches 
the ground, a luminous ascending 
brush discharge is initiated at the 
lightning conductor. In the case of 

a Franklin rod, this ascending 
brush discharge propagates in the 
direction of the descending leader 
after a long transition phase. The 

Pulsar initiation advance permits 
to reduce the required time for the 

formation and continuous 
propagation of the ascending 
discharge and brings thus a 
higher efficiency for the lightning 
capture than a Franklin rod tip. 


The terminal consists of a central 
hub deflection unit (stainless 
steel) and an exciter unit (epoxy 
resin). Its upper part has one or 
more stainless steel ion emitter 
points. It establishes a potential 
difference between the exciter 
set, which has the same charge 
as the surrounding air, and the 
point and deflection unit, which 
are at earth potential. 


Table 8: Examples of ESE systems on the market 
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4.1.2.3. The Faraday cage 


It could look like a 'complement' to Franklin rods, as a mesh of protecting conductors is 
necessary for the Franklin rods protection. For Faraday cage the protection is completed 
by 'strike points' rods (look alike the Franklin rod) 


In fact a Faraday cage is the best-adapted protection against lightning strikes. All 
buildings, pipe racks, storage tanks, towers..., having a metallic frame have already a 
Faraday cage design. 


With non-metallic buildings, an "artificial cage" can be installed, doing it with ‘lightning 
conductors’. 


In all cases the elements of Faraday cages must be connected to a (or the) earth 
termination network. 


, BOND AERIAL 


BOND ROOFING NETWORK TO DOWNCONDUCTOR 


DOWNCONDUCTOR AT MIN 10 METRE SPACING 
INSTALLED EXTERNALLY 


~s, GROUNDING TRENCH BONDING ALL DOWNCONDUCTORS 
y -'TO GROUND 
\ ~ - \ 


| GROUND RODS SUFFICIENT TO ACHIEVE MAX 10 OHMS RES 
VERTICAL INTERVALS NOT GROUND LEVEL 
EXCEEDING 20m : 
BOND ALL SERVICES INCL. GAS, WATER. SEWERAGE ETC. TO 
LIGHTNING GROUND 


x ‘ aon 
~LY 
\ 


Figure 24: Faraday cage method of protection 


Protection by a meshed cage is done on top and around the building with wide-meshed 
‘net’ of lightning conductors. 
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Attraction sticks 


Cable onthe roof - 


Cable of descent 
Buckle 


A trench bottom 


Towards general ground network 


Figure 25: Main frame of a Faraday cage 


Strike point rods (small length) are installed at cross-point of conductors in angles and any 
"pointing" part. Descents are outside building, mainly in angles. They are connected to the 
earth termination network, itself around the building. Distance between lightning 
conductors (width of meshes) is function of the required level of protection (Rolling Sphere 
Radius). It is a passive protection conducting directly the lightning strikes currants 
towards the ground. 


Division of the current within the "mesh 
network" lightning conductors limits 
(generally) the radiant effects inside the 
building. 


Figure 26: Faraday cage in construction 
(ammunition depot...) 


All the lightning conductors of the mesh are 
subject to direct lightning strikes and 
capable to direct the current towards the 
ground. 


On high risk structures such as explosives factories, no part of the roof should be more 
than 2.5m from an air termination conductor. This is generally achieved by applying a 5m x 
10m mesh to the roof. 


However, for most structures, a mesh of 10m x 20m is considered sufficient, giving a 
maximum distance from any part of the roof to the nearest conductor of 5m. 


Other examples of protection by Faraday cage: 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 48 / 194 


Field Operations Training 
Electricity 


Earth and Neutral 


Stainless Steel Mesh 


|i pa 
. \: 
Exhaust -- Side view al, 


{ n 
ee on I Steam pipe Stainless Steel Mesh ~ Top view 


t¢ Conductor to ground 


Figure 27: Faraday or mesh cage installed on top of an exhaust pipe (chimney) 


4.1.2.4. .Other protections 


Taut cable 


Metallic cables installed above the structures to protect, tightened on supports if metallic 
themselves, are part of the protection. 


Used to protect overhead lines (high voltage), High voltage substation, storage tanks 
(floating roof). 


Taut cables connected to masts 


patie a 
Raising 
masts 
Metallic 
Towards | tank Towards 
ground ground 
network network 


Figure 28: Storage tank protection with taut cables 
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The umbrella 


Used mainly in south-east 
Asia, mainly to protect 
communication towers or 
masts, but also tanks. 


Their efficiency cannot be 
denied, / still have in mind 
the picture of strikes on 
communication towers 
making like fireworks 


Sie +. ase 
oe 


we 


Conic array 


. cone roof tank 
Figure 29: The umbrella protection 


style lightning protection 


———_—_. 
en ened en 


Soret, 


| Stock array 1 
nit 


4.1.3. The down conductor (descent-meshing-bonding) 


This can be parented with a ground-interconnection wire 


The function of a down conductor is to provide a low impedance path from the air 
termination network to the earth termination network, to allow the lightning current to be 
safely conducted to earth. 


Standards advocate the use of various types of down conductors. A combination of strip 
and rod conductors, reinforcing bars, structural steel stanchions, etc. can be used as all or 
part of the down conductor system - providing they are appropriately connected to the air 
and earth termination networks, and are known to offer good electrical conductivity. 


Standards suggest there is no advantage in using 'shielded' coaxial cables as down 
conductors. In fact there is thought to be the disadvantage that potentials up to hundreds 
of kilo-volts can occur between the inner and outer conductor (shield) at the top of the 
down conductor so triggering a side flash. 


Down conductor systems should, where possible, take the most direct route from the 
air termination network to the earth termination network. Ideally they should be 
symmetrically installed around the outside walls of the structure starting from the corners. 
Routing to avoid side flashing should always be given particular attention in designing any 
installation. 


Down conductor sitting and distancing is often dictated by architectural circumstances. 
There should be positioned no more than 20m apart around the perimeter at roof or 
ground level, whichever is the greater. If the structure is over 20m in height, then the 
spacing is reduced to every 10m or part thereof 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 50 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


They are generally of a flat copper conductor 30 x 2 mm cross-section, or galvanised steel 
(33.5 x 3 mm), over-sized electrically but it must take into account the electrodynamic 
effects and the corrosion 


For the ESE air termination, there could be (case of Dynasphere) a specific cable, 
described here in the following. 


8d maxi Exceeding 8d Not 


| permissible —> |~- Permissible 


Danger 


d 


eB 


tag Fg at 
Permissible Arrangement not Permissible method Routes for down conductor 
arrangement permiossible of taking conductor in a building with 


through a parapet wall cantilevered upper floors 


Figure 30: Routing of down conductor “permissibility” 


One E.S.E. (and in general one air terminal) = one (minimum) dedicated descent 
conductor 


4.1.3.1. Security proximity distance 


A distance of at least one meter must be provides between descent lightning conductor 
and any electrical cable or any fluid canalisation running in parallel. This to avoid an 
induced dangerous potential in the neighbouring installations. 


4.1.3.2. Side Flashing 


The problems relating to side flashing have attracted a great deal of attention in recent 
years and are a very important consideration when designing a safe lightning protection 
system. Damage to life and property can occur if the danger of side flashing is not 
considered. 


The principles of side flash can be explained by the following simple example (figure). 
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Possible flash 


: Distance D must be 
over point — 


sufficient to avoid 
D side flashing 


Lightning 
descent 
conductor 


pointA Typically at instant of 


discharge: 

- Potential at point A can be 
1500 000 V 

- Potential at point B = 
ground potential = 0 


Water tank 


Figure 31: Phenomena of side flashing 


4.1.3.3. The effect of Step and Touch Voltage on descent conductor(s) 


Comments on the picture of this paragraph 

1. Person X is in contact with the ground at a and b; 
Person Y is in contact with the ground at c and the 
conductor at d; Person Z is in contact with the 
conductor at e and a metallic hand rail f shown 
grounded at g. 

2. Person X is subject to step potential. 

3. Person Y is subject to touch potential. 


4. Person Z is subject to transferred potential. 


5. The potential depends on the current magnitude 
and the impedance of the path of the lightning 
discharge. 


6. Step potential increases with the size of the step a- 
b in the radial direction from the conductor and 
decreases with the increase in the distance 
between person X and the conductor. 


Figure 32: The effect of step voltage and touch voltage 
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7. The transferred potential increases with increase in the radial distance between the 
down conductor and the ground g. 


Extracts from the Australian Standard on Lightning Protection A.S. 1768-1983. 


4.1.3.4. Specific E.S.E. descent conductor 


Not all manufacturers are requesting specific descent conductors, but in case of 
Dynasphere (Australian made, equipping some Total sites) a high voltage type cable is 
required, it is the “TRIAX” down conductor 


Plastic filler 


Figure 33: Triax construction 
format 


WANN 
WN 


\\Y— 50 mm Copper 


The TRIAX down-conductor Einar EMA 
functions are to convey the 
lightning discharge current to 
ground virtually without danger of 
side flashing. A unique 
conductive outer sheath allows 
electrostatic bonding of the 


Secondary insulation -| ~ 


ae 
building through cable securing eae 
saddles.....etc, as per the vendor Conductor sheath 
literature. 


ae 


Anyway, follow “your” vendor recommendations; a high voltage cable is obligatory a 
complementary safety measure. (But personally, knowing that the discharge can be in a 
range of millions -10° — volts, | am not going to touch the cable during a lightning storm.. ”) 


4.1.3.5. Descent conductor — general recommendation 


The following recommendations should be observed when installing the down conductor: 
* use the shortest route down to the earthing point 
* follow a straight line, avoiding sharp angles (radius of curvature > 20 cm) 


* avoid upward turns (except when passing over obstacles lower than 40 cm where a 
45° maximum incline is tolerated 


* avoid passing close to any electric lines. If crossing cannot be avoided, the electric 
lines should be metal-shielded 1 m either side of where the down conductor passes 
and the cladding then connected to the down conductor 
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TOTAL 
All descent conductors have to be tightly fastened, to Condition required: 
resist to the pull out force electromagnetically induced. d>L/20 


(fixing point at least each 50cm) 


d L L 
Figure 34: Down conductor recommendation | ») sy 
¢c 


On a Total (remote and new) site, some operators had run a . 


(temporary) extension cable (220V) to supply a TV set, a 


L 
coffee pot, etc..., just to feel comfortable during night shift g ISS 
| 1 


They attached their cable alongside a descent conductor... 
removed myself this cable, just in time, the same day, the 
lightning counter worked for the first time.... 


b d 


45° Maxi 
ee 


On an other site, in living quarters, one decided to erect a 
TV antenna mast during a lightning storm, he was badly 
burned... 


4.1.4. Bonding 


1: Air termination 2: Down conductor 3: Bond to aerial 

4: Bond to vent 5: Bond to re-bar 6: Bond to metal staircase 
7: Bond to metal windframe 8: Bond to vent pipe 9: Bond to steel door frame 
10: Test clamp 11: Indicating plate 12: Main earthing terminal 
13: Eart termination point 


Figure 35 Bonding on a structure 
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All metal work on or around a structure must be bonded to the lightning protection system 
if side flashing is to be avoided. When a lightning protection system is struck, its electrical 
potential with respect to earth is significantly raised and, unless suitable precautions are 
taken, the discharge may seek alternative paths to earth by side flashing to other 
metalwork in or on the structure. 


GX 
pnw a 
Ney 


iw 


Sf" 


A. Metalwork Bond B. Re-bar Clamp C. Pipe Bond 
Figure 36: Illustrations of typical clamps used in metalwork bonding 


Typically, water pipes, gas pipes, metal sheaths and electrical installations which are in 
contact with earth, remain at earth potential during a lightning discharge. Even metal parts 
that are not in contact with earth will see a potential difference between them and the 
lightning protection system during a discharge, even if this potential is smaller in 
magnitude to the metal parts in direct contact with earth. 


It is vital that all exposed metalwork is bonded into the lightning protection installation (see 
figures) 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 55 / 194 


Field Operations Training 
Electricity 


ToTAL Earth and Neutral 


4.1.5. Test Clamp - Lightning event counter 


Test Clamp 
or 


Lightning 
Event 
Counter 


Figure 37: At bottom of descent: counter and test clamp 


Air termination devices are normally equipped (on their direct descent conductor) with an 
event counter, totalling the number of strikes of at least a given value of the current. 


A test clamp should be provided at the bottom of the descent in a P.V.C or concrete 
inspection pit so that the down conductor may be disconnected from the earth termination 
and regular checks of the earth termination resistance be carried out. 


The test clamp (as on the figure) could be positioned at a height of two metres from the 
ground, the lightning flash counter (if required), should be placed just next to the test 
clamp. 


The down conductor should be protected from the test clamp down to the ground by a 
stainless steel (or PVC) sheath. 
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4.2. GROUND IN LIGHTNING PROTECTION 


4.2.1. Lightning Earthing Generalities 


Earthing plays a vital role in all electrical systems. The main reasons for earthing are: 
* To protect people and livestock 
* To protect equipment 
* To permit the equipment to function correctly 
* To ensure the reliability of electrical services. 
A good earth connection should possess the following characteristics: 

* Low electrical resistance between the electrode and the earth. The lower the 
earth electrode resistance the more likely the lightning or fault current will choose 
to flow down that path in preference to any other, allowing the current to be 
conducted safely to and dissipated in the earth. A lightning ground resistance 
should have its value under 10 ohms. 

+ Impedance value (inductance) the lowest possible to minimise the 
electromotive force. For this effect it is strongly recommended to avoid grounding 
with only one underground horizontal wire or only one vertical electrode. Practice 
using deep well to catch moisture is not advisable as this system shows high 
impedance (above 10m deepness). Good advice is to multiply the horizontal 
wires and the vertical earth electrodes. 

* Good corrosion resistance. The choice of material for the earth electrode and 
its connections is of vital importance. It will be buried in soil for many years so 
has to be totally dependable. 

* Ability to carry high currents repeatedly. 


* Ability to perform the above functions for a minimum of 30 years. 


4.2.2. Soil Conditions 


Achieving a good earth will depend on local soil conditions. A low soil resistivity is the main 
aim and factors that affect this are: 


Moisture content of the soil. 


* Chemical composition of the soil, e.g. salt content. 
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* Temperature of the soil. 


The following tables illustrate the effect these factors have on the soil resistivity. 


Effect of Moisture on Resistivity 


Moisture content Resistivity ohm -cm 
% by weight Top Soil Sandy loam 
0 1000 x 10° 1000 x 10° 
2.0 250 000 150 000 
5 165 000 43 000 
10 53 000 18 500 
15 31 000 10 500 
20 12 000 6 300 
50 6 400 4 200 
Effect of Salt on Resistivity 
Added Salt (% per weight of Moisture) Resistivity ohm - cm 
0 10 700 
0.1 1 5020 
1.0 450 
= 190 
10 130 
20 100 
Effect of Temperature on Resistivity For sandy loam 15.2% moisture 
Temperature 
= z Resistivity ohm - cm 
20 68 7 200 
10 50 9 900 
0 32 (water) 13 800 
0 32 (ice) 30 000 
-5 23 79 000 
-15 14 330 000 
Note: if your soil temperature decreases from + 20°C to — 5°C, the resistivity increases more than 


ten times 


Table 9: Factors affecting soil resistivity 
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Note: Although “effect of Salt” quotes figures for salt laden soil, it is now deemed bad 
practice to use salt as a chemical means of reducing soil resistivity, because of its very 
corrosive nature. Salt along with other chemicals, has the disadvantage of leaching out of 
the surrounding soil after a period of time, thus returning the soil to its original resistivity. 


Once the soil resistivity has been calculated from the local soil measurements, the 
appropriate earth electrode system can be chosen by using typical formulae listed below: 


Horizontal strips (Rectangular Section) 


2 
Py 19 2004 


= O 
sw 


Horizontal strips (Circular Section) 


2 
Rae? pig 
275L dD 


Vertical strips (Rectangular Section) 


Vertical strips (Circular Section) 


R= pga 
275L d 


Where: 


R = Apparent earth electrode resistance in ohms 
p = Soil resistivity in ohm-cm 

D = Depth of electrode in metres 

D = diameter of electrode in centimetres 

L = Length of electrode in metres 

W = Width of electrode in centimetres 


For Example 
If we require an earth electrode resistance of 20 ohms and we have established by a soil 


resistivity survey that p = 10,000 ohm-cm. (several electrodes in parallel will reduce the 
general earth resistance) 
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If for this example we assume that the soil is suitable for deep driven rod electrodes then 
we can calculate the depth of rod required to obtain the desired 20 ohms resistance. 


A00L 
From above, for vertical strips (circular section): R = =P Logo, thus, R = 20 ohms 


and p= 10000 ohm-cm 
Assume we use a Standard 5/8" diameter rod (nominal diameter 14 mm) 
Actual shank diameter 14.2 mm, thus, d= 1.42cm  L=? 


10000 Logl0 400x6 
275x6 1.42 


If we let L = 6 mm and substitute to see what of R is obtained: R = 


R= 6.0606 x 3.228 = 19.56 ohms 


Thus 6 m of extensible rods (5x1.2m) can be used to obtain the desired resistance value 
of 20 ohms. 


The above example illustrates the importance of the accuracy of the soil resistivity figure. If 
the survey is inaccurate, then the calculated apparent earth electrode resistance R will be 
Inaccurate and misleading 


4.2.3. Principle of Earthing according to Lightning air termination 


4.2.3.1. Grounding for Franklin rod 


Position of the Lighting ground specific system is always directed towards the outside of 
the building / structure to protect. 


The conductors, parts of crows foots or interconnecting electrodes must be distant of at 
least 3 m from any metallic pipe / rack not entering the building / structure being protected 
(different installations). If this constraint cannot be respected, a good and permanent 
ground interconnection has to be established between these different installations. 


For each individual descent conductor, from each Franklin rod, earthing should be done by 


* Ground conductor of same component, same section than the descent conductor, 
laid in crows foot method such as (for example) 3 conductors up to 10 metres 
length, horizontal at a depth of at least 60 cm. 


* A set of 3 vertical electrodes, of at least 2m depth, laid in equilateral triangle of 
minimum 2 m side dimensions. Electrodes being interconnected at their tip by a 
conductor of at least the same size of the descent conductor. 
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* Interconnection with the main earth loop network with a conductor of at least the 
section of the descent conductor. (See following paragraph “Interconnections 
debate...”). 


4.2.3.2. Grounding for Faraday cage 


For each individual descent conductor, earthing should be done by 
# Ground conductor of same component, same section than the descent conductor, 
laid in crow foot method, but with small dimensions; for example 3 conductors of 2 
or 3 metres length at a depth of at least 60cm. 


* A set of 2 vertical electrodes of at least 2m., distant of at least 2m and 
interconnected with a conductor of at least the section of the descent conductor. 


* Interconnection with the main earth loop network with a conductor of at least the 
section of the descent conductor.. 


4.2.3.3. Grounding for Taut cables 


Same as per Franklin rod method 


4.2.4. General Methods of Earthing 


Method Schematics Comments 
| | Poor results as lightning has only one 
Single Strip End | A path. 

auneciee i.e High ground voltages will be experienced 
at injection points. 


Ideal for medium resistivity areas and 
Radial Earthing, radials up to 30 metre length. 


Single Radial 


Lightning current split 6 ways. 
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Schematics 


Comments 


Radial Earthing, 
Crows Foot Radial 


tsp 


Ideal in areas of higher soil resistivity. 


Creates multiple paths for lightning 
current and high capacitive coupling to 
ground. 


Note: Earth Gel is generally very effective with 
Radial Earthing 


Copper Clad Steel 
Rod earthing 


Effective with only one rod when high 
ground water level exists. 


Multiple Rod 
Earthing 


Deep Drill Earthing 


—t 


Place rods according to best depth 
driven with first rod. 


Spacing of each rod should be 2 x depth 


Required in dry areas and where ground 
water level is very low. 


Essential to make continuous contact 
between wall of hole and rod. 


Drilling mud and gel is very effective. 


“Cautious about high impedance 


Earthing with 
Limited Area and 
Pedestrian Traffic 


Use deep drill hole and place one or two 
concentric plastic cylinders over top 3-4 
metres. 


This reduces ground voltage rise at the 
surface. 


Table 10: Different principles / methods of earthing in lightning protection 
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4.2.5. Specific Materials for earth termination network 


4.2.5.1. Deep Driven Earth Electrodes Ground Leval 

eas Sa | ) az 
A soil resistivity survey indicating lower rp et - (ta yi inspection Pit. 
resistivity at greater depths will make the deep = ==” —- \» 
driven earth electrode a logical choice. Deep 
driven earth electrodes are more likely to 
reach permanent moisture unaffected by 
seasonal changes. 


St: 


Figure 38: Deep driven Earth Electrode 


A common misconception is that increasing 
the diameter/width of the rod/strip electrode 
will give a significant reduction of earth 
resistance. Tests have shown that increasing 
the diameter of a rod electrode from 12.5 to 25 
mm has increased the weight by 400%, 
increased the cost by 400%, but only reduced 
the earth resistance by 9.5%. 


To obtain a low overall resistance, current density should be as low as practicable in the 
soil which is in contact with the electrode. This can best be achieved economically by 
having one electrode dimension very large in comparison with the other dimensions. This 
is best achieved by a rod or strip electrode. 


4.2.5.2. Parallel Earth Rod Electrodes 
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Figure 39: Spacing or Paralleling Earth Rod Electrodes 
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Where ground conditions make deep driving of earth rods impossible, a matrix 
arrangement of rods coupled to one another by conductors can be used. 


If possible, the earth rods must be spaced at least equal to their driven depth. No 
significant decrease in resistance will be obtained by spacing greater than twice their 
driven depth. 


If earth rods cannot be driven in a parallel line, a ‘Crows Foot' configuration can be used, 
ensuring that the spacing depth ratio is still maintained 
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Figure 40: Crows Foot Earth Configuration 


4.2.5.3. Radial Strip Electrodes 


Ground that has one metre depth of soil before 
encountering bedrock will best be suited to a 
buried radial electrode, provided the system is 
installed below the frost line and below the area 
that is subject to seasonal weather changes. 


Figure 41: Buried Strip Earth Electrode 


/ Trench Depth 
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4.2.5.4. Solid Plates or Mats 


Earth plates or mats can be buried 
instead of driving rod electrodes but Ground Level 
installation is expensive and time 
consuming 


Figure 42: Buried Earth Plate Electrode 


Mss 
Earth Plate Electrode 


4.2.5.5. Reinforcing bars in foundations as natural earths 


This is an economical method of using the mass of metal already underground in the form 
of the reinforcing bars, within the structure's foundations. Precautions should be taken to 
ensure there is electrical continuity between these reinforcing bars and the earth/lightning 
protection connections above ground. 


4.2.5.6. Underground Pipe Work System 


Buried water pipes were previously considered to be a reliable method of earthing but the 
increasing use of plastic pipes or replacing metal joints with plastic ones now makes this 
method unreliable. 


Other forms of earth electrode can be used, including ring conductors or radial strips 
emanating from a particular point, or a combination of conductors with earth rods. 


4.2.5.7. Voltage Gradient 


A further factor affecting the choice of an electrode system is the electrical considerations. 


Step and touch voltages on the surface of the ground in the vicinity of earth electrodes 
must be restricted to safe values. 


This can be achieved by using electrodes to form a ring around the area to be protected. 
The electrodes must be buried sufficiently deep to reduce surface potential. 


An effective method of reducing the voltage gradient of rod electrodes is to install them 
with the top of the electrode some distance beneath the surface of the soil. The connection 
between the electrode and down conductor being made with insulated conductor. 
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4.2.5.8. Corrosion 


The correct choice of materials for a lightning protection system is vital. Metal fittings must 
be compatible with the metal or metals used externally on the structure over which the 
system passes or with which it may be in contact. 


Aluminium and copper, the two 
metals most commonly used in 
lightning protection systems, are not 
compatible, so great care must be 
taken when both are used in a 
system particularly where they come 
into contact with each other. 


Figure 43: Example of Bi-Metallic 
Connector 


If aluminium is selected as the material for air termination networks and down conductors, 
it has to be connected to copper at or around the test clamp. This connection should be 
positioned at the beginning of the earth termination network. This is because the Earthing 
Code do not permit aluminium to be buried underground. 


The contact surfaces of dissimilar metals should be kept completely dry and protected 
against the ingress of moisture, otherwise corrosion will occur. A particularly effective 
means of excluding moisture is to use inhibitor pastes, bitumastic paint, or approved 
protective wrappings. 

As aluminium is prone to corrosion when in contact with cement and mortar mixes, 


aluminium conductors need to be fixed away from the offending surface with an 
appropriate fixing. 


4.2.6. Improvement in soil continuity 
Improvement of earth distribution by 
* Adding earth electrodes to the already existing ones 


* Multiplying the earthing solutions and interconnect all systems together 


* Apply a treatment to reduce impedance of the soil. 
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Improvement with soil conditioning agents 


Introducing a soil-conditioning agent into the ground can reduce the soil resistivity and 
hence reduce the earth resistance. 


There are various agents available, the choice of any particular one will depend on the 
type of earth required - temporary or permanent; the locality; the condition of the soil, etc. 


Moisture forms an important part in obtaining a low soil resistivity value and it is the 
impurities in the water that produce this. One way of reducing the soil resistivity is to pour 
chemical solutions i.e.: copper sulphate; sodium carbonate; calcium sulphate, over the 
local area and allow it to migrate through the soil. The disadvantage of this is the large 
volume of solutions required, which makes it a cumbersome and time consuming exercise. 
Also chemicals will eventually leach out of the local soil, returning it to its original high 
resistivity. Dissolving chemicals into the soil is also likely to encourage corrosion of the 
earth electrode. Hence the reason for not recommending the use of salt as a means of 
reducing the soil resistivity. 


Other soil-conditioning agents are available including “Bentonite” and “Marconite”. 


Bentonite is used as an earth-electrode back-fill to reduce soil resistivity by retaining 
moisture. The clay consists largely of sodium “montmorillonite”, which when mixed with 
water swells to many times its dry volume. It has the ability to hold its moisture content for 
a considerable period of time and to absorb moisture from the surrounding soil (e.g. from 
rainfall). 


Marconite is a conductive carbonaceous aggregate which when mixed with conventional 
cement, effectively increases the surface area of the earth-electrode, thus lowering its 
earth resistance. Ideal for use on sub-stations and transmission/distribution networks or in 
hot, dry climates, and also has electromagnetic screening and anti-static flooring 
applications. 


Both products have applications with deep-driven electrodes. The ground/soil in question 
can be drilled using a portable drill rig, transported to the site. Significant depths can be 
reached depending on the type of ground. 


The electrode assembly can then be inserted into the predrilled hole and back-filled with 
Bentonite or Marconite, or any other appropriate conditioning agent. 


It is vital with any earthing system that regular inspection is carried out for possible 
damage. Regular checks on earth electrode resistance to ensure optimum protection are 
advised. 


An other simple method to improve soil quality is to "import" massive quantities of 
topsoil having good resistivity. 
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4.2.7. Grounds interconnections debate 


Do we need to interconnect the specific Lightning Ground network with the other earthing 
networks? 


4.2.7.1. Total Specification GS EP ELE 031 


Hereafter, extracted from this specification, the paragraph 3.7 


The purpose of the earthing system is to dissipate as much as possible the lightning 
current into the soil (50%) without producing dangerous potential differences in the 
earthing system. 


Earthing system shall be meshed like the following figure: 
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Figure 44: Site Earthing / Meshing as per paragraph 3.7 of GS EP ELE 031 


This does not mean that the different ground networks (electrical, lightning, 
instrumentation, telesystem,...) are interconnected on Total sites. Strong habits, personal 
well convinced minds are ferociously against the interconnections and do defend 
vigorously their “independence”, with sometimes, poor arguments to defend their 
position... 


Hereafter is a personal analysis (and judgment) about the “interconnection “problem”. 
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4.2.7.2. Case of separate Grounds between Network and Lightning 
Protections 


When a "normal" strike occurs, on the air termination (specially installed for that purpose) 
the overvoltage and high currents are driven away the ground installation network. 
Everything is, at it "should be"; no interference between the different earthing systems (as 
long as they are clearly distant from each other) 


All the manufacturers, all the engineering and standardisation offices do not guaranty a 
100% protection. Air terminations are there to support the strikes but nevertheless, within 
the protected area, an "unexpected" event could direct a strike a “wrong way” towards a 
building or a structure. 


Everyone, with field experience have seen or heard about lightning causing big damages 
inside installation believed to be "well" protected. 


Probabilities are low for such happening in descending strikes, but are more present for 
ascending ones. A small not directly protected building could have more 'capacitance’ 
ready to strike than an air termination nearby. 


In that case ("unexpected" strike), interconnection with the lightning ground is welcome as 
well as the ‘electrical’ surge protectors devices. 


“Unexpected” Strike 
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Figure 45; Lightning and other ground networks are separated 
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4.2.7.3. Case of Interconnected Grounds between Network and Lightning 
Protections 


When strike occurs on the air terminal, the overvoltage can spread on the entire network, 
bringing “parasite” currents and voltages in "feed-back". Preferable paths could be taken 
according to resistance value of the different branches of the network. 

This is the main concern for those against interconnection 


This can happen with insufficient direct ground termination for the capturing device and / or 
bad connections. The ground network could be as well with insufficient meshing and/or too 
small copper wires cross sections. 

It enlightens as well the necessity to have good engineering, proper measurement of soil 
resistivity and earthing value as well as a permanent survey and maintenance of the 
earthing network 
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Figure 46: Lightning and other ground networks are interconnected 


4.2.7.4. Conclusion 


For those in favour in Separate grounding:: 


Argumentation such as: “Air Terminal is for receiving strikes whose current must be routed 
directly to earth, without "feed-back" possible in the installation’, leads to the following 
answer: 


Inconvenient: is: what about the "unexpected" strike creating induced current in cables on 
racks or even in ground; And do not say, it does exist! It is impossible! | was on a new 
plant, under commissioning, lightning protection installed (ESE Dynasphere type), lightning 
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ground network completed, but;;;; instrumentation ground kept independent (even the 
electrical power supply -220 V - was “refused” to be interconnected). First storm occurred, 


| was on the plant and | saw the strike on an instrumentation power supply (220V) cable 
rack, in the middle of the onshore unit. The two Beckmann gas chromatograph / analyser 
concerned by the supply were dead...., power supply card burned. 


As the "unexpected" always happens...., it is better to interconnect all the grounding 
networks, including Lightning, Telephone, Instruments, Radio, etc. 


Of course this ‘general’ network should be of good quality, well engineered, well surveyed / 
maintained. 


When in doubt, "excessive" grounding will be always better than "bad" and incomplete 
earthing. 
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5. INSULATION AND INSULATION MEASUREMENT 


When we talk about earths or earthing arrangements, we wish to have the lowest possible 
resistance. With insulation, it the reverse, we must have the highest resistance and the 
highest possible dielectric strength. 


Earth and insulation are directly linked since earthing fulfils its protection / surveillance 
function (with the residual current systems, permanent insulation monitors, etc.) if there is 
an insulation failure. 


5.1. EARTH — CONTINUITY — IMPEDANCE 


5.1.1. Measuring the earth connection 


To measure the ohmic value of the earth connections we generally directly use a earth 
resistance meter with, as accessories, two 60 cm (diameter 1 cm) earth electrodes (the 
probes) made of good conductive material and three lengths of insulated electric wire 
(cross-sectional area 1.5 or 2.5 mm?) of at least 25 m each. (The dimensions and methods 
given here and blow must be considered to be "standard" methods, each earth resistance 
meter manufacturer has his own specific technique which, in any case, will be very similar 
to this one. Follow the instructions in the user guide supplied with the measurement 
instrument). 


To take the measurement we plant the two probes into the ground in the shape of a 
triangle (at least 20 cm into the ground) with the points of the triangle at least 20 m apart 
and the two probes connected to S and HE and we connect the output E to the earth 
connection (decoupled). The probes can also be aligned with 40 m between the HE probe 
and the earth connection, and with probe S in the middle. 


F HE 
E S$ HE oe." -e 


® ® O 
—_—_ > «+ 
20m 20m 


Figure 47: 3-point earth connection measurement 


If the distance of 20 m between each probe cannot be respected, several measurements 
must be taken and then we take an average of the different measurements. The 
measurement is directly read on the earth resistance meter. 


This resistance can also be determined using an ordinary ohmmeter, by taking three 
measurements. 
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* from E to S (RE-s) 
* from S to HE (Rs-HE) 


* from E to HE (RE-HE) then by performing the following calculation: RE = (RE-s + 
Rs-Hs - RE-HE) / 2 


The following measurement configuration (see figure) uses the same principle, only the 
letters have changed. Follow the instructions in the instrument's user guide for the 
connections. 


On the instrument, the earth to be measurement is the connection marked “T’ and the 
probe inputs are marked A and B 
In the drawing, the earth to be measured is marked ‘Z’ and the probes are marked X and 


Figure 48: Measuring an earth 


5.1.2. Protective conductor continuity 


To take this measurement we must measure a very small resistance between the earth 
electrode, and the conductors and conductive objects/receivers connected to the PE (do 
not forget the protective cells in the network connections). 

ae 
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* Receiver 
Figure 49: Measuring the protective ase 
conductor (PE) continuity 
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An ohmmeter (analogue or digital) can be used to check 
the value of this resistance. 


If it is just a question of testing a continuity (e.g. to find out 
if it is the correct wire) we can use a buzzer, a torch or 
quite simply the "beep" function of your multimeter (used 
as an ohmmeter). 


Figure 50: Continuity check with contact stick 


The continuity tests can be used for all types of electrical equipment. A simple light fitting 
must be earthed and the earth continuity test is part of the annual tests and 
measurements. In industry and in buildings receiving the public, this test must be carried 
out annually by an independent organisation. In the photo, the contact stick is connected 
to an ohmmeter which has a second conductor connected to a reference earth connection. 


5.1.3. Measuring the loop impedances 


Extract from Total precommissioning specifications 


The IEC364-3 standard for the protection of personnel states that the contact voltage 
(touch voltage) must not exceed 50 Vac rms. Therefore, the loop impedances must be less 
than the values indicated in the following table: 


Distribution system Id (mA) UL(V) | RA(ohms) | 


Table 11: Loop impedance values according to the distribution systems 


Definitions 


RA = The ohmic value of the earth resistance of all the conductive parts interconnected to 
an earth connection. 

Id = First fault current between a phase and a equipment ground 

UL = Conventional contact voltage 


All the tests must be carried out in compliance with the details and diagrams (given below) 
by using an AC test generator. The current injected must be equal to 1.5 times the nominal 
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current of the circuit being tested but must not exceed 25 A. All the current sources of the 
circuit being tested must be isolated before the test is carried out. 


The ohmic value measured will be equal to: 


X = U/1I= Test generator voltage / test generator current 


Example 1: motor supplied at low voltage from a switchboard 


a) Connect the test generator (To 
between point ‘R’ on the ae Transformer 
switchboard busbars and secondary | 
point ‘E’ on the earth bar (in 
the same switchboard). 


Neutral 
earthing 


BRIDGE resistance 


Close circuit breaker ‘B’ and 
determine the impedance 
value of loop E1 by short- 
circuiting phase ‘R’ (at the 
motor) with the equipment 
ground. 


b) Short-circuit the 

impedance ‘F’, close circuit 
breaker ‘E’ to determine the 
impedance value of loop E2 


c) The total impedance of the 
loop = E1 + E2 


Figure 51: Loop impedance 
test - example 1 
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Example 2: lighting circuit supplied from a switchboard 


a) Connect the test generator between point ‘T’ on the switchboard busbars and point ‘E’ 
on the earth bar (in the same switchboard). Close circuit breaker ‘A’ and determine the 
impedance value of loop E3 by short-circuiting the phase and equipment ground at the 
light fitting 


b) Short-circuit impedance ‘F’, close circuit breaker ‘E’ and determine the impedance value 
of loop E4 


c) The total impedance of the loop = E3 
+E4 


Note (for commissioning): the loop 
impedance test for the low power circuits 
(such as the lighting circuits) is left to the 
discretion of the commissioning 
supervisor. 


Depending on the site's protection level, 
only one single test (on a single circuit) 
may be necessary per switchboard, on 
condition that this single test is 
satisfactory. 


Figure 52: Loop impedance test - 
example 2 
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Example 3: HV motor supplied from its protection cubicle 


a) Connect the test generator between point ‘R’ on the switchboard busbars and point ‘E’ 
on the earth bar (in the same switchboard). 


ce ee ne ee ae ee ee ee we ee ee ee ee we ee oe ee ee ee ee 


Close circuit-breaker ‘A’ and determine the 


impedance value of loop E6 by short-circuiting Earth 
phase ‘R’ (at the motor) with the equipment transformer 
ground. 
|---------- 
b) Connect the test generator between point 
‘R’ on the switchboard busbars and point ‘E’ Tansformer 
secondary 


| 
| 
| 
| 
| 
| 
! 
| 
! 
| 
| 
| 
on the earth bar (in the same switchboard). 
| 
Close circuit breaker ‘B’ and determine the 
impedance value of loop E5 by short-circuiting | 
phase ‘R’ (at the earthing transformer) with the 
equipment ground 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
Us 
| 
| 
| 
! 


c) The total impedance of the loop = E5 + E6 


Figure 53: Loop impedance test - example 3 
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5.2. INSULATION 


5.2.1. Insulation resistance measurement and dielectric test 


These two concepts which characterise the quality of an insulating material are too often 
confused and merit being explained again. 


5.2.1.1. Dielectric strength test 


This test is more commonly known as a “breakdown test’ and expresses an insulating 
material's capacity to withstand a medium-duration overvoltage without arcing (Sparking). 


In reality, this overvoltage can be due to lightning or to the induction resulting from a fault 
on a power transmission line, for example. The main purpose of the dielectric test is thus 
to ensure that the construction rules relating to the creepage distance (also known as 
"leakage path") and the isolating distances in air, as specified in the standards, are 
respected. 


The test is often carried out by applying an 
AC voltage, but it can also be performed 
with a DC voltage. The instrument used for 
these measurements is an insulation tester. 


Figure 54: Example of an insulation tester 


The result obtained is a voltage value, very 
often expressed in kilovolts (kV). 


The dielectric test is more or less destructive 
in the case of a fault, depending on the 
power of the test instrument used. 


It is therefore reserved for new or renovated 
equipment: only equipment which 
successfully passes the test will be put back 
into service. 


Regular dielectric strength tests (HV) under the maintenance programme: 


In 1996, the cable manufacturing industry decided that regularly carrying out dielectric 
strength tests using DC generators on low voltage cables with PVC (XLPE) insulations 
inevitably leads to a deterioration of the insulation. Since then, the tests at the highest 
dielectric strength voltage for LV cables have been "deferred", at the request of the 
manufacturers. 
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High voltage insulated polythene (EP) cables are not subject to the same deterioration 
during tests using DC injection and following ageing. They can be tested, at least when 
they are first installed, using the following test values. 


A commissioning recommendation for HV cables with the DC voltages to be applied 
according to the cable service voltage. 


The tests are carried out using an insulation tester or hi-pot tester. The tester voltage 
depends on the thickness of the insulation (wall mils) with approximately 300 V per mil 
(1 mil = 1 milli-inch = 25.4 microns = 25.4 x 10° millimetres). 


Important: To repeat what we have just said, these tests must only be carried out once (at 
the maximum test voltage) before commissioning, and it is always better to obtain the 
manufacturer's approval first. 


Acceptance test (commissioning) for HV cables 
; DC Hi-Pot Test DC Hi-Pot Test 
Operating 
voltage between (15 Minutes) 
phases 
5,000 
8,000 


NO 
o 
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Table 12: HV cable test voltages for commissioning 


Concerning the hi-pot tests, later, during maintenance operations, it is not easy to give test 
voltage values. Each manufacturer and each company (Total and others) may have its 
own standards, the dielectric strength test voltage then depends on the age of the cable 
and its visual state of deterioration. An old cable will not "appreciate" its service voltage 
being exceeded, a cable head will not like to be disconnected, handled and reconnected 
too often. 
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That is why only one cable test frequency is given below, so ask your superiors for the 
voltage value to be applied, it is their responsibility. It is too easy to hold the person 
carrying out the test responsible when the cable has broken down during the test. 


“Hi-pot” test frequency 


After installation and after first test 


Tone or Seca 1°‘ maintenance 2™ maintenance Time between 
yp test test following tests 
Lighting — secondary No test No test No test 
circuits 
motos vaio 3 years 8 — 9 years 5 —6 years 
circuits 
Cnitical — emergency 12 — 18 months 2-3 years 4—5 years 
circuits 


Table 13: HV cable test voltages - maintenance test frequency 


5.2.1.2. Measuring the insulating resistance 


The insulating resistance measurement is non-destructive in normal test conditions. 


It is carried out by applying a DC voltage with amplitude less than that of the dielectric test, 
it is designed to give a result in kO, MO or GQ. This resistance expresses the quality of the 
insulation between two conductive elements and provides valuable information on the risk 
of leakage currents. Since it is nondestructive it is particularly useful for monitoring the 
ageing of insulations during the equipment's operating life, or of an electrical installation. It 
can also be used as a basis for preventive maintenance. 


This measurement is taken using an Insulation Tester which is also called a megohmeter 
or megger. 


5.2.2. How to measure insulation levels 


In practice, we initially check that the installation or equipment is de-energised, then we 
apply a continuous test voltage and we obtain the insulating resistance value. When 
measuring an insulation with respect to earth, we recommend that it is the positive pole of 
the test voltage which is earthed, to prevent earth polarisation problems when carrying out 
multiple tests. 


All the standards concerning electrical installations and equipment specify the 
measurement conditions and the minimum thresholds to be respected for the insulation 
measurements. 
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5.2.2.1. Insulation measurements on electrical installations 


The NF C 15-100 standard, which covers Low Voltage electrical installations, states that 
the insulating resistance must be measured on 100 m* sections with the installation de- 


energised: 
% Before commissioning and with the receivers disconnected (circuits open) 


between each active conductor (phase and neutral conductors) to check that none 
of them has suffered mechanical damage during installation. 


Figure 55: Insulation measurements on open circuits 


% Before commissioning and with the active conductors connected together, and 
with the receivers connected, to check the insulation of all the conductors with 


respect to earth. 


100 m 
i 
a 
N 
— 


Figure 56: Connect the active conductors together 


% If the installation has sensitive electronic devices, they must be disconnected or a 
check must be carried out during the measurements to ensure that the phase and 
neutral conductors are connected together. These measurements are also regularly 


carried out in tertiary and industrial installations. 


The measurements can be carried out on shorter sections. In this case, the insulation 
value will be inversely proportional to the distance. For example, for a 50 metre section, 


R insulation 50m = 2 X R insulation 100 m 
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5.2.2.2. Insulation measurements on a rotating machine 


We can test the quality of the winding insulation with respect to earth or the insulation 
between the windings. 


Figure 57: Insulation measurements on a rotating machine 


We can also test the insulation of the motor connected to the 
installation, with respect to earth. 


——— 


Figure 58: Phase/earth insulation measurement 


The 500 V and 1000 V test voltages are, of course, the most 
commonly used during Low Voltage rotating machine tests 
(<1000 V). 


4 —— 
On rotating machines operating above 1000 V 


(medium voltage), the insulation test voltages 
are normally 2500 V or 5000 VDC. 


Figure 59: Insulation measurement on a motor 
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5.2.2.3. Insulation measurements on telephone cables 


Insulation measurements are carried out on 
new cables at 250 V or 500 V, or on telephone 
lines in service at 50 V or 100 V to check 
whether the line is out of order. 


The measurements can be taken between 
paired lines and the earthed screen, or 
between the metal screen and earth. 


Figure 60: Insulation measurements on 
telephone cables 


5.2.2.4. Measuring high insulations: advantage of a guard circuit 


For high insulations (greater than 1 GQ), the measurements can sometimes be disrupted 
by leakage currents which flow at the surface of the insulations, through surface dampness 
and dust. 


The technician often only wishes to qualify the intrinsic quality of the insulations. For an 
exact measurement he must thus eliminate this surface leakage current which reduces the 
resistance displayed on the measuring instrument, to retain only the transversal current 
flowing in the insulation. 


This operation is carried out simply by connecting the insulation tester's guard terminal to a 
point located between the “+” and “-” test points. 


Braid 


Outer insulation sheath Insulation 


Figure 61: Measuring the guard circuit with high insulation measurements 
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This guard terminal shunts the measurement circuit, and thus reinjects the surface current 
at one of the test points without passing through the measurement circuit. 


The guard will be connected to a surface likely to be the centre of flow of the surface 
currents, which are not characteristic of the insulations: insulating surface of a cable, of a 


transformer, etc. A good knowledge of the possible flow of the test current through the 
element tested is required to choose the best location for connecting the guard terminal. 


5.2.3. Minimum insulating resistance values 
The insulating resistance values are defined according to the nominal voltage of the circuit 
tested. 


5.2.3.1. Electrical installations 


The minimum values indicated in the following table correspond to those specified in the 
NF C 15-100 standard. 


Nominal circuit voltage Test voltage Minimum insulating resistance* 
Below 50V 250 VDC 0.25 MO 
From 50 to 500V 500 VDC 0.5 MQ 
Above 500V 1000 VDC 1.0 MO 


Table 14: Minimum LV insulating and test voltages 


* Reminder: the insulating thresholds correspond to 1000 Q per Volt of test voltage 

If the value measured with respect to earth is less than the required minimum resistance, 
we then disconnect the receivers from the installation and test the insulations of each 
conductor separately with respect to earth. 

Pour specific applications, the thresholds can be different. Thus, for heating cables 


embedded in the walls of buildings, the minimum values according to NF C 15-100 are 250 
kQ for a nominal voltage of 230 V, and 400 kQ for a nominal voltage of 400 V. 


5.2.3.2. Electric equipment and motors 


The number of standards covering electrical equipment is proportional to their diversity... 
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The test voltage of 

500 VDC is the most 
commonly used and can 
be applied to tests for 
machines (EN 60204 
standard), household 
electrical appliances (EN 
60335), switchboards (EN 
60439) and light fittings 
(EN 60598). 


Figure 62: Insulation 
measurements on 
electrical equipment 


The minimum thresholds can vary from one standard to another but, here too, 1000 Q/V is 
often used as the reference value. Values below this must never be used. 


5.2.3.3. Telephone installations 


On new telephone lines, the insulation of non-filled cables, of length less than 2 km must 
be at least 1000 MQ (and 2000 MQO/km if the length exceeds 2 km). For filled cables, the 
values are respectively 750 MQ and 1500 MQ/km. 


On lines in service, the tolerated insulation is less than that of new cables but it must never 
be less than half the values given for new cables. 


5.2.4. Effect of climatic conditions 


There are two environment parameters which considerably affect insulation: 


5.2.4.1. Temperature 


It varies the insulating resistance value according to an almost exponential law. 


In the context of a maintenance programme for a company's motors, it is important 
to take regular measurements in similar temperature conditions . 


Otherwise the results found must be corrected to make them correspond to a fixed 
reference temperature. 
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For example, the IEEE 43 

Insulating resistance correction standard for rotating 

according to temperature machines states, as an 
Sous EEE s3) approximation, that the 
insulation value must be 
halved for each 10°C 
temperature increase (and 
inversely). The curve (see 
figure) can also be used as a 
basis for the corrections. 


K coefficient 


ty Figure 63: Temperature 


20 3» 40 50 50 : 
"correction 


Winding temperature °C 


5.2.4.2. Humidity level 


It affects the insulation according to the contamination level of the insulating surfaces. We 
must always ensure that the measurements are never taken if the temperature is less than 
the dew point. 


Monitoring these two parameters (temperature and humidity) during insulation 
measurements will give reliable and comparable results, and thus good quality predictive 
maintenance, which guarantees a maximum operating lifetime for electrical equipment. 


5.2.5. Interpreting insulation measurements 


Interpretation is a fundamental aspect of all measurement. Individual insulation value 
measurements can produce random results if, for humidity conditions supposed to be 
fixed, the effect of temperature is not corrected. 


The purpose of the two methods described below is to simplify the interpretation of the 
measurements and to detect and deterioration of an insulation by a series of observations 
over time. 


5.2.5.1. Method based on the effect of test voltage application time 
(Polarisation index) 


This method has the advantage that it is relatively little affected by temperature (thanks to 
its comparison principle) which makes it easily applicable without having to apply a 
correction to the results. 
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Current component curves 
under insulation test (source IEEE - 43) 


It is particularly well-adapted to 
the predictive maintenance of 
rotating machines and to the 
surveillance of the ageing of their 
insulation. Therefore, here is a 
reminder of the different currents 
flowing during an insulation 
resistance measurement (see 


graph). 


—_—— Total (I,) 


Relative current 
5 


® Leakatip) 


Figure 64: Curves of the current 
components during an 
insulation test 1 


@ Absorption (I a) 


o 1 5 10. ~—- (min) 


Capacitive curve (ic): it corresponds to the load current of the capacitive component of 
the circuit tested. This transient current falls rapidly after a few seconds, or even a few 
tens of seconds, and becomes negligible with respect to the leakage current IF to be 
measured. 


Absorption curve (!,): the dielectric's absorption current decreases much more slowly. In 
particular, it provides the energy necessary for the insulation material's molecules to 
become realigned according to the electric field applied. 


Leakage curve (I-): this curve represents the leakage current characteristic of the 
insulating resistance. 


Total curve (It) = (14) + (Ir) (logarithmic scale, y-axis on the graph). 


There are two possible cases if the test voltage is applied for a long period. 


a) The insulation is excellent (insulation material is in good condition, clean and dry). 


In this case the leakage current is very low and the measurement is highly influenced by 
the capacitive load current and dielectric absorption current. The insulating resistance 
measurement will thus increase during the test voltage application time since these 
spurious currents are decreasing. The time necessary for the measurement of a good 
insulation to stabilise will depend on the type of insulation. With the old types of insulation, 
a stable value is generally reached in 10 or 15 minutes. With some recent types of 
insulation (e.g. epoxy-mica or polyester-mica), the measurement can stabilise after 2 to 3 
minutes approx. 


b) The insulation is bad (insulation material deteriorated, dirty or damp). 


In this case, the leakage current is very high (and constant) and much greater than the 
capacitive load current and dielectric absorption current, and the insulating resistance 
measurement will rapidly reach a constant and stable level. 
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An examination of the curves for the insulation variation according to the test voltage 
application time (figure "typical insulation resistance variations according to measurement 
time", the "absolute" insulation measurement can be completed by ratios reflecting the 
good or bad condition of the insulations. 
For example, we calculate the quotient of the insulation resistance read after the test 
voltage has been applied for 10 minutes, over the value read after one minute of 
application. 
We obtain a quotient called the “Polarisation Index (PI)”. However, this index is not 
sufficient on its own. It only completes the absolute insulation values specified in the 
standards or defined by the rotating machine manufacturers. 
PI = Rinsulation after 10 minutes / Rinsulation after 1 minute 

* If Pl < 1 the insulation is hazardous 

* If Pl < 2 the insulation is doubtful 

* If Pl < 4 the insulation is good 


# If Pl > 4 the insulation is excellent 


@ Polarisation index = 3 > good 

© Polarisation index = 2 > acceptable 
(@ Polarisation index = 1.5 > doubtful 
@ Polarisation index = 1.1 > bad 


A 
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Figure 65: Typical insulation resistance variations according to measurement time 
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As described above, the most recent insulations have a dielectric absorption current which 
decreases more rapidly than with the older type of insulations. Therefore, the 
measurement sometimes stabilises after 2 to 3 minutes. 


The “Dielectric Absorption Ratio (DAR)”, which is the coefficient of the values after 7 
minute and 30 seconds, can thus be sufficient to qualify the condition of some recent 
insulations as good. 


DAR = Rinsulation after 1 minute / Rinsulation after 30 seconds 
* If DAR < 1.25 the insulation is insufficient 
* If DAR < 1.6 the insulation is good 
* If DAR > 1.6 the insulation is excellent 


The change in the PI or DAR coefficients over time can thus greatly simplify the predictive 
maintenance of a company's machines, for example. 


5.2.5.2. Method based on the effect of the test voltage variation (stepped 
measurement) 


The presence of contaminants (dust, dirt, etc.) or dampness on the surface of the 
insulations is generally correctly indicated by the measurements based on the test voltage 
application time (DAR, PI, etc.). However, insulation ageing or certain types of mechanical 
damage can sometimes be missed by this type of test which is carried out at a low voltage 
with respect to the tested insulation's dielectric voltage. 


However, a significant increase in the applied test voltage can break down these weak 
spots, which will result in a sharp reduction in the insulation value measured. 


For this method to be effective we generally decide to apply a sufficient voltage step, with 
a ratio of 5 to 1, in one or several steps of equivalent durations (e.g. 1 minute), while 
remaining below the conventional dielectric test voltage (2 Un + 1000 V). 


The results of this method are totally independent of the type of insulations and the 
temperature because they are not based on the intrinsic value of the insulations measured 
but on the effective reduction in the value read after an identical time, at two different test 
voltages. A reduction in the insulating resistance of 25% or more, between the first and 
second steps, indicates that the insulation is deteriorated. 
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5.2.6. Insulation values of the site equipment during commissioning 


As per the precommissioning documents 


Generator 
The insulation test connections are identical for HV and LV. 


A tester (megohmeter) with a 5000 V source must be used for the 5.5 / 6 kV windings and 
a 1000 V megohmeter for the 400/440 V inductance part; The preheating resistors and 
other accessories (at 220 V (in France)) must be tested at 500 V. 


Minimum values for first test: 

5.5 kV windings: 150 Megohms 
400V windings: 100 Megohms 
Field windings: 100 Megohms 
Preheating resistors: 10 Megohms 
Bearing insulation: 1 Megohm 


When the minimum values are not reached, the measurement method using the polarising 
index must be used. 


HV/LV transformer 
The neutral earthing resistance must be disconnected (where applicable). 


A 5000 V megohmeter must be used on the HV side (5.5 kV) and a 1000 V megohmeter 
must be used on the LV side (400 V). 


Minimum values for first test: 
HV windings: 150 Megohms 
LV windings: 100 Megohms 


HV cable 


Dielectric strength test 


As per the dielectric strength voltages defined above. 

For example, for a 5.5 kV cable, an insulation tester (hi-pot) is connected and we slowly 
and progressively increase the voltage to 24/25 kV, the voltage is maintained for 

15 minutes. The leakage current must not exceed 1 mA. 


Insulation test to be carried out using a 5000 V megohmeter, the insulation must be at 
least equal to 150 Megohms 
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LV cable 


A 1000 V megohmeter must be used for the 400 V cables and a 500 V megohmeter must 
be used for the 220 V cables. 


Minimum values for first test: 
400 V cables: 50 Megohms 
220 V cables: 10 Megohms 


HV motor 


Each winding must be tested at 5000 V, between phases and between each phase and 
the equipment ground. 
The accessories such as the preheating resistors must be tested at 500 V 


Minimum values for first test: 

Stator windings: 150 Megohms 
Anticondensation resistors: 10 Megohms 
Bearing insulation: 1 Megohm 


LV AC or DC motor 


Each winding must be tested at 1000 V, between phases and between each phase and 
the equipment ground. 


The accessories such as the preheating resistors must be tested at 500 V 


Minimum values for first test: 

Stator windings, AC motor: 10 Megohms 

Shunt windings, series windings, compound windings and armature for DC: 10 Megohms 
Anticondensation resistors: 10 Megohms 
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6. LV NEUTRAL EARTHING ARRANGEMENTS 


There are three types of earthing arrangements for LV networks (in fact there are five with 
three variants of the TN configuration) commonly called neutral arrangements: 


“ earthed neutral TT 
connection to neutral TN with 2 +1 variants: 
- TN-S separate neutral and PE 
- TN-C combined neutral and PE 
- TB C-S mixed distribution on the same network. 


* isolated neutral or impedant neutral IT. 


They differ by the fact that the voltage source neutral point is earthed or not and by the 
method of earthing the equipment grounds. 


6.1. IEC 364 STANDARD CODING 


* 1st letter: neutral point position 
- T: directly earthed 
- |: isolated from earth or connected by an impedance 


* 2nd letter: earthing method of the working electrical grounds 
- T: directly earthed 
- N: connected to the neutral point of the source 
* 3rd letter: respective situation of the neutral conductor and of the protective 
conductor 
- combined neutral and PE 
- separate neutral and PE 
- Both together (3rd and 4th letter). 


The rules for the protection of persons against direct contacts are independent of the 
earthing arrangements. 


6.2. EARTHED NEUTRAL TT 
» Neutral point of the transformer (or generator) directly connected to earth. 
» Working equipment grounds connected to the installation's earth connection. 


» Insulation fault current value limited by the earth connection resistances. 
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» Working equipment grounds earthed by PE conductor PE separate from the 
neutral conductor. 


& Simplest solution to design and install. 

» Mandatory trip on the first insulation fault, eliminated by a residual current device 
located at the head of the system (and/or on each outgoing line to improve 
selectivity, where necessary). 

» No particular requirement with respect to the continuity of the neutral conductor. 


» Can be extended without calculating the cable length. 


» Does not require permanent monitoring during operation (only a periodic check on 
the residual current devices may sometimes be necessary). 
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Figure 66: Earthed neutral arrangement TT 


6.3. EARTHED NEUTRAL IT 


» Neutral point of the transformer (or generator) isolated from earth or earthed via a 
high value impedance. 


® The working equipment grounds are interconnected and connected to a same 
earth connection (if the earth connection of the station's equipment grounds is 
separate from the working equipment grounds or if there are several earth 
connections for the working equipment grounds, a residual current device must be 
installed at the head of the installation). 


» The level of the first insulation fault current cannot create a hazardous situation. 


» The current level of the double insulation fault is high. 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 93 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


» The working equipment grounds are earthed via the PE conductor which is 
separate from the neutral conductor. 


&» The first insulation fault is neither hazardous nor disruptive. 


» There is no obligation to trip on the first fault, which provides a better service 
continuity. 


Figure 67: Earthed neutral arrangement IT 
» There must be a mandatory indication of the first insulation fault, it must then be 
located by a Permanent Insulation Monitor (PIM) installed between neutral and 
earth. 
» Mandatory trip on the second isolation fault by the overcurrent protection devices. 


» The tests must be carried out to check that there is a trip on the second fault. 


» Requires maintenance personnel available for locating and eliminating the first 
insulation fault. 


Solution providing the best service continuity during operation. 


» Requires the installation of the receivers for a phase/equipment ground insulation 
voltage greater than composite voltage (first fault). 


» The low insulation resistance receivers (induction furnaces) require the network to 
be divided. 
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6.4. CONNECTION TO NEUTRAL (TN) 


6.4.1. TN-S arrangement (separate PE and N) 
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Figure 68: Earthed neutral arrangement TN-S 
Neutral point of the transformer and PE conductor directly earthed. 
Working equipment grounds connected to the PE conductor, itself earthed. 
High insulation fault currents (disturbances and increased fire risks). 
Separate neutral conductor and protective conductor. 
Mandatory trip on the first fault eliminated by the overvoltage protection devices. 


It is tricky to test whether the protections are operating correctly. The use of the 
RCDs eliminates this difficulty. 


The use of RCDs is always recommended to protect persons against indirect 
contacts, particularly at the terminal distribution end, where the loop impedance 
cannot be controlled. 


The trips must be tested: 

- during the design stage by calculation 

- mandatorily during commissioning 

- periodically (annually) by measurements. 


In the event of an extension or renovation, these trip tests must be repeated. 
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6.4.2. TN-C arrangement (PE and N combined to form PEN) 


as 
2 ey es ee PEN 


Figure 69: Earthed neutral arrangement TN-C 


‘{ 


» Neutral point of the transformer and PEN conductor directly earthed. 

» Working equipment grounds connected to the PEN, itself earthed. 

» The insulation fault current values are high (disturbances and increased fire risks). 

» Combined neutral conductor and protective conductor (PEN). 

» The flow of the neutral currents through the conductive elements of the building 
and the equipment grounds is the source of fires and, for sensitive equipment 


(medical, computer systems, telecommunications), of disruptive voltage drops. 


» Mandatory trip on the first insulation fault eliminated by the overvoltage protection 
devices. 


» The trips must be checked: 
- during the design stage by calculation 
- mandatorily during commissioning 
- periodically (annually) by measurements. 


» In the event of an extension or renovation, these trip tests must be repeated. 

» The use of RCDs is always recommended to protect persons against indirect 
contacts, particularly at the terminal distribution end, where the loop impedance 
cannot be controlled (change to TN-S). 


» Itis tricky to test whether the protections are operating correctly (the use of the 
RCDs eliminates this difficulty but requires a TN-S arrangement). 
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6.4.3. Specific features of the TN arrangement (C, S and CS) 


TN-C 4x95 mm2 


Connecting PEN to the S < 10 mm? 
neutral terminal is prohibited TN-C prohibited 


TN-C TN-S 5 x 50 mm2 


wrong wrong 


UU“ _,—--Y 


TN-C arrangement prohibited 
downstream of a TN-S 


Figure 70: Specific features and constraints of the TN arrangement (C, S and CS) 
» In aTN-C arrangement, the combined PEN, Neutral and PE conductor must 
never be disconnected. 


» Ina TN-S arrangement, as in the other arrangements, the PE conductor must 
never be disconnected. 
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» Ina TN-C arrangement, the "protective conductor" function takes priority over the 
"neutral" function. In particular, a PEN conductor must always be connected to 
the "earth" terminal of a receiver and a bridge must be set up between this 
terminal and the neutral terminal. 

» The TN-C and TN-S arrangements can be used in a same installation. 

» The TN-C arrangement must be upstream of the TN-S arrangement. The TN- 


S arrangement is mandatory for cable cross-sections < 10 mm2 Cu or 
< 16 mm2 Al, or for flexible cables. 
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Figure 71: TN-C-S neutral arrangement 


6.5. CHOICE OF AN EARTHING ARRANGEMENT 


6.5.1. Selection criteria 


For the protection of persons, the 3 earthing arrangements are equivalent if all the 
installation and operating rules are respected. 


Given the characteristics specific to each arrangement, there can therefore be no question 
of making a choice based on a prioris. 


This choice must result from discussions between the user and the network designer 
(project, installer, etc.) concerning: 
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1. the installation's characteristics, 
2. the operating conditions and requirements. 


It is illusory to wish to operate an isolated neutral system in a part of the installation which 
by nature has a low insulation level (a few thousand ohms): old installations, installations 
covering large areas, with exterior lines, etc. 


Similarly, it would be contradictory in an industry where service continuity or productivity is 
imperative and the high fire risks of choosing an arrangement with connection to the 
neutral. 


Note 


When justified by the type of receivers used, it is often a good idea to have two different 
earthing arrangements in a same installation, the network must then be divided: each 
group of receivers must be supplied by an isolation transformer. 


6.5.2. Method of choosing an earthing arrangement 


1 Ensure that the installation is not in one of the cases where the earthing arrangement is 
imposed or recommended by the legislation (decrees, ministerial orders) (see table A 
below). 


2 With the user (or his representative), work out the service continuity or productivity 
requirements according to the operation (maintenance service) (see 
table B). 


3 With the user and with the design department, work out the synergies between the 
different earthing arrangements and the electromagnetic disturbances (see table C). 


4 Check the compatibility between the chosen earthing arrangement and certain specific 
characteristics of the installation or of some receivers (see table D on the following pages, 
according to NF C15-100, section 707). 


Table C summarises the specific cases of networks or receivers for which certain earthing 
arrangements are recommended or not. 
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6.5.3. Selection tables 


Frequent examples where the earthing arrangement is imposed (or strongly recommended) 


by official texts 


Building supplied by a 
public distribution network 
(domestic, small tertiary, 
small workshop) 


BOULANGERIE BT 


Earthed neutral (TT) 


French interministerial Order of 13.2.70 


Establishments receiving 
the public 


Isolated neutral (IT) 


Safety regulation concerning the risks of 
panic and fire in premises receiving the 
public. 


Safety circuits (lighting) 
subject to the worker 
protection decree 


5p, ew, TR Ae 
SORTIE 
DE SECOURS 
—_ 7 nr an, 


Isolated neutral (IT) 


French ministerial Order of 10 November 
1976 relating to safety circuits and 
installations (published in the French 
Official Journal No. 102 NC of 
1st December 1976). 


Mines and quarries 


Isolated neutral (IT) 
Earthed neutral (TT) 
French Decree No. 76-48 of 9.1.76 
Circular of 9.1.76 and regulation 
concerning the protection of personnel in 


mines and quarries, appended to Decree 
76-48. 


Table 15: Neutral arrangement selection — Table A 
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Maintenance 
performed by 
a qualified 
electrician 


Isolated neutral (IT) 


Combined with other measures, where 
they exist (normal -standby, protection 
selectivity, automatic location and 
search for the first fault, etc.), it is the 
safest means of avoiding operating 
power cuts. 


Examples: 


- industries where service continuity 
takes priority to protect property or 
products (steel industry, food industries, 
etc.), 


- operation with priority safety circuits: 
very high buildings, hospitals, 
establishments receiving the public. 


No earthing arrangement is 
satisfactory due to the incompatibility 
between these two criteria. 


Essential service continuity 


Isolated neutral (IT) 
Earthed neutral (TT) 


Connection to neutral (TN) 


Final choice after examination: 


- of the installation's characteristics (type 
of network, type of receivers, etc., table 
C), 


- of the level of complexity of 
implementing each type of arrangement, 


- of the cost of each arrangement 
(design, installation, testing, operation). 


Earthed neutral (TT) 


The simplest to implement, to monitor 
and to operate, particularly if 
modifications to the installation are 
envisaged during operation). 


Table 16: Neutral arrangement selection — Table B 
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Type of supply Remarks 
LV distribution : ‘ : hig as 
network Use of lightning conductor if overhead distribution 


Recommended for little monitored or changing 
installations 
Installation uses LV 
from one of the 
establishment's 
HVA/LV substations 


TNS recommended for highly monitored installations 
which change little 


Recommended if there is a service continuity 
requirement but be careful of the operating voltage of 
certain HF filters 


Lo | Recommended by NF C 15-100 § 413.5 


Circuit from an LV/LV 
transformer with 
separate windings 


TT 
TT 
™N 
IT 
IT 
TNS Recommended by the computer specialists 
TT Equivalent to TNS but low insulation fault current 
IT Recommended for service continuity 
TNS Possible, but care must be taken when adjusting the 
protections 
TT 


om Recommended 


Table 17: Neutral arrangement selection — Table C 


Replacement sources 
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TOTAL 
: : recomm- : 
special cases of networks or receivers iad possible 
Network covering a very large area TT. INIT 
with good earth connections for the Cy (1) (2) or 
working equipment grounds at ty a eed 
(10 O max.) = 
Network covering a very large area 
with poor earth connections for the i> 
working equipment grounds GD as 
(> 30 QO) = 
— 
Network disrupted (stormy zone) 
(e.g. television or radio relay) ~EY Ye TN TT 
Network 
type 
Network with high leakage currents TN (4) IT (4) TT 
(> 500 mA) : , (3) (4) 
Network with exterior overhead | ARPS R= 
ines ime | TT (6) TN (5) (6) 
LJ 
Standby generator set = 4-(B- IT . 
—— ne 
Receiver Receivers sensitive to high fault A TT 
type currents (motors, etc.) y-——\ (8) 
Receivers with low insulation eal 
(electric furnaces, welding sets, _ >= iY TN (9) TT (9) 
heating tools, emersion heaters, 2 bt 
large kitchen equipment) 
Many phase neutral single-phase m— | tT (10) 
receivers (mobile, semi-fixed, UG TNS 
portable) 
Receivers involving a risk (hoists, | | | | TN (11) TT (11) 


conveyors, etc.) 
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special cases of networks or receivers en possible 
Numerous auxiliaries (machine | (fre ~~: TNS TNC 
tools) cme 2) (126) 
TH 
Supply via power transformer with TT without 
star-star coupling (13) (14) Aauteal 
Premises with fire risks YZ = ‘e TNS (15) 
Increase in the power of a 
subscriber supplied by EDF at low ~/a st 
voltage, requiring a private Xe sass pavsy ree) 
transformer station 
i Establishment with frequent Te 
Miscellane s OEY q “ “| TT (17) | TNS (18) 
ous modifications >_< are 
Installation where the continuity of TT (19) TNS (19) 
the earth circuits is uncertain al (20) (20) 
(worksites, old installations) 
Electronic equipment: computers, TN-S TT (21) 
programmable controllers 
Command and control network for 
machines and effector sensors of IT (22) TN-S TT 


programmable controllers 


Table 18: Neutral arrangement selection — Table D 
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Comments on table D — recommended / not recommended 


(1) 


When it is not mandatory, the earthing arrangement is chosen according to the operating 
characteristics which are expected of it (service continuity essential for safety reasons or 
desired for productivity, etc.). 


Whatever the earthing arrangement, the probability of an insulation failure increases with 
the length of the network, it can be a good idea to divide the network, which simplifies 
fault-finding and in addition allows each application to have the arrangement 
recommended below. 


(2) IT 


The risks of the overvolts limiter arcing and transforming the isolated neutral into an 
earthed neutral. 


These risks mainly arise in very stormy regions or for installations supplied by overhead 
lines. 


If the IT arrangement is chosen to ensure service continuity, the designer must ensure 
that the conditions for the trip on the second fault are very precisely calculated. 


Risks of spurious operation of the RCDs. 


Whatever the earthing arrangement used, the ideal solution is to isolate the disruptive part 
if it can be easily located. 


(5) TN 


Risks of phase/earth fault rendering the equipotentiality random and risks breaking down 
the PEN. 


(6) TT 


(7) TN 


Insulation uncertain due to the conductive humidity and dust. 
TN is not recommended due to the risks of damaging the alternator in the event of an 
internal fault. 


Also, when the generator sets supply safety installations, they must not trip on the first 
fault. 


(8) TN 


The phase-equipment ground fault current can reach several In which risks damaging the 
windings of the motors and of ageing them or destroying the magnetic circuits. 
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Comments on table D — recommended / not recommended 
To reconcile service continuity and safety it is necessary and recommended — whatever 
(9) the arrangement used — that these receivers be separated from the rest of the installation 
(separation transformers with local connection to neutral). 
If the quality of the receivers is ignored when designing the installation, the insulation risks 
(10) being rapidly reduced. 
The TT protection with residual current devices is the best prevention. 
The mobility of these receivers generates frequent faults (sliding equipment ground 
contact) which must be overcome. 
(11) 
Whatever the arrangement used, it is recommended, that the circuits be supplied by 
transformers with local connection to neutral. 
(12) Requires the use of transformers with local connection to neutral to prevent the risks of 
spurious operation or spurious shutdown on the first fault (TT) or double fault (IT). 
(12b) With double interruption of the control circuit. 
Phase/neutral current limiting too high due to the high value of the homopolar impedance: 
(13) ; 
: at least 4 to 5 times the direct impedance. 
IT with 
neutral 
This arrangement must be replaced by a star-delta arrangement. 
(14) TN-C is prohibited since the high fault currents render the connection to neutral 
hazardous. 
(15) Whatever the earthing arrangement used, a residual current device with sensitivity | An i 
300 mA must be used. 
A low voltage installation must use a TT arrangement. 
(16) Keeping this neutral arrangement is equivalent to carrying out the minimum of 
modifications on the existing distribution (no cable to be drawn, no protection to be 
changed). 
(17) TT Possible without highly competent maintenance personnel. 
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Comments on table D — recommended / not recommended 


(18) TNS 


With recommended average residual current sensitivity. 


(19) 


Such installations require great conscientiousness in maintaining safety. 


The absence of preventive measures in the connection to neutral requires highly 
competent personnel to guarantee that this safety is maintained over time. 


(20) 


The risk of broken conductors (supply, protection) renders the equipotentiality of the 
equipment grounds random. 


NF C 15-100 imposes TT or TN-S with 30 mA RCDs. The IT arrangement can be used in 
very specific cases. 


(21) 


With lightning conductor according to the site exposure level. 


(22) 


This solution prevents the appearance of spurious orders during spurious earth leaks. 


Table 19: Neutral arrangement selection — Table D b - comments 
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7. NEUTRAL SYSTEM PROTECTION FUNCTIONS 


7.1. PROTECTION AND CROSS-SECTION OF THE NEUTRAL 
ACCORDING TO THE NEUTRAL SYSTEM USED 


l.e. according to whether the neutral is distributed or not. 


* The number of circuit breaker (or fused switch) poles to be equipped with 
protections 


* The cross-section of the Neutral conductor according to the cross-section of the 
phase conductor(s). This cross-section is either equal to that of the phase 
conductors Sn = Sph (small cross-sections) or less than Sn < Sph (generally 0.5 
Sph for large cross-sections). /t must not be confused with the cross-section of the 
earth conductor (PE), see paragraph 3.3.4 


The number of poles indicated in the table varies for circuit breakers performing protection, 
control and disconnection functions at the same time. 


Arrangement possibilities : : 
Distribution Neutral protected or not but always CMU ENCUIETE ; (| CIMIOH : 
: : arrangement if | arrangement if 
type disconnected — PE independent and a 
: Sn = Sph Sn < Sph 
never disconnected 
TT or TN-S arrangement 
kk 
3-phase a s 
Neutral not 
distributed 
££ dt oh 4 A dk od Arrangement B 
S-phase aN ——_ afosp= with conditions 
dae A B Arrangement A 1,2 and 3 
Distributed dB 
neutral _ Arrangement ie 
if conditions 1, 
2,3 and 5 
kt kt 
Phase + N A B Arrangement A 
and B 
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IT arrangement 
kiki 
3-phase arr ie 
Neutral not 
distributed 
4 4 J dh Tae ke ee Arrangement B 
3-phase + N cs "a a ha a Arrangement B ab a 
Neutral A 8 or arrangement pecan anmenecn 
distributed Aif condition 4 | (Tange! 
if conditions 1, 
2,3 and 4 
dt & \t 
a 7 ‘ Arrangement B 
Phase + N 7 or diagram A if 
condition 4 


TN-C arrangement Since the neutral is also the PE it is never disconnected 


Spen= Sph: configuration A 


Ad d db JPEN 
3-phase + Spen < Sph: configuration A if 
PEN conditions 1, 2, 3 and 5 
A 4 JPEN 
Phase + PEN 


Spen= Sph: configuration A 


Table 20: Protections and number of poles according to the neutral system 
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Explanation of the "conditions" 
Condition 1 


The cross-section of the conductors is > 16 mm2 Cu or > 25 mm2 Alu. 


Condition 2 

The absorbed power between phase an neutral is < 10 % of the total power carried by the 
cable. 

Condition 3 

The maximum current liable to flow through the neutral is less than the admissible current 
Iz in this conductor. 

Condition 4 

The circuit considered is part of an assembly of terminal circuits: 


* protected by devices whose settings (or ratings) do not differ by more than twice the 
value 


* the assembly is protected upstream by a residual current device with maximum 
sensitivity equal to 15 % of the lowest admissible current of the different circuits. 
Condition 5 


The neutral conductor is protected against short circuits by the measures taken for the 
phases. 


7.2. TT EARTHING ARRANGEMENT 


7.2.1. Standards 


The NF C 15-100 standard defines the maximum disconnection time of the device 
protecting persons against indirect contacts in normal conditions (U_ = 50 V). 


U_ is the highest contact voltage which can be maintained indefinitely without danger for 
persons. 


A reminder of these times is given in Chapter 1 paragraph 2.4.2 
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In a network with a TT arrangement, the persons are protected against indirect contacts by 
residual current devices (RCD). 


The sensitivity threshold Ia, of this device must be such that lan < UL/Ru (Ru: resistance of 
the earth connections of the equipment grounds used). 


The choice of the differential sensitivity depends on the resistance of the earth connection 
given in the following table. 


lan maximum resistance of the ve connection Ru (U, = 50 
3A 16 O 
1A 50 O 

500 mA pe 

300 mA oe 

30 mA 1660 QO 


Table 21: Maximum resistance of the earth connections according to the RCD protection 


When all the working equipment grounds are interconnected and connected to a single 
earth connection Ru, the mandatory minimum is to place an RCD at the head of the 
installation. 


An RCD must be installed at the head of the circuits whose equipment ground or group of 
equipment grounds is connected to a separate earth connection. 


A high sensitivity RCD (< 30 mA) must be installed on the outgoing lines supplying power 
socket circuits with assigned current < 32 A, outgoing lines supplying shower rooms, 
pools, worksites, etc. 


If several RCDs are installed, the power availability can be improved either by a vertical 
selectivity or a horizontal selectivity. 


7.2.2. Vertical selectivity 


The differential fault current is not limited (as it is for a short-circuit current) by the system 
impedance but by the resistance of the return circuit (earth connections of the source 
receivers) or, in the case where all the equipment grounds are interconnected by a main 
equipotential connection, by the fault loop impedance. 
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Therefore, the more straightforward the 
fault, the higher the differential current. 


time- 
delay 
ti>t2 


{Ani 
>2!lAn2 


selective 
RCD 


lAni 
>21An2 


For a selectivity between A and B (non-trip 
of A for a fault downstream of B), the 
selectivity must be current and time- 
based: 


total 
disconnection 
time t2 

lAn2 


Figure 72: Vertical selectivity of RCDs 


* with respect to the current, the 
sensitivity of the upstream device 
must be at least twice that of the 
downstream device since lap/2 < Ifaut < lan 


* with respect to time, the time-delay t1, on the operation of the upstream device 
must be greater than the total disconnection time t2 of the downstream device. 


When a separate relay is used in conjunction with a disconnection device, the time t2 not 
only includes the RC relay's response time, but also the disconnection time of the 
associated device (generally less than 50 ms). 


7.2.3. Horizontal selectivity 


It is covered by the NF C 15-100 standard { 
§ 536-3-2 and eliminates the requirement 
for a residual current circuit breaker 
(RCCB) at the head of the installation when 
there are various circuit breakers in the 
same switchboard. 


If there is a fault, only the faulty outgoing 
line is switched off, since the other RCDs 
do not see the fault current. 


Figure 73: Horizontal selectivity of RCDs 


* this configuration is only admissible if the appropriate means are put in place to 
protect against equipment grounding faults in the part of the installation between the 
main circuit breakers and the residual current devices. 


* these appropriate means can result in the use of class I] equipment, or the 
application of the protection measure "by additional insulation" against indirect 
contacts. 
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7.2.4. Typical mandatory minimum configuration for a TT arrangement 


7.2.4.1. Trip on single fault 


— This arrangement is taken from a Schneider 
tetrechaot document, the references of the Merlin-Gerin 
peat ot equipment have been retained 

HBT A 3 
| SSS t 
Age lib i 


Change of earthing 
arrrangement and 
use of the 
corresponding 


Xow a protections 
Ri (the choice of the 
neutral arrangement 


| 
| 
| 
1 
—] 
2 ern-z 
(x) }— 


is free) 


e.g. IT arrangement 


al i li 2 
|—_ 
—s 
Ml *t Ws | a | 
——_—-> 
Figure 74: Typical minimum configuration for a TT arrangement 


7.2.4.2. Required special measures (for some installation conditions) 


a) high-sensitivity residual current device < 30 mA mandatory for: 


* the power socket circuits with assigned current <32 A (NF C 15100 chap. 53 
§ 532.26), 


* the circuits supplying the shower rooms and pools, 


* the supply of certain installations such as worksites, etc. where there is a risk of the 
PE being cut. 
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b) premises where there is a fire risk 


An RCD relay (separate torus), or circuit 
breaker with RCD unit or a modular 
circuit breaker with RCD unit (threshold 
set to 300 mA), prevents a fault current 
greater than 300 mA from being 
maintained. 


VON-2 
m 


Figure 75: Special measures for RCDs_ *® Vigitohm 
for a TT arrangement 


c) case where a high sensitivity 
device is required 


Residual current device with threshold 
10 mA. 


VeN-2 


d) non-interconnected distant 
equipment ground 


The fault voltage risks being hazardous. 
An RCD relay (Separate torus), or circuit 
breaker with RCD unit or a modular 
circuit breaker with RCD unit, threshold 
< U_/Ra1, prevents this voltage from 
being maintained beyond the time 
imposed by the safety curve. 


7.3. TN AND IT EARTHING ARRANGEMENTS 


7.3.1. Protection of persons against indirect contacts 


The higher the contact voltage Uc (potential difference between 2 simultaneously 
accessible equipment grounds or between the equipment ground and earth) the shorter 
must be the time taken to eliminate a fault between phase and equipment ground. 


In a TN earthing arrangement or an IT impedant neutral arrangement (double fault), the 
protection of persons against indirect contacts is by overcurrent protection devices. 
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When the protection is provided by a circuit breaker, this circuit breaker must intervene: 
* on the first fault, with the TN earthing arrangement 
* when there are two simultaneous faults, with the IT earthing arrangement. 


With circuit breakers we must ensure that Im < Id (Im: magnetic trip setting current or short 
time-delay, Id: phase-equipment ground fault current). 


Id decreases when the length | of the cables installed downstream of the circuit breaker 
increases. Condition Im < Id is thus represented by | < | max. 


In this case, the safety condition t = f (Uc) is met whatever the limit voltage U_ = 50 since a 
circuit breaker's disconnection time, which is around 10 to 20 ms, will always be sufficiently 
short. 


Respecting the condition | < | max does not exclude calculating the voltage drop AU % 
between the origin of the installation and the operating point, and verifying: AU % <5 to 
8 % depending on the case. 


When condition | < | max is no longer met, we can: 


* choose a type B curve circuit breaker (modular) or a type G curve circuit 
breaker (compact adjustable) 


A low magnetic circuit breaker will protect persons for longer cable lengths (in 
the same installation conditions). 


* increase the cable cross-section 


The length | max of cable providing the protection of persons increases with the 
cross-section of this cable (if the cross-section increases, 
the impedance decreases and Id increases to Im < Id). 


Figure 76: Increasing the cable cross-section 


If the cable length is high or if the installation of a B-type or G-type curve circuit 
breaker is insufficient (current peak receivers (*)), increase the cross-section of 
the protective conductor, if it is less than that of the phases, or increase the 
cross-section of all conductors in all cases. This solution is the most costly and 
sometimes impossible to implement. 


(*) If there are current peak receivers the cross-section of the conductor must 
be increased. When a motor starts it can create a voltage drop of 15 to 30 %; in 
this case there is a risk that the motor will not start. 
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# use a residual current device J 
| 


Figure 77: Using a residual current device 


In all cases where the previous methods do not guarantee 
the protection of persons, the only solution is to use a 
residual current device (RCD). 


Residual current protection is the only way to detect and disconnect the fault 
current, which has a high value in this case: a low sensitivity device (1 or 3 A) is 
sufficient. 


This solution eliminates the need for tests. It is more especially recommended: 


« for terminal circuits which are always likely to be modified on 
operational installations 


« for terminal circuits supplying power sockets to which flexible cables, 
very often of unknown length and cross-section, are connected. 


* install an additional equipotential bond between the various metal elements 
which are simultaneously accessible. 


This reduces the contact voltage Uc and renders the contact non-hazardous 
(mandatory check by measurements). But it is a solution which is often difficult 
to implement (existing installations) and costly. 


In an IT arrangement, the first fault current causes an inoffensive contact 
voltage. 

However, the NF C 15-100 standard § 413.1.5.4 specifies that the appearance 
of this first fault must be indicated and eliminated. 


7.3.2. Trip condition test 


7.3.2.1. Precondition 


The protective conductor must be in the immediate proximity of the circuit's active 
conductors (if this is not the case, the check can only be carried out by measurements 
taken once the installation is terminated). 


Guide UTE C 15-105 gives a simplified calculation method, the hypotheses and results of 
which are given below. 
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Symbol meanings 


L max maximum length in metres 

V simple voltage = 237 V for 237/410 V network 

U composite voltage in volts (400 V for 237/410 V network) 

Sph cross-section of the phases in mm2 

$1 Sph if the considered circuit has no neutral (IT) 

$1 neutral S if the circuit has the neutral (IT) 

Spe cross-section of the protective conductor in mm? 

p resistivity at normal operating temperature = 22.5 10-30 x mm2/m for copper 
m Sph (or $1) / Spe 

I magn circuit breaker magnetic trip operating current (A) 


7.3.2.2. Circuit distant from the source (secondary outgoing lines and 
terminals) 


TN earthing arrangement 


It consists of applying Ohm's law to the only outgoing line concerned by the fault, by 
making the following hypotheses: 


* the voltage between the faulty phase 
and the PE (or PEN) at the origin of 
the circuit is taken to be equal to 80 % 
of the nominal simple voltage 


* we ignore the reactances of the 
conductors due to their resistance (1). 
Figure 78: Trip conditions in TN arrangement 
The calculation checks that the circuit length 


is less than the value given by the following 
relationship: 


0.8.x.V .x.Sph 
pP(1+m)1.magn 


Lmax = 
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IT impedant neutral arrangement 
— | | 
The principle is the same as in the TN ep 


arrangement, we make the hypothesis that the 
sum of the voltages between the protective 
conductor and the origin of each faulty circuit is 
equal to 80 % of the normal voltage. Since, in 
practice, it is impossible to perform the check 
for each double fault configuration the 
calculations are performed by supposing that \ 0.8 V 

the voltage is identically distributed between | | 
each of the two faulty circuits (unfavourable 

hypothesis). 


4 


By ignoring, as in the TN arrangement, the reactances of the conductors due to their 
resistances(1), the calculation checks that the length of each circuit is less than the 
maximum value given by the following relationships: 


Figure 79: Trip conditions in IT arrangement 


the neutral conductor is not distributed 


0.8.x.U .x.Sph 


Lmax = ———§_£_{|_—+!—_ 
20(1+m).1.magn 


* if the neutral conductor is distributed (2) 


O.8.xV.xS1 


Lmax = ———¥{_{———_ 
2e(1+m)J1.magn 

(1) This approximation is considered to be admissible for cross-sections up to 120 mm?. 
Beyond this value, the resistance is increased as follows (C 15-100 § 532-321): 

S = 150 mm?R + 15 %, S = 185 mm? R + 20 %, S = 240 mm? R + 25 %, S = 300 mm? R + 
30 %, etc. (Values not considered by the standard). 


(2) The C 15-100 standard recommends that the neutral should not be distributed in a IT 
arrangement. One of the reasons for this advice is that the maximum lengths are relatively 
low. 


7.3.2.3. Circuit close to the source 


In this case the simplified calculation method described above gives very restrictive results 
which are very far from reality (in particular, the contact voltage values obtained practically 
prohibit all possibility of having a time-based selectivity). More precise calculations must 
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then be carried out using the symmetrical component method and by considering, in 
particular, the internal impedances of the transformers. 


These calculations show: 
* that the contact voltage is relatively low in the case of a fault close to the source 


* that it is thus possible have selectivity (the head circuit breakers can easily be given 
a time-delay of up to 300 or 500 ms and more) 


* that the maximum cable lengths are long and very rarely reached at this stage in 
the distribution. 


Example 
50m 2x 240mm? per phase 
Masterpact NW10 SPEN « 240 mm? 
Micrologic 5 A tri 
630 kVA setloeir 
TN arrangement disconnection time 
In = 887 A #0 setting: 20ms switchboard 
#0.1 setting: 80 ms 
@ 0.2 setting - 140 ms 
80.3 setting : 230 ms 
#0.4 setting - 350 ms 
Figure 80: Trip conditions for a circuit close to the source 
Results 


* Fault current: approximately 11.6 kA. The 8000 A setting of the magnetic circuit 
breaker is therefore suitable. 


* Contact voltage: approximately 75 V. 


The max. disconnection time authorised by the safety curve is 600 ms, which allows all the 
Masterpact selectivity settings to be used without any problem (main circuit breaker). 
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7.3.3. Typical mandatory minimum configuration for a TN arrangement 


7.3.3.1. Trip on first fault 


fettedeceble) This arrangement is taken from a Schneider 
or Viscucompact document, the references of the Merlin-Guérin 
HT/LV equipment have been retained. 


= OEE SSS SESE 

qe 

|) IAL 
| | tee | | | 


Residual current device recommended 


the impedance of the loop downstrea network 1 network 2 
of the power socketsis not known. a sins 
——— | Ln 
Ss ae EE eee eee PEN 
i | am ups 
yo? ke" |p ee) ae 
somA k Possibility of changing the neutral 
\ \ arrangement 
In TT : install a sepatate winding 
transformer 
Ls PH 4 jj on the network 2 input and check that 
nsun oe oe a ‘3 the UPS 
| | il ag a etc + install =! RCD 
Lge. In iT : install a separate winding 
bt Id a a mee transformer 
xy Rey 1S) bam =on the network 2 input and check 
a — that the UPS 
has a transformer = install a PIM on 
the line 


Figure 81: Typical mandatory minimum configuration for a TN arrangement 


7.3.3.2. Required special measures for a TN arrangement 


a) high-sensitivity residual current device < 30 mA mandatory for: 


* power socket circuits with assigned current i < 32 A (NF C 15-100 chap. 53 
§ 532.26) 


* the circuits supplying the shower rooms and pools, 


* the supply of certain installations such as worksites, etc. where there is a risk of the 
PE being cut. 
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b) premises where there is a fire risk 


An RCD relay (separate torus), or circuit breaker with RCD unit or a modular circuit 
breaker with RCD unit (threshold set to 300 mA), prevents a fault current greater than 300 


mA from being maintained. 


c) very long cable length 


In this case, the fault current is 
limited. 

Depending on the case, a Compact 
G-type or modular B-type curve 
circuit breaker; or a circuit breaker 
with residual current unit or 
separate-torus relay, threshold lan 
< | fault, performs the trip. 


Figure 82: Special measures for 
RCDs for a TN arrangement 


d) non-interconnected distant 
equipment ground 


The fault voltage risks being 
hazardous. A separate torus relay 
or a circuit breaker with RCD unit 
or a modular residual current circuit 
breaker, threshold | < U, / Raj, 
provides the indirect contact 
protection. 


NS80H = 
* type MA Ra 


\ Ea Vigirex 
qi p 
Vigibhm 
[aiscont] 4 24 
— 


! 

! 

| 1! 
! 

! 

; | 

! 


C60L MA 
Compact G ‘ 
or Vigicompact oral 


or Vigirex 
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7.3.4. Typical mandatory minimum configuration for an IT arrangement 


7.3.4.1. Indication of the first fault 


l.e. the possibility to maintain the operating continuity and Trip on a double fault 


Masterpect (wihdrawable) 
or Visucompact 


7 Change of neutral arrangement 
— et ee a and installation of the 
Does eo Be corresponding protections 
il il L. (the choice of the neutral 
AN 
Q 2) 


= arrangement is free) 


e.g. TT or TN arrangement 


Figure 83: Typical minimum configuration for an IT arrangement 


7.3.4.2. Required special measures for an IT arrangement 

To perform the trip on the double fault according to the type of installation 

a) high-sensitivity residual current device < 30 mA mandatory for: 
* power socket circuits with assigned current < 32 A (NF C 15-100 chap. 53 § 532.26) 
* the circuits supplying the shower rooms and pools, 


* the supply of certain installations such as worksites, etc. where there is a risk of the 
PE being cut. 
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b) premises where there is a fire risk 
A separate torus relay or a circuit breaker with associated RCD unit or a modular circuit 


breaker with RCD unit (threshold set to 300 mA), prevents a fault current greater than 
300 mA from being maintained. 


c) very long cable length 


In this case, the fault current is limited. Depending on the case, a Compact G-type or 
modular B-type curve circuit breaker, or a residual current circuit breaker with RCD unit or 
separate torus relay, threshold Ian < lfaut, performs the trip. 


d) non-interconnected distant equipment ground 
The fault voltage risks being hazardous. A separate torus relay or a circuit breaker 
(compact) with RCD unit or a modular residual current circuit breaker, threshold Ian < U2/ 


Rai, provides the indirect contact protection. 


Permanent protections 


Compact G or STR 
Microlagic H 
or Vigicornpact 
or Vigirex 


se) 


Figure 84: Special measures for an IT arrangement 


7.3.5. Requirements of the standards for the PIM (IT arrangement) 


According to the NFC 15-100 standard, § 532.4, the PIMs (Permanent Insulation Monitors) 
must be connected between earth and the neutral conductor (if the neutral conductor is 
accessible) and as close as possible to the origin of the installation. 


The earth terminal must be as close as possible to the earth connections of the 
installation's equipment grounds. 
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7.3.5.1. Supply via a single HV/LV transformer 


When the supply is via an HVA/LV 
transformer we recommend that 
the PIM be connected between 
the neutral point of the 
transformer (where it exists) and 
the equipotential loop of the 
operating equipment grounds. 


Figure 85: PIM and 1 single — PE 


transformer 


This configuration has the following additional advantage: if the LV incoming line main 
circuit breaker opens, the PIM continues to permanently monitor the transformer's 
secondary windings, the incoming cables and the overvoltage limiter. It is thus possible to 
prevent the LV installation's incoming line main circuit breaker from reclosing if an 
insulation fault appears upstream of this circuit breaker. 

This type of connection requires 1 PIM per transformer. 


7.3.5.2. Supply via several transformers in parallel (couplable) 


Figure 86: PIM and several couplable transformers 


In the case where several transformers can be coupled in parallel, several PIMs can thus 
simultaneously inject on the same LV network. This must be absolutely prevented, 
because each PIM considers the other PIMs as an insulation fault. The PIMs mutually 
blind each other. The PIMs connected to each of the sources must be interlocked. The 
following solutions can be envisaged. 


This type of arrangement can quickly become complicated when the number of sources 
increases and when the busbars can be divided into several sections by busbar coupling 
circuit breakers. 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 124 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


Automatic solution 


This type of interlocking can be integrated in the PIMs, but requires data to be sent to the 
PIM on the status of the associated head circuit breaker. 


The communicating PIMs can dialogue with each other and stop the injection of their 
signal at 2.5 Hz if there is a risk of blinding each other. This is the case with the 
communicating PIMs in the Merlin-Gerin Vigilohm System range (XM300 - XML308/316). 
The limit of this system using the PIMs' internal communication is 4 PIMs. 


The XAS interface supplies the communication bus. It is possible to manage networks 
whose main busbars can be divided into several sections by coupling circuit breakers. 


internal communication bus 


Figure 87: PIM and several couplable transformers — automatic solution 


Economic solution 
The PIM can be directly connected to the main busbars. 


This configuration cannot monitor the transformer secondary windings, the incoming 
cables and the overvoltage limiters if one or more of the incoming line circuit breakers are 


open. 


Also, in the case of a busbar coupler, there is a similar problem of PIM exclusion. 
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Figure 88: PIM and several couplable transformers — economic solution 


7.3.6. Use of PIMs with uninterruptible power supplies (UPS) 


AC inputs 


| TR TO 
OO a ee HOD 


bypass circuit er 
—¢ , 


AC ouput 


Figure 89: UPS configuration and location of the transformers which may be necessary to 
adapt the voltage and/or the galvanic isolation 


Training Manual EXP-MN-SE070-EN 


Last revised: 31/10/2008 Page 126 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


The static uninterruptible power supplies (UPS) may have some specific requirements 
concerning the use of permanent insulation monitors (PIM). Two cases may arise: 


* UPS without galvanic isolation between the inputs and outputs, 
* UPS with galvanic isolation between the inputs and outputs. The galvanic isolation 


can be obtained by transformers with separate windings or either on the input or on 
the output of the UPS. 


7.3.6.1. UPS without galvanic isolation 


Two cases may arise: 


This configuration is present each time the chains or the bypass are directly connected or 
only have an autotransformer between the upstream and downstream installations. Two 
cases with an absence of voltage must then be considered: 


* without interruption of the circuits which provide the continuity of the supply 
installation's neutral, 


* with interruption of the circuit causing the neutral in the supply installation to be 
disconnected. 


Absence of voltage without interruption of the circuits which provide the continuity 
of the supply installation's neutral 


In this first case, the initial earthing arrangement is maintained and some of the operating 
installation's protection devices (upstream) can be used to protect the operating installation 
(downstream). 


Absence of voltage with interruption of the circuit causing the neutral to be cut in 
the main supply installation 
In this second case, during the period when the neutral is disconnected, we must: 
» temporarily recreate the neutral earthing arrangement downstream of the UPS, 
and according to the "position of the neutral with respect to the earth", implement 


monitoring devices, 


take measures designed to ensure that the DC circuits are monitored, where 
necessary (see below). 
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Consequence for the IT arrangement 


transfer switch 


Figure 90: Devices for the protection of persons in an installation comprising a UPS 
without galvanic isolation 


Without galvanic isolation on the input of the uninterruptible power supplies and on the 
backup and "bypass" network, PIM 1 located at the origin of the installation monitors 
everything, including the downstream side of the UPSs since the neutral is not 
disconnected at the transfer switch or at the bypass when this switch is closed. In the 
event of a voltage loss on the entries upstream of the UPS, or of circuit breaker B opening, 
PIM 1's injection is cut by the contact of relay R1 and PIM 2 downstream of the UPSs has 
its injection activated by the contact of relay R1. PIM 2 monitors the insulation downstream 
of the UPSs and it monitors the upstream side of the inverters via the neutral which is not 
disconnected at the transfer switch, the upstream side of the UPSs. 


For maintenance, the bypass is closed and PIM 2 will also monitor the upstream side of 
the UPSs. The insulation of the UPS batteries will only be monitored by PIM 1 and PIM 2 if 
there are no transformers on the UPS inputs. 


If PIM 1 or PIM 2 cannot monitor the insulation of the batteries, a PIM can be installed on 
the battery, but the battery must not be in redundancy with PIM 1 or PIM 2. 


Notes: 


» PIM 2 must be connected so that it is guaranteed to operate, even during 
maintenance on one of the parallel chains, 
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» When PIM 2 is in service, it then monitors all of the upstream and downstream 
installations up to the open upstream disconnection components, 


& In practice, the rectifier-inverter chains are identical and very often have at least 
one isolation transformer, TR, TO, or both. Also, PIM 2's entry into service only 
depends on the absence of voltage upstream of the bypass and its monitoring 
then extends to the upstream installation except when a disconnection device on 
the bypass opens. 


7.3.6.2. UPS with galvanic isolation 


bypass switch 


Figure 91: UPS with galvanic isolation 


The upstream and downstream earthing arrangements can be separate or not. 


Galvanic separation is necessary each time that the downstream operating conditions are 
incompatible with the upstream earthing arrangement, and vice versa. The galvanic 
separation is provided by the separate-winding transformers placed in each of the rectifier- 
inverter lines (TR or TO) and in the bypass (TSR) or by a separate-winding transformer 
placed downstream of the UPS. 


Note: Upstream earthing arrangement with earthed neutral and downstream 
earthing arrangement with impedant neutral 


PIM 2 monitors the insulation of the UPS output, but also the insulation of the downstream 
network via the non-disconnected neutral of the UPS transfer switch (static contactor). 
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This imposes the use of a transformer (TSR: Replacement Source Transformer) in the of 
"standby network" input branch of the UPS(s). 


7.3.6.3. Surveillance of the battery DC circuit insulation 


Only a Voltmetric balance PIM (TR5A) monitors this zone's insulation. 

Note: transformers TR and TO are mandatory. 

Use of a low-frequency current injection PIM (2.5 Hz) 

Principle: it applies a low-frequency AC voltage source between one of the polarities of the 
DC circuits and earth; the appearance of an insulation fault in the DC circuits sets up a 
current flow which is detected by the measurement circuits (the Vigilohms, etc.). 

These monitors, which monitor both the mixed AC and DC networks can also find the 


insulation faults; they are therefore recommended if: 
m there is a true DC network (several users), 


» there is no galvanic isolation between the battery and the installation downstream 
of the UPS (rare case). 


7.3.6.4. Interaction between the DC circuit monitoring devices and those of 
the upstream and downstream installations 


This interaction is directly linked to the UPS arrangement. 
In particular, it depends on: 

» whether a static contactor is present or not, 

» the number of UPSs, one or more in active or passive redundancy, 

» whether a TR or TO galvanic isolation transformer is present or not. 
This interaction directly depends on the protection devices chosen and on the neutral 
arrangement of the upstream and downstream installations. We can have: 

* Total interaction 


For example, the upstream protection device also monitors the DC circuits. 
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* Partial interaction 
between two PIMs: in the same way as for the AC circuits, two devices of the 
same type connected to two non-electrically separate installations mutually 
disrupt each other. This situation must therefore be prevented using a relay, 
for example, such as R1, 
between an injection PIM and a voltmetric balance PIM: a DC or low-frequency 
injection PIM measures the internal resistance (R/2) of a voltmetric balance 
device. These PIMs are placed on either side of a power converter (rectifier or 
inverter) without galvanic isolation, the disturbance of one by the other will be 
directly dependent on the conduction level of the converter's semiconductors. 
* Zero interaction 


» if there is a galvanic isolation between the battery and the upstream and 
downstream installations (AC) 


» between PIM and RCD or circuit breaker. 


* Rules 
» a PIM's AC or DC injection cannot pass through a transformer. 


» manage the PIM exclusions when there are several PIMs in a same installation 
(except Vigilohm System with the interfaces). 


& DC injection is not operational on DC. 


» PIM injection cannot cause reactions by the RCD devices or circuit breakers. 
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7.4. DC CURRENT NETWORK ISOLATED FROM EARTH 


The legislation requires a device which indicates the first fault 


The traditional protections guarantee the safety of persons and property on the second 
fault. 


7.4.1. To monitor the overall insulation and indicate the first fault 


Fixed DC voltage network (bank of 
accumulators, etc.) 


Use a PIM of the type Schneider Merlin-Gerin 
Vigilohm TRSA (or equivalent). 


: ; Vigilohm 
Figure 92: PIM on fixed DC voltage network TRS5A 


Variable DC voltage network (DC generator, 
thyristor rectifier transformer unit) or fixed 
voltage network 


Vigilchn == 
System 
XM200 


Figure 93: PIM on variable DC voltage network 


Use a Vigilohm System XM200 PIM with XD301 or XD312 detectors (the XD units are 
"secondary detectors" returning the fault signal to the master PIM (XM200). 

XM200 recommended for DC voltages > 125 V. 
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7.4.2. For fault finding with the system energised 
(Improved operating conditions). 
Low frequency AC (generally 2.5 Hz) is injected: 


* either by a Vigilohm system XM200 associated with XD301 or XD312 detectors on 
the outgoing lines, 


* or by a Vigilohm System XM300 associated with XD301 or XD312 detectors or with 
XL308 or XL316 locators, 


* or by a Vigilohm System XML308 or XML316. 


Vigilohm “S 
XM100 
or 


Vigilohm toroidal 


al = LP transformers 


XML116 


Figure 94: Fault-finding in a DC network 
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The fault current is detected using toroidal transformers installed on the different outgoing 
lines and connected to XD301 or XD312 detectors which indicate which output has the 
fault, or which are connected to XL308 or XL316 locators which indicate the output with 
the fault and measure the insulation level. 


Note: the XRM portable receiver and its clip-on ammeter are compatible with all the 
devices in the Vigilohm series generating 2.5 Hz. (See course on electrical protections 
EXP-MN-SE110 paragraph 7.2.3 and 7.2.4 for faultfinding with a PIM system). 
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8. ASSOCIATED SWITCHGEAR ACCORDING TO THE NEUTRAL 
POINT ARRANGEMENT 


8.1. ASSOCIATED SWITCHGEAR IN TT 


8.1.1. Reminder 


Protection of persons 
* The fault current is a hazard. 


* The fault current is too low to be part of the SCPDs (Short-Circuit Protection 
Devices). 


* The protection must be almost instantaneous. 
Fire protection 

* The fault current is limited. 

* It is naturally dealt with by the RCD for the protection of persons. 
Service continuity 


* Obtained by selectivity between the RCDs. 


8.1.2. Correctly operating network / faulty network 


See figure "Principle of a correctly operating network and of a faulty network. 


8.1.3. Detection principle 


Detection by a torus placed around all the active conductors. 


Principle: vector sum of the currents to calculate: re eee 


| = 0 if the network is operating correctly 


| + 0 if there is a fault on the network 
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See figure "Detection principle" 


current 


> aD an ae Fa 
Letty 
Perens 
Lf =e 


Figure 95: Principle of a correctly operating network and of a faulty network 
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Figure 96: Detection principle 


8.1.4. Residual current protection (RCD system) 


RCD 
Technology 


Electromechanical 


Electronic 
Integrated in the SCPD 


Separate from the auxilliary 
voltage SCPD 


Figure 97: RCD technologies 
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Electromechanical (with specific current) 


Electronic, integrated in the SCPD (with specific voltage) 


Separate from the auxiliary voltage SCPD 


Basic function 
Time-delayed for upstream distribution 


Instantaneous for final distribution 


Multi 9 


Multi 9 


Instantaneous for 
final distribution 


Figure 98: RCD functions 


Tripping 
NO at Id < 50 % |?n 
YES at Id > 100 % I?n 


After T if time-delay 


Compact 
Masterpact 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 


Page 138 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


Selectivity 


Vertical selectivity 


Threshold adjustment 
lAni > 2 lAn2 


Time-delay adjustment 
"RCD1" setting > “RCD2” setting 


Note: where an RCD is not integrated in the SCPD, special care must be taken with the 
control and disconnection device (trip time-delay). 


i 
RCD1 y 
x RCD2 j 


Horizontal selectivity 


| ee 


Ne 


Vertical selectivity 


Horizontal selectivity 


Figure 99: RCD selectivity 
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Immunisation Ape 
Spurious trips 
Overvoltages (switching, lightning, etc.) 


Capacitive circuit energisation 


Types of solutions: 
No DC component 


= AC type 


With DC component 


Immunisation Sh. 
spurious trip 


Capacitive circuit 
energisation 


Without DC 
With DC component component 


Lan | 


Figure 100: RCD immunisation 
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8.2. ASSOCIATED SWITCHGEAR IN TN-S 


8.2.1. Reminder 


Protection of persons 
* The fault current is a hazard. 
* The fault current is high and must trip the SCPD (Short-Circuit Protection Device). 
* The trip is almost instantaneous. 


* The protection must be provided by RCD. 


Fire protection 
* The fault current is high. 


* It is dealt with by additional RCDs. 


Service continuity 


* Obtained by selectivity between the SCPDs. 


8.2.2. Protection by SCPD 


Protection 


The fault current Id for a given cross-section / 
material (Cu / Al) depends on the length of the 
conductors. 


The protection is obtained either: Circuit 
breaker 
* By fuses: inverse time curve, check the trip t 1 
time, 


* By circuit breaker: adjustment of the magnetic 
circuit breaker. <30 ms 


OQ. fewest ewww wn encen 


Figure 101: Protection by fuse and/or circuit breaker Im 
in TN-S 
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The protection condition is not fulfilled 


Circuit breaker 


Fuse 


Low adjustment of the magnetic circuit 
breaker / CR 


No adjustment possible 


otherwise 


Install standard RCD 


Difficult 


otherwise 


Increase conductor cross-section 


Table 22: Protection conditions with fuses or circuit breakers 


The circuit breaker selectivity is: 
Current 

Adjustment of the LR and CR ratings 
Time 


Intentional time-delay on the LR and CR t A 
upstream protection 


Energy 


Comparison of energies (CR) 


Current selectivity 


=) 


Time selectivity 


r At 


Figure 102: Circuit breaker selectivity 
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8.2.3. Additional protections 


IEC fire protection 
# Idem TT 
* Provided by RCDs 


But no limitation of Id 


Selectivity of RCD protections 
* Idem TT 
* Adjustment of |An thresholds 


+ Adjustment of the time-delays 


IEC 
Fire 
protection 
RCD: setting 


»RCD:2 setting 
rcp, cj! 


Selectivity of RCD protections 


Figure 103: IEC additional protections and with RCDs 


NEC fire protection 
NEC = National Electrical Code (USA) 


Earthing arrangement = TN -S Neutral not disconnected 


Protection by GEP (GFP = Ground Fault Protection) 
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3 types: 1 

1 — zero sequence (rare) ——>¢/ 2 ty 
S44 | 

2 — source ground (athead —>< 

of LV distribution, rare) —4 

3 — residual (standard) 

GFP protection 3 


selectivity 
- between GFP protections —<€ 


- between GFP/CR Hd 
protections 
a 
Figure 104: NEC and GFP es i 
additional protections yy \ 


8.3. ASSOCIATED SWITCHGEAR IN TN-C 


8.3.1. Reminder 


Protection of persons 
* The fault current is a hazard. 
* The fault current is high and must trip the SCPDs (Short-Circuit Protection Devices). 
* The trip is almost instantaneous. — idem in TN-S and TN-C 


* The protection cannot be provided by RCDs. 


Fire protection 


* Cannot be provided 


Service continuity 


* Obtained by selectivity between the SCPDs - idem in TN-S and TN-C 
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Note: Residual current protection (RCD) cannot be installed in a TN-C earthing 
arrangement. 


8.3.2. Protection by SCPD 


Protection ranges (in TN-C TN-C /3P 3D TN-S / 4P 3D, 4P 4D 
and TN-S) 


- "Masterpact" circuit breakers 
- "Compact" circuit breakers 
- Modular circuit breakers 
Figure 105: 3 types of circuit 
breakers for SCPD 
protection 
The circuit breakers also 
provide overload protection for 


all the Low Voltage Earthing 
Arrangements. 


Protection by SCPD in TN-C-S 
TN-C part: idem TN-C 


TN-S part: idem TN-S 
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8.4. ASSOCIATED SWITCHGEAR IN IT 


8.4.1. 1st fault reminder 


Protection of persons 
* No automatic disconnection 
* Surveillance by PIM (Permanent Insulation Monitor) 
* Fault location by FLD (Fault Localisation Device) 
Fire protection 
* No fault current = not necessary. 
* Surveillance by PIM. 
Service continuity 


Total. 


8.4.2. 1st fault PIM 


Principle 
- Current injection 


- Fault localisation 
generator 


- Insulation resistance 
measurement 


PIM 


- DC: direct measurement 
of insulation resistance 


- AC: calculation of 
insulation resistance 


Figure 106: 1st fault 
detection PIM in IT 
arrangement 
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8.4.3. 1st fault FLD 


_—}>-—s—s nal 
a LI FLD principle 
a i 13 | 
| $F * Fault current detection 
_——— eee | e } 
j yy FLDtype 
rT CR. 25 : 
— = (i av, - Mobile search 
; wt PE 
| a WP | Ll H 
: | _4 _ ‘peey__~ Fixed search 
| Joy 1a Od i 
| i iS « ‘2 ® O— -. A 
| : | | 
| i. I 
| eli til i | Figure 107: 1st fault 
(~) | | detection FLD in IT 
| Sr] j | arrangement 
; = i aia L_| 


50 Hz localisation 


L2 -Use of RCD and 
L3 impedant IT 


PE _ Elimination of the fault = 
service continuity after the 
1st fault 


Figure 108: Trip on 1st 
fault in IT arrangement 


nonpriority priority 
circuit circuit 
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8.4.5. Trip on 2nd fault 


Trip on 2nd fault in IT 
arrangement with TT 
protection 


- Same principle as with TT 
- Protection provided by RCD 


= same switchgear as in TT 


Figure 109: Trip on 2nd fault in 
IT arrangement with TT 
protection 


Trip on 2nd fault in IT with 
TN-S protection 


- Same principle as in TN-S (conductor length) 


- Protection provided by 
same circuit breaker as in 
TN-S but: 


*4P — 4D mandatory 

* suitable for IT = disconnect 
the composite voltage on 1 
pole (IEC 947-2) 

* No cascading 


Figure 110: Trip on 2nd fault 
in IT arrangement with 
TN-S protection 
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8.5. COMPARISON — SUMMARY OF THE DIFFERENT ARRANGEMENTS 


Criteria TT TN-C TN-S IT 


Safety of persons (perfect installation) 


Safety of property 
against fire risks 
protection of machines on an insulation fault 


Power availability 


Electromagnetic compatibility 


For installation and maintenance 
competence 
availability 


excellent good [1 average poor 


Table 23: Comparison - summary of the different earthing arrangements) 


After reading this document, the reader will understand the importance of making a list of 
all the requirements linked with the equipment used, with the environment and also the 
installation's design conditions as well as the later modifications before choosing an 
electricity distribution network's earthing arrangement. 


It is essential to give a short reminder that each earthing arrangement has its advantages 
and disadvantages, this is the purpose of the table / summary in this paragraph. 


Note: In this table, the installation cost is not covered since any additional cost for an IT 
arrangement (PIM, FLD) must be compared with the financial loss caused by an 
unscheduled operating shutdown on the first fault... which must be evaluated according to 
the activity. 
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9. EARTH NEUTRAL IN HV 


The choice of neutral earthing for MV and HV networks has long been a controversial 
subject due to the impossibility of finding a single compromise for the different types of 
networks. 


Experience now allows a pertinent choice to be made according to the constraints specific 
to each network. 


This chapter describes and compares the different types of earthed neutral arrangements, 
which are distinguished by their neutral point connection method and their operating 
technique. 


9.1. FIVE EARTHED NEUTRAL ARRANGEMENTS 


9.1.1. Earthing impedance 


The capacitors C are the cables 
natural earth leakage capacitors. The 
current Ic is the total capacitive 
current of the network looped through 
the network's fault-free phases. 


Figure 111: Equivalent diagram of a 
network with earthing fault ry ] 


The neutral potential can be set with respect to the earth by five methods differentiated by 
the type (capacitor, resistance, inductance), and the value (zero to infinity) of the 
impedance ZN of the link which we will connect between neutral and earth: 

* ZN =: isolated neutral, no intentional link 

* ZN is a resistance of more or less high value 


* ZN is a reactance coil, generally of low value 


*# ZN is a compensating reactance coil, designed to compensate for the network 
capacitance 


* ZN =0: the neutral is directly connected to earth. (1) 
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(1) This type of arrangement is not used in European overhead or underground HVA 
networks. It will not be developed here. However, it is widely used in North American 
overhead networks with low short-circuit power; the neutral is distributed and used as a 
protective conductor with earthing at each overhead electricity line pole. 
Difficulties and selection criteria 
There are many aspects to the selection criteria: 

* techniques (depend on the network, overvoltages, fault current, etc.), 

* operating (service continuity, maintenance), 

* safety, 

* economic (investment costs, operating costs), 


# local or national customs. 


In particular, there are two major contradictory technical considerations: 


Reducing the level of overvoltages 


Excessively high overvoltages are the reason for the dielectric breakdown of electrical 
insulations, which result in short circuits. 


There are many sources of overvoltages: 


* lightning overvoltages which affect all overhead networks up to the delivery point to 
the users, 


* overvoltages internal to the network, caused by switching operations and certain 
critical situations (resonances), 


* overvoltages resulting the earth fault itself and from its elimination. 


Reducing the earth fault current (Ik1) (see figure "Equivalent diagram...") 
An excessively high fault current has a whole series of consequences: 


* damage due to arcing at the fault location; in particular, melting of the magnetic 
circuits of the rotating machines, 


* thermal resistance of the cable screens, 


Training Manual EXP-MN-SE070-EN 
Last revised: 31/10/2008 Page 151 / 194 


Field Operations Training 
Electricity 


TOTAL Earth and Neutral 


* size and cost of the earthing resistor, 
* induction in the nearby telecommunication circuits, 
* danger for persons, due to an increase in the potential of the equipment grounds. 


Unfortunately, optimising one of these requirements automatically deteriorates the other. 
Thus, two typical neutral earthing methods accentuate this contrast: 


* isolated neutral, which stops the earth fault current flowing through the neutral but 
generates higher overvoltages, 


* directly earthed neutral, which reduces overvoltages to the minimum but produces a 
high fault current. 


Concerning the operating considerations and depending on the method used to earth the 
neutral, we must note: 


* the possibility or not to operate during and first maintained fault, 
* the value of the contact voltages developed, 
* the more or less great simplicity of implementing protection selectivity. 


Therefore, an intermediate solution will often be chosen which involves earthing the 
neutral via an impedance. 


9.1.2. Summary of the neutral arrangement characteristics 


ae neutral arrangements 
characteristics Ss SS | 
isolated | compensated | resistance | reactance | direct 


damps transient overvoltages - +— + +- ++ 
limits 50 Hz overvoltages - - + + + 

limits fault currents + ++ + + = 
service continuity + + = a = 


(trip authorised or not on first fault) 


single selective protection - -- 


qualified personnel not necessary - - 


Legend: + good — poor 


Table 24: Summary of neutral arrangement characteristics 
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9.2. ISOLATED NEUTRAL 


This system favours service continuity and does not impose a trip on an first insulation 
fault. This fault, however, must be located and eliminated since a 2nd fault on another 


phase will impose a trip. 


9.2.1. Schematic diagram 


There is no intentional electrical link between the neutral point and earth, with the 
exception of the measurement or protection devices. 


9.2.2. Operating technique 


In such a network, a phase-earth fault only causes a low current via the phase-earth 
capacitors of the fault-free phases (see figure). 


We demonstrate that Ik1=3 CwV 
» V is the simple voltage 
b& C is the capacitance of one phase with respect to earth 
» w is the pulsation of the network where W = 2 Tr f 


The fault current Ik1 can remain present 
for a long time, in principle without 
damage, since it does not exceed a few 
amps (2 A per km approx. for a single- 
pole 6 kV cable with a 150 mm? cross- 
section and PRC insulation the capacity 
of which is 0.63 uF/km). It is thus not 
necessary to intervene to eliminate this 
first fault, which means that this solution 
has the basic advantage of maintaining 
service continuity. 


Figure 112: Capacitive fault current on 
isolated network 


T 
\ 


tn 


But this has the following consequences: 


* the insulation must be permanently monitored, and a fault which is not yet 
eliminated must be indicated by a permanent insulation monitor (PIM) or by a 
maximum residual voltage protection (ANSI 59N) 
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Figure 113: Permanent insulation monitor 


* 


9.2.3. 


(PIM) on isolated network 


the later search to locate the fault 
requires more complex switchgear, 

since it is automatic, to quickly 

identify the faulty outgoing line, and 

a qualified maintenance service to 
operate it, = 


PIM 


if the first fault is not eliminated, a second fault appearing on another phase will 
result in a true two-phase short-circuit to earth, which must be eliminated by the 
phase protections. 


Advantage 


The main advantage is the service continuity of the faulty outgoing line because the fault 
current is very low and there is not an automatic trip on the first fault; it is the second fault 
which will require a disconnection. 


9.2.4. 


Disadvantage 


The fact that the transient overvoltages are not eliminated by draining to earth is a 
major handicap if they are high. 


In addition, if one phase is earthed, the others are then at the composite voltage 
(U=eV with respect to earth, which reinforces the probability of a second fault. 
The insulation cost is higher since the composite voltage remains applied between 
phase and earth for a time which can be long since there is no automatic trip. 
Insulation monitoring is mandatory, and the first fault must be indicated. 


A maintenance service equipped with the appropriate equipment to quickly find the 
first insulation fault is necessary. 


The use of selective protections when the first fault appears is tricky. 


There are risks of overvoltages created by ferroresonance. 
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9.2.5. Surveillance and protections 


The French Worker Protection Decree of 11 Nov. 1988 requires that the first insulation 
fault in a neutral arrangement IT must be detected. This first fault does not prevent the 
installation from operating but the standard requires it to be located and eliminated. 


Permanent insulation monitor (PIM) 


The PIM (e.g. Merlin-Gerin 
Vigilohm THR) permanently 
monitors the network's insulation 
level and indicates when it falls 
below a preset threshold. 


Maximum residual voltage 
protection (ANSI 59) 


This protection detects an 
insulation fault by measuring the 
neutral point shift. By using 
Multifunction relays, for example. 


Maximum directional earth 
current (ANSI 67N) 


Figure 114: Detection by 
maximum directional earth a 
current ! 

This protection detects the faulty outgoing line (see figure). 
The discrimination is made by comparing the phase shift angle between the residual 
voltage (VO) and the residual currents (Irsd), both of the faulty outgoing line and of each 
fault-free outgoing line. 
The current is measured by a torus whose threshold is set: 


» to avoid spurious trips, 


» toa value less than the sum of the capacitive currents of all the other outgoing 
lines. 


This makes detection difficult for small networks (a few hundred meters). 
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9.2.6. Applications 


It is a solution often used for industrial networks (i 15 kV) requiring service continuity. 


9.3. EARTHING VIA A RESISTOR 


This arrangement limits the earth fault current and provides a good overvoltage flow, but it 
imposes a trip when a fault arises. 


9.3.1. Schematic diagram 


A resistor is voluntarily connected between the neutral point and earth. 


9.3.2. Operating technique 


In this type of arrangement, the resistive impedance 
limits the fault current to earth Ik1, while allowing a 
good overvoltage flow. 


However, protections must intervene automatically 
to eliminate the first fault. 


Figure 115: Earthing arrangements for accessible 
neutral: resistor inserted between neutral and 
earth 


In networks supplying rotating machines, the resistance value is determined to obtain a 
current Ik1 of 15 to 50 A. But this low current must however validate IRN = 2 Ic (where Ic: 
total capacitive current of the network) to reduce the switching overvoltages and allow a 
simple detection. 


In the distribution networks, we adopt higher values (100 A to 300 A) which are easy to 
detect and allow the lightning pulses to drain away. 


9.3.3. Advantages 


» This arrangement is a good compromise between a low fault current and good 
overvoltage elimination flow. 


» It does not require the use of equipment with an insulation level between phase 
and earth sized for the composite voltage. 
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» The protections are simple, selective and the current is limited. 


9.3.4. Disadvantages 


m The service continuity of the faulty outgoing line is not as good as with an isolated 
neutral: the earth fault must be eliminated (disconnection when the first fault 
appears). 


» The cost of the earthing resistor increases with the voltage and the limited current. 


9.3.5. Earthing the neutral point 


Network neutral accessible 


If the network's neutral is accessible 
(presence of star-coupled windings with 
accessible neutral), the earthing resistor can 
be connected: 


Figure 116: Earthing arrangements for 
accessible neutral: resistor connected to 
the secondary of a single-phase 
transformer 
» either to the neutral and earth (see figure "Earthing arrangements for accessible 
neutral: resistor inserted between neutral and earth") 


or via a single-phase transformer loaded at the secondary by an equivalent 
resistance (same figure as above). 


Network neutral not accessible 


When the neutral is not accessible (delta winding) or when the study of the protection plan 
demonstrates the advantage of it, we create an artificial neutral point by a homopolar 
generator connected to the busbars; this is done using a special transformer with a very 
low homopolar reactance: 
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» star delta transformer with 
primary neutral directly 
earthed, and the delta 
arrangement closed on the gS 
limiting resistance (LV 
insulation, thus less costly 
solution) (see left-hand figure) 


Figure 117: Earthing arrangements for 


inaccessible neutral 
» star-delta transformer with a 
limiting resistor (HVA 
insulation) between the neutral 
point of the primary and earth, 


and with the delta Limiting resistor Limiting resistor 
arrangement closed on itself; on the secondary on the primary 
this solution is less often used 

(see right-hand figure). 


Sizing the resistor 


The resistor must withstand the permanent current flowing through it; it can be caused by 
an impedant fault or by a slight shift of the neutral point due to an imbalance of the 
capacitances of the network's 3 phases. We generally choose a permanent withstand 
value of Ip = Id/10 (Id = limiting current) for 2 to 5 seconds (greater than the maximum fault 
elimination time). 


9.3.6. Protections 


The detection of a low Ik1 fault 
current requires protections 
different from those for the phase 
overcurrent. 


Figure 118: Earth protection 
solutions 


These "earth" protections detect 
the fault current: 


» either directly in the earthed neutral link 1 


» or on the network by measuring the vectoral sum of the 3 currents by using: 
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- either 3 phase-current sensors supplying the protections 2 
- or a torus 3: precise measurement to be used in preference. 
The threshold is set according to the fault current Ik1 calculated by neglecting the source 


and link homopolar impedances with respect to impedance RN and by considering the 
following 2 rules: 


» setting > 1.3 times the capacitive | of the network downstream of the protection, 

» setting of the order of 10 to 20 % of the maximum earth fault current. 
In addition, if the detection is performed by 3 CTs, the setting is located (with today's 
technologies) between 5 and 30 % of the rating of the CTs to take into account the 
uncertainty due to: 

» the asymmetry of the transient currents, 


» the saturation of the CTs, 


the dispersion of the performances. 


9.3.7. Applications 


Public and industrial HVA distribution networks. 
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9.4. EARTHING BY LOW REACTANCE (IMPEDANT NEUTRAL) 


This arrangement limits the earth fault current and provides a good overvoltage flow. But it 
requires a trip in the event of a fault with high values (e.g. 300 or 1000 A on the HVA 
neutral of the source HVB/HVA substations). 


9.4.1. Schematic diagram 


A reactance is voluntarily inserted between the neutral point and earth. 


For networks with voltage greater than 20 kV, we 
prefer to use a reactance rather than a resistor due 
to the heat given off in the event of a fault. 


Operating technique 
In this type of arrangement, the inductive 


impedance limits the earth fault current Ik1, while 
allowing the overvoltages to drain away correctly. 


| 

| 

| 

= ae 

Figure 119: Earthing arrangements for accessible 2a 

| 
neutral i Sees 
Therefore, the protections must automatically A - Ic A A 
intervene to eliminate the first fault. \ aoe ee ee / 


To reduce the switching overvoltages and allow a simple detection, the current ILN must 
be very much higher than the network's total capacitive current Ic. In distribution networks, 
we use high values (300 to 1000 A), which are easy to detect and allow the lightning 
overvoltages to drain away. 


9.4.2. Advantages 


» This arrangement limits the amplitude of the fault currents. 


» It allows simple selective protections to be used if the limiting current is very much 
higher than the network's capacitive current. 


» The coil, which has a low resistance, does not have to dissipate the high thermal 
power, which means that it can be smaller. 


» In HVA, the cost of this solution is more advantageous than using a resistor. 
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9.4.3. Disadvantages 


» The service continuity of the faulty outgoing line is not as good as with an isolated 
neutral: the earth fault must be eliminated (disconnection when the first fault 
arises). 


When eliminating earth faults, high overcurrents may appear which are due to 
resonances between the network's reactance and capacitance. 


9.4.4. Earthing the neutral point 


Accessible network neutral 


If the network neutral is accessible (windings in a star arrangement with accessible 
neutral), the earthing resistor can be connected between neutral and earth. 


Inaccessible network neutral 


When the neutral is not accessible (delta winding) or when the 
protection plan study demonstrates the advantage of it, we use 
an artificial neutral point consisting of a neutral point coil (NPC) 
connected to the busbars; this is done using a zigzag coil with 
accessible neutral (see figure). 


EI 


Figure 120: Earthing for inaccessible neutral 
The impedance between the two parts of the winding, which is 
basically inductance and low, limits the current to values greater 
than 100 A. 
The addition of a limiting resistor between the neutral point of the coil and earth reduces 
the fault current amplitude (HVA insulation). 
Protections 


» The protection is set to a level of 10 to 20 % of the maximum fault current. 


» The protection is less restrictive than in the case of earthing via a resistor, and 
even more so because ILN is high since Ic is less than the limited current. 
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9.4.5. Applications 


Public HVA distribution networks (currents of several hundred amps). 


9.5. EARTHING BY COMPENSATING REACTANCE 


(Compensated neutral) 


This arrangement, called the "compensated neutral", is particularly well-adapted to HVA 
distribution networks with a high capacitive current Ic value. 


9.5.1. Schematic diagram 


A reactance tuned to the total phase-earth 
capacitance is inserted between the neutral 
point and earth so that if an earth fault arises 
the current in the fault is close to zero. 


The reactance consists of (see figure) a 
resistor R in parallel with a variable inductance 
LN. 


il 
il 
i 


Figure 121: Earth fault in a network with = 
earthing by compensating reactance A ILN + IR 


In the French distribution network: 


» the resistor is called the fixed neutral point resistor (NPR), which provides an 
active current of 20 A minimum (straightforward fault) 


the inductance is called the variable neutral point coil (NPC). 


9.5.2. Operating technique 

This system compensates for the network's capacitive current. 

The fault current is the sum of the currents which flow through: 
» the earthing by reactance, 


» the fault-free phase capacitors with respect to earth. 
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These currents compensate for each other since: 
m one is inductive (in the earthing) 
m the other is capacitive (in the capacitors of the fault-free phases). 


They are just added to each IL 
other in phase opposition. ; 

7 PE current in the reactance 
In practice, the low resistance 
value creates a small 
resistive current flow Ik1 of a 
few amps (see diagram). 


Vo 
residual voltage 
Figure 122: Vectoral diagram 


of the currents during the 
earth fault 


Capacitive current 


In the French network, in the source station there is an automatic tuning system (ATS) 
which periodically adjusts the system to take into account the network's changing topology, 
the maximum authorised divergence is 40 A. 


9.5.3. Advantages 


» This system reduces the fault currents even if the phase-earth capacitance is 
high: spontaneous extinction of the non-permanent earth faults. 


At the fault location, the contact voltages are limited. 
» The installation is maintained in service in spite of a permanent fault. 


&» The indication of the first fault is given by the detection of the current passing 
through the neutral point coil. 


9.5.4. Disadvantages 


» The cost can be high due to the necessity to modify the reactance value to adjust 
the compensation. 


» During the fault time, we must ensure that the residual current flowing does not 
represent a hazard for persons and property. 
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» The risks of transient overvoltage on the network are high. 


» The implementation of selective protections on the first fault is delicate. 


9.5.5. Protection 


The fault detection is based on the residual current's active component. 


The fault causes residual currents to flow throughout the network, but a resistive residual 
current only flows through the faulty circuit. 


Also, the protection devices must take account of the repetitive self-extinguishing faults 
(recurrent faults). 


When the network's earthing reactance and capacitance are tuned (3 LN C w? = 1) 
m» the fault current is at its minimum, 
it is a resistive current, 
» the fault is self-extinguishing. 


The reactance is then called an extinction coil, or a Petersen coil. 


9.5.6. Use of the compensated neutral in France 


Reasons and advantages 


The compensated neutral arrangement is used in France by the distributors on part of the 
HVA network. 


It controls the overvoltage levels of the HVA and LV earth connections during the phase- 
earth faults to take better account of: 


» the changes in the European standards (safety of persons aspect), 


» the increased sensitivity of certain loads (computer system loads, proximity of 
telecommunications networks), 


» the insulation level of the HVA and LV equipment (e.g. HVA/LV transformer). 


The compensated neutral arrangement improves the quality of the energy supply because 
it reduces the number of short interruptions by: 
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» increasing the level of transient faults ("self-extinction" of the fault without action of 
the upstream protection), 


reducing the number of developing faults, phase-earth faults which develop into 
faults between phases. 


Possible problems with the present arrangements 


Before 2001, which was the beginning of the deployment of the compensated neutral, the 
HVA network basically used 2 neutral point arrangements limiting the earth fault current to: 


m 300 A for overhead - buried networks (urban and periurban), 
1000 A for buried networks (urban networks). 


Since a major part of the 20 kV overhead network was buried to improve the supply, this 
created two types of problems linked with: 


Insufficient limiting of earth faults 


The earth resistances of the HVA structures of the overhead networks can reach 
a value of 30 to 60 ©. In the case of a straightforward earthing fault the sum of the 
capacitive currents of all the source station's outgoing lines (around 3A/km for 
20kV cables) is added to the fault current (300 A or 1000 A limiting current). 


With the added lengths of the buried cables, this total capacitive current sharply 
increased, making the limiting insufficient. 


Increase in potential of the HVA and LV equipment grounds 


When an earth fault appears near or in an HVA/LV station, the fault current 
creates a potential increase in the earth connections. The higher the network's 
overall homopolar capacitance, the higher this potential. 


The increase in cable lengths will thus increase the potential increase with 
repercussions on the clients by: 


possible arcing of the HVA to the LV leading to the flow of an earth fault 
current in the LV neutral, 


coupling of the earth connections of the LV clients or of the LV neutral 
with the HVA/LV station's earth connection, thus generating overvoltages. 


The use of a compensated neutral arrangement on networks presenting these risks 
reduces the earth fault current and this rise in potential. 
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Compensation method used 


The neutral is earthed by a variable compensation impedance (VCl) and its automatic 
tuning system (ATS). The fault current is very low (< 40 A), the arc voltage perpendicular 
to the fault is minimal, which allows the dielectric insulation to be spontaneously re- 
established ("self-extinguishing" fault). 


9.5.7. Consequence of using the compensated neutral on HVA stations 


With the compensated neutral point arrangement, the Wattmetric Homopolar 
Protections - WHP (67N) complete the Maximum residual current protections (51N) at the 
level of: 


* the outgoing lines of the source stations, 

* the general NF C13-100 protections, 

* the part of the HVA installation which may be dependent on NF C 13-200 standard. 
Depending on the network supplied by the source station, 3 cases may arise: 


» Underground network (urban station): the present neutral point arrangement is 
retained, limited neutral 300 A or 1000 A. 


» Overhead - underground network majoritarily underground (mainly periurban 
station): modification of the current neutral point arrangement by the addition of a 
fixed coil in the neutral point to limit the current to 150 A. This change has no 
effect on the C 13-100 protection or on the HVA client's protections. 


Overhead - underground network majoritarily overhead (mainly rural stations): 
modification of the current neutral point arrangement to change to compensated 
neutral point arrangement. In this case a Wattmetric Homopolar Protection 
WHP(1) protection is necessary at the level of the HVA delivery station. 


This change is summarised in the following tables. 
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Impact on the general C 13-100 protection 


delivery station with LV metering: protection by fuses unchanged 


delivery station with HVA metering with general protection by circuit breaker: depending on the case 


supply of the 
station 


relay to be 
installed 


without auxiliary supply 


- existing relay retained (function 
51 only) 
- addition of a relay performing 
functions 51N and WHP 


with auxiliary supply 


- replacement of the existing relay by a 
relay performing functions 51, 51N and 
WHP 


impact on the HVA installation's "earth" protection plan C 13-200 


non-sensitive application 


sensitive application (process industry, 
hospital, etc.) outgoing line 


installation type 


fused switch protection outgoing 
lines 


HVA circuit breaker protection 


local HVA network 


large area HVA network 


protection plan 


- keep the 51N in place 


- addition of 67NC on the outgoing lines 


- addition of 51N on fused switch 


- logic or time selectivity 


- configure 51N with the normal settings 


(selective with 51N of the C13 100 general 


outgoing lines protection) 


- logic or time selectivity 


impact on sensors 


- protection on torus (improved 
sensitivity) 


- protection on torus, otherwise sum of 
3 CTs + torus 
PT for the Vresidual measurement, (PT 
with 2 secondary windings: 1 protection 
and 1 metering) 


products 


- Torus and RCD relay on fused 
switch outgoing lines 


- Multifunction relays (applications with 
67N) 


- Multifunction relays (specific application) 


remarks on 
selectivity 


Partial selectivity on: 
- resistive faults 


- recurrent faults (non-detection) 


Total selectivity with C 13-100 protection, 
and with the source station according to 
the configuration of the 67N 


1) WHP: With the compensated neutral point arrangement, the residual current in the faulty outgoing 

line can be lower than the capacitive current in the fault-free outgoing lines. It becomes impossible to 

use maximum residual current protections. The use of earth directional protections provides an 
insensitivity to the capacitive current flowing in the fault-free outgoing lines. 


It thus authorises a sensitive setting to detect the residual current's active component which is only 
present in the faulty outgoing line. However, the directional criterion is insufficient, the protection 
must be capable of detecting the recurrent faults characterised by a series of short restriking 

overvoltages. 
The WHP (67N) integrates the earth directional and the recurrent fault detection. 


Table 25: Consequence of using compensated neutral on HVA stations 
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10. USING NEUTRAL POINT ARRANGEMENTS IN HV 


| found this document "interesting" so | have added it as a bonus for anyone it may 
interest... 


10.1. CONTEXT 


An electric power network's performance depends on the way in which it is designed, 
constructed, maintained and operated. 


These networks were originally designed to meet the safety requirements for energy 
supply. Their design and their operation then consisted of finding the economic optimum to 
control the technical constraints. 
Today, with the opening up of the market and the traditional distributors in competition with 
each other, the designers and operators must take into account the users' expectations 
and meet the requirements of the regulations and standards. In this context, since almost 
80% of the faults are short-circuits to earth, the choice of the neutral point arrangement 
has become a strategic decision. It is now the result of a compromise between three 
requirements: 

* Cost control; 

*+ Safety of persons and property; 

* Quality of service for the users. 
To meet the safety and quality obligations, the engineer must design a coherent 
architecture. The voltage plan and short-circuit power of this architecture must be 
compliant with the expected quality of service. Its neutral point arrangement must be able 
to handle the constraints created by the homopolar imbalances. The whole assembly must 
be consolidated by a protection plan to quickly eliminate short circuits. 


Since the choice of a power network's neutral point arrangement requires the use of 
coherent and costly technical measures, it is based on objective decision elements: 


# role of the network, 

* topology, 

*’ short-circuit powers, 

* expected services, 

* respect for the obligations. 


In addition, it must be closely associated with a safe and selective protection plan. 
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The network's architecture is chosen to meet the operating unknowns. In normal operating 
conditions or in disrupted operating conditions, the quality of the electricity product 
supplied by the network must be compliant with the agreements. 


During a short-circuit to earth, the neutral point arrangement controls the rises in potential 
in the earth terminals, for example. It maintains the system of voltages coherent with the 
network's insulation coordination and the expected quality of service. 

In addition, it guarantees the selective operation of the associated protection plan. 


There are two ways to design a neutral point arrangement. 


In Europe, we try to limit the values of the short-circuit currents to earth and we coordinate 
the insulation in the network's common mode. 


In countries under Anglo-Saxon influence, we limit the dynamic overvoltage levels and we 
try to control the rises in potential of the earth connections. This solution is also widely 
used on networks supplying imbalanced loads. 


However, there are cases where a standard solution (1) which has been tried and tested 
elsewhere cannot be used. We must also beware of technical, commercial and geopolitical 
influences. The choice of a neutral point arrangement must be the result of a coherence 
study. 


(1) The neutral point arrangements used in continental networks may, for example, be 
unsuitable for certain insular networks. 


10.2. MANAGEMENT OF THE NEUTRALS 


The management of an electrical power network's neutrals is an operating task which 
consists of: 


* finding the right compromise between controlling the short-circuit currents to earth 
and maintaining the earthing factor within a given interval; 


* guaranteeing the method of connecting the neutral to the earth; 


® establishing the operating arrangement of the network's neutrals which guarantees 
that the protection plan functions at all times. 


We usually classify the neutral point arrangements according to their method of connection 
to earth. However, we must not confuse the neutral point arrangement and the neutral's 
earthing system (2) 


(2) Impedant neutral and neutral impedance, for example. 
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Isolated neutrals. 


The network's neutral is physically isolated from earth. However, there is a virtual link 
consisting of the network's transversal homopolar capacitive reactances. 


Directly earthed neutrals. 
The network's neutral can be distributed or not. 
# In the first case, there is a neutral conductor which interconnects the network's 
earth connections. The homopolar imbalance current is then shared between the 


earth and the neutral conductor. 


* In the second case the network's neutral is only earthed at the source. The 
homopolar imbalance current only transits via the earth. 


Impedant neutrals. 


At the source, the neutral is connected to earth via an impedance. With the exception of 
the interconnected networks, other earthing points are generally not admissible. 


Due to its method of connection, the compensated neutral belongs to the category of 


impedant neutrals. However, the operation of the electrical system is very close to that of 
the isolated neutral. 


10.3. NEUTRAL POINT ARRANGEMENTS AND THEIR CONNECTION 
METHOD 


These two classification methods must be differentiated. 


If ahomopolar imbalance is present, the network's operation is fixed by the neutral point 
arrangement. This neutral point arrangement depends on three parameters: 


* the method of connecting the neutral to earth; 
* the homopolar capacitance value; 
* the profile of the network's short-circuit powers. 


The neutral point arrangement is defined by an indicator called the "Earthing factor" 
which takes into account these parameters. 


A neutral connected to the earth via a 40+40/ impedance will, in Europe, provide an 
impedant neutral point arrangement whereas with the same configuration, an insular 
network in Polynesia will behave as a directly earthed neutral point arrangement. 
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10.4. NEUTRAL POINT ARRANGEMENTS AND THE ELECTRICAL 
SYSTEM 


10.4.1. Parameters 


Let us consider a single-phase short circuit on an HVA network whose neutral is earthed 
via the power transformer. In our example, there is no connection between the homopolar 
impedances of the 63 kV and 20 kV networks. 


20 km Cable 150 Al 


Figure 123: Short circuit on HVA network 


At the fault location, the parameters are represented in the equivalent diagram. 


10k Stun 


Source 5 km of cable 10kmofline Tl 


20 km of cable 


a 


Figure 124: Short circuit on HVA network - equivalent diagram 
Zo is the homopolar impedance of the physical device for earthing the network's neutral. 
Zod and Zos correspond to the network's homopolar capacitances. 
Zo line and Zo cable are the longitudinal homopolar impedances of the faulty output line. 


All these impedances form the network's homopolar impedance (Zor) 
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Zd = ZA joyce + Zd cane + ZA jg, 1S the direct impedance of the network. It is approximately 


equal to the inverse impedance Zi of the network (Zd # Zi if the fault location is electrically 
close to production units). 


ligne 


The ratio F -= is the network’s earthing factor 


It strongly depends on the neutral point arrangement. 
* Isolated neutral + F > 300 
* Directly earthed neutral > F < 3 
* Impedant neutral 3 < F < 300 
If there is a homopolar imbalance, the network's performance depends on this factor. 


Knowing this factor allows the dielectric constraints at the fundamental frequency to be 
evaluated as well as the performance of the protection plan. 


10.4.2. Imbalances 


10.4.2.1. Description 


These are caused by short circuits and dissymmetrical loads. When they are present the 
balance of the electrical values in play is modified. 


The homopolar imbalance affects the simple voltage system. It modifies the efficiency of 
the single-phase loads. A homopolar imbalance induces inverse imbalance. 


The inverse imbalance affects the composite voltage system. It disrupts the efficiency of 
the loads connected between phases. 


The value of the inverse imbalance induced by the homopolar imbalance depends on the 
electrical system's neutral point arrangement (*). The lower the short-circuit power and the 
higher the dissymmetrical load, the higher the inverse component level. 


(*) The size of the inverse imbalance thus depends on the fault current value. It follows 
that a high earth fault current is likely to create a high inverse imbalance. This will be the 
case, for example, of a fault affecting a network with directly earthed neutral. 


Finally, to clarify the concepts of inverse imbalance and homopolar imbalance, we will look 
at some examples 
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Example 1: Load imbalance on a low voltage network with distributed neutral. 
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Figure 126: Change in current on each of the phases over time 


There is a current in the neutral and a displacement of the neutral point Vy-r. 
The balance of the simple voltages is affected. A homopolar imbalance is present. 


The composite voltages are slightly imbalanced, there is also a slight inverse imbalance in 
the network. 
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Example 2 :Short circuits on a 20 kV network. 


Single-phase short circuit 


is) 
Phase 1 
Zn 


This is a homopolar 
imbalance 


The simple voltages are 
imbalanced. 


There is a current in the 
neutral. 


The composite voltages are 
less imbalanced. 


There is thus a slight inverse 
imbalance. 


Two-phase short circuit 


Prase 2 


Phase 1 


This is an inverse 
imbalance 


The composite voltages are 
highly imbalanced. 


This results in an imbalance 
of the simple voltages. 


There is no current in the 
neutral. 


There is thus no homopolar 
imbalance. 


Table 26: Short circuits on a 20 kV network 


In conclusion: A homopolar imbalance is identified by the presence of homopolar 
components the amplitude of which depends on the choice of the neutral point 


arrangement. 
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10.4.2.2. Action of the neutral point arrangement on the imbalances 


Let us consider the case of an insular network with very low short-circuit power and let us 
examine the performance of the electrical system when there is a single-phase short 


circuit. 


The 20 kV neutral is directly earthed 


sas >—~, 20kV 
_/ w3MVA \_\Z- 


The inverse component level at the terminals of the 400V generators is 32 %. 
The fault current is 350 A. 


We install an 80+j40 QO impedance 


vam — (¥ 
Xf BMVA \WLSZ 


40; 


The inverse component level at the terminals of the 400V generators is 10 %. 
The fault current is 110 A. 


Table 27 Action of the neutral point arrangement on the imbalances 


In conclusion: By increasing the network's homopolar impedance we reduce the fault 
current value and the inverse component level. 
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10.4.3. Dynamic overvoltages 


They are created by the homopolar imbalances. Since they only last for the time of the 
event, they depend on the neutral point arrangement and the amount of homopolar 
imbalance. 


Let us examine the case of a single-phase fault affecting phase 1 of a 20kV network. 


The simulation shows 
that there is an 
overvoltage on phases 
2 and 3. Voltage V1 is 
equal to the increase in 
potential of the earth 
connection at the fault 
location. The 
composite voltages are 
only slightly modified. 
The neutral point is 
displaced. 


Figure 127: Single-phase fault on a 20 kV network 


Let us fix the fault resistance value at 10 Q and vary the neutral's earthing impedance. 


Fault Resistance =10Q 


The dynamic 
overvoltages 
greatly 
increase from 
a neutral 
point 
impedance of 
70. 

For this 
value, the 
earthing 
factor F is 
equal to 3. 


ao 
o 
i= 
o 


Phase-earth voltages (V) 


Neutral impedance (Q) 


Figure 128: Overvoltages according to the neutral's earthing impedance 
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The dynamic overvoltage values appearing on the fault-free phases at the fault location 
depend on the value of the earthing factor at this point. 


When an Operator wishes to control the dynamic overvoltages on a network, he must 
maintain the earthing factor at a value less than 3 (*). 


(*)We consider that a network's neutral is directly earthed if, at all points, F < 3. For this 
value, the overvoltages are limited to 1.4 times the network's simple voltage. 


10.4.4. Homopolar capacitance 


This is the current derived by the homopolar capacitive reactances of the lines and cables. 


The homopolar capacitive current amplify the fault currents and are likely to disrupt the 
protection plan selectivity. 


For a ratio = 1.4 the homopolar capacitive current is close to its maximum value. 


The IEC 909 standard specifies that the homopolar capacitances must be taken into 
account in the studies if the earthing factor is greater than or equal to 1.4. 


60 


Max value 


55 


50 


3ico(A) 
P= 
Oo 
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Figure 129: Network homopolar capacitance 3lco=f(Zon) for Zd= 10j 
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10.4.5. Fault currents 


We have seen that the fault currents depend on the neutral point arrangement. In the case 
of the directly earthed neutral (F < 3) the network performance, in the presence of a 
homopolar imbalance, has a specific feature which we will now examine. 


Let us consider a 20 kV network. We study the earth fault current for a two-phase earth 
fault. We compare this current to that produced by a single-phase fault for different values 
of F (see figure). 


When the earthing factor is less than 1 (North American networks), the maximum earth 
fault current is obtained for a two-phase short circuit to earth. 


The ratio of the fault currents to earth varies greatly with the value of the earthing factor 
(see figure). 


J 
| > 2-phase faul os 0.5 
J 


sin gle— phase fault 


The Operator must take these properties into account when adjusting the protections 
against insulation faults to ground (switchboard, tank, etc.) and for sizing the earth circuits. 
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Figure 130: Earth fault current Jfault= g(F) on a 20kV network (Psc= 200 MVA) 
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Figure 131: Ratio of the earth current values 


10.5. EQUIPMENT FOR EARTHING THE NEUTRALS 


10.5.1. Transformers 


The table summarises the use of the different transformers. 


Neutral point arrangement Coupling 


Direct or slightly impedant 
neutral 


HVA, HVB, VHV Interconnection 
North American networks 


Yn.yn Forced 
Moderately or highly impedant neutral flow 


and all couplings 


All voltage levels and all powers 


Table 28: Uses of the different neutral earthing transformers 
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10.5.2. Neutral point resistances 


When we wish to greatly limit the current in the network's neutral, we often use a neutral 
point resistor connected between the network's neutral and earth. 


Inserted in the HVB HVA 
transformer's 
neutral 


| | 


Link 
Protection 
HVA grille 


Artificial neutral created 
by a three-phase coil 


HVA busbars 


Figure 132: Neutral earthing resistor 


10.5.3. Neutral point inductances 


An inductance is defined by its thermal resistance and by the maximum admissible 
continuous current. It must also resist the dynamic effects of the fault currents. 


If a high homopolar capacitance is present, the use of a pure inductance risks causing a 
malfunction of a protection plan consisting of maximum residual current relays. Such a 
practice is reserved for majoritarily overhead networks or when we have a very low 
impedant neutral point arrangement (*). 


(*) The British HVA networks use these devices to limit the current in the neutral to 4000 A. 
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10.5.3.1. Single-phase inductances 


They are inserted in the transformer neutral earthing 
connections. Compared to the resistors, they have the 
, advantage of being more robust, smaller and low- 
maintenance. Their operating cost is much lower. 


The simplest of these consists of a solenoid wound 
around a non-magnetic support. 


_ To be able to install these inductances on the ground 
while guaranteeing the safety of persons, the 
inductance can be immersed in a tank filled with a 
dielectric liquid. 


Figure 133: Example of single-phase neutral point 
inductance 


The attachment devices then consist of magnetic shunts whose job it is to preserve the 
tank from the circulation of the flux produced by the coil. 


10.5.3.2. Three-phase inductances 


The best-known of these is the zigzag coil. 
These devices are installed in priority when we wish to: 
* limit the amplitude of certain disturbances, 


* eliminate the homopolar coupling between two 
networks connected to a same transformer, 


* earth the neutral at the level of the busbars. 
* ete. 


In a highly capacitive network, a neutral point resistor 
must be inserted in the neutral's earthing connection. 


Figure 134: Example of three-phase neutral point 
inductance 
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When correctly sized, this combination has the advantage of 
partially compensating the network's homopolar capacitance and of 
being able to be associated with a protection plan consisting of NPC 
homopolar current relays. 
Zig-zag 
Figure 135: Connection of a zigzag three-phase inductance 
Operating principle 
== 


The figure shows a single-phase fault affecting a 20 kV network. 


20400 V 


The neutral 
earthing consist of 
a J/40 Q inductance 
with a quality factor 

of 6. 


The homopolar 
impedance of such 
a device is: 
Zo=20+120 j. 


Figure 136: Single-phase fault on a 20 kV network with neutral three-phase inductance 


The system behaves like a homopolar current generator. 


10.5.3.3. Homopolar generators 


To limit the extent of the damage caused to production units by equipment ground faults, 
the Operators limit the earth fault currents to around 10 Amps. They often use a device 
connected to the main distribution busbars, this device is incorrectly called a "homopolar 
generator" (*). 


(*) This term is often given to all the devices used to create an artificial neutral point. 
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Transformer with a delta-coupled HVA busbars 
winding loaded by a resistor. The 
assembly thus behaves like a 
resistor. 


The CT placed in the neutral's 
earth supplies the stator ground 
protection of the generator sets 
connected to the busbars. 


Homopolar generator 


' 


a 


Stator ground protection 


Figure 137: Homopolar generator 


This device must have a free flux 
magnetic circuit or consist of three 
single-phase power transformers. 


Voltage transformers are also Auxiliaries 
used. 400 V 


In this last case, the homopolar generator can supply the measurement and protection 
circuits. The device can have a Star-coupled tertiary device to supply the auxiliaries. 
(However this solution is not recommended). 


10.5.3.4. Compensation impedances 


Principle Irfault 

The principle of the extinction coil was presented A ae 

by Professor PETERSEN at the beginning ofthe J “4 

20th century. It consists of inductances tuned to o ° 
d : ( ‘ = —) 

the network's capacitance and associated witha ¢§ vrei & 

high-value resistor. E x 


Figure 138: Compensation impedance — 
schematic diagram 


When tuned, the network's homopolar impedance is fixed by the value of the resistor. 
The fault current is then very low (15 to 40 A). 

With the reserve that it is correctly tuned to the network's homopolar capacitance, an 
extinction coil, by its action on the amplitude of the fault current, provides the following 


functions: 


® It converts some transient faults into self-extinguishing faults. 
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* It reduces the earth 
connection potential rises. 


Figure 139: Petersen compensation 
coil (Alstom) 


The performance of the network with a 
compensated neutral is very similar to 
those operated with an isolated 
neutral. 


The use of an extinction coil must be Bepeee 
associated with a protection plan , “Tibbbbh 
containing homopolar active power Wik bhal ‘4 
relays (WHP),specified for 
compensated networks. 


The system is completed by maximum homopolar voltage relays the role of which is to 
detect the resistive faults. 


Composition 


The artificial neutral point is created by a zigzag coil. 


The adjustment inductance consists of a combination of four steps controlled by an 
automatic control device, itself controlled by a tuning system. 


Inserting a high value resistor in parallel on the adjustment inductance allows an active 
component to be injected into the homopolar circuit and which is detected by the 
protection plan consisting of WHP relays. 


In the French 20 kV networks operating with a compensated neutral, the fault current value 
is limited to 40 A with an active component greater than 20 A. To reach these objectives, 
the resistance value is approximately 600 Q, the mismatch is then limited to 35 A. 
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Line terminals 


Tuning system ” 


Figure 140: Composition of a compensation impedance 


10.6. PROTECTION PLANS 


They must respect the following general principles: 


* To preserve the safety of persons and the integrity of the electrical equipment, all 
faults arising on a network component or connected to the network must be rapidly 
detected and eliminated by the protection plan. 


* To meet the electrical energy supply continuity obligations, the fault elimination 
process must respect the selectivity principles. 


* The users and the industrial processes must be able to benefit at all times from the 
services which are defined contractually and covered by the regulations (*). 


* The definition of a protection plan must be studied in coherence with the neutral 
point arrangement. 


(*) The essential services concern quality of service, neutral point arrangement, voltage 
plan, short-circuit power, electric wave purity, etc. 
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As an indication, the earth fault detection criteria are summarised in the following table. 


Neutral 
point Single-phase short-circuit protection criteria 
arrange- * pending (study) ** recommended *** essential 


ment 


Impedant ‘ 
R+jX (study) 
Compen- 
sated 


Table 29: Fault selection criteria according to the neutral point arrangement 


10.7. IS THERE A RIGHT NEUTRAL POINT ARRANGEMENT? 


The answer is a complex one. To be convinced, we just have to take part in a meeting of 
experts on the subject. 


"If there was a neutral point arrangement representing a low investment, a low operating 
cost and an excellent quality of service, we would know it". 


However, we can express the following opinions: 


* In networks with a low homopolar capacitance, the use of the isolated neutral gives 
a good quality of service but poses the problem of protection plan selectivity. 


* The compensated neutral provides a good quality of service, the protection plan is 
selective but costly to implement. The cost of the accessories to operate the 
network is high. 


In these networks, the level of dynamic overvoltages is at its maximum. The 
equipment must absolutely be isolated in common mode for the composite voltage 
(24 kV in 20 kV networks). 
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* In networks where the neutral is directly earthed, the level of dynamic overvoltages 
is controlled (F < 3). The common mode isolation of the equipment can be reduced. 


These networks are well-adapted to supplying single-phase loads when the neutral 
is distributed. The protection plans are simple and selective. The resistive fault 
detection, however, is difficult to obtain. The quality of service is poor, it requires a 
careful and costly implementation of the circuits and of the earth connections. 


Neutral point arrangements in public networks 


On such networks, the choice of the neutral point arrangement is based on historical 
reasons. 


Its development depends on the country's development level, its geography and on the 
distribution of its population. However, the geopolitical influences can lead to a disregard 
for the technical and economic criteria. The errors may then be costly. 


For the purposes of comparison we often examine the performance of networks currently 
operated throughout the world by different electricity companies. We then discover that, 
whatever their neutral point arrangement, these networks operate relatively correctly. 


Today, the trend is as follows: 


High voltage (HVB) | Impedant bean eas earthed 
EUROPE Impedant or compensated neutral 


UNITED 
STATES 
AUSTRALIA 
ASIA 


AFRICA Depends on influences 
Low voltage Lt Directly earthed neutral 


Table 30: Use of neutral point arrangements worldwide 


Medium voltage (HVA) 


Directly earthed neutral 


Some countries still operate isolated neutral HVA networks: ITALY, IRELAND, RUSSIA, 
JAPAN, GERMANY, etc. 


In GREAT BRITAIN the HVA networks are operated with directly earthed neutrals or low 
impedance neutrals. 


On GERMAN HVA networks, the practice is as follows: 
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Isolated neutral 9.6% 30,409 km 655 km 1,052 km 
Compensated 


Impedant neutral 11,480 km 3,988 km 


Table 31: Neutral point arrangements on German HVA networks 


However, some GERMAN electricity companies are looking into the opportunity of 
changing over to the low impedance neutral on their ageing cable networks. 


The FRENCH HVA networks are currently operated with an impedant and resistive 
neutral. To meet the quality and safety requirements, EDF is migrating rural networks to 
the compensated neutral system. 


The approaches initiated by FRANCE and certain GERMAN companies may seem 
contradictory. However, they can be explained by the history and composition of their HVA 
networks. 


"In GERMANY, the HVA networks are majoritarily underground and are beginning to age. 
The reduction in homopolar impedance would reduce the dielectric constraints and thus 
postpone the renewal of the dilapidated cables. In FRANCE, the HVA networks consisting 
of overhead lines and underground cables have been greatly improved over the last few 
years. The increasing proportion of underground cables has led to a sharp increase in the 
earth fault currents and therefore increases in the earth connection potential which are 
difficult to control in the present system". 


In a few tens of years the French Operator should perhaps think about migrating its neutral 
point arrangement to a low impedance arrangement. 
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11. GLOSSAIRE 
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Buried Strip Earth Electrode ..................cccccceeeeseeeeeeeeeeeeeeeesseeeeeeeeeeeeeeeesseeeeeeeeeeeeees 9 
Buried Ean Plate BCCI 6 iiaccuciiscnticcrntdcnmieniiaanntlersisiianphbenimanaihias 9 
Example-or. Bi-MetalliG COMmmMEGCION sic.csininsnasoncdsrcnenanarenensbenshanedenananobonananeneranenkoxtans 9 
Site Earthing / Meshing as per paragraph 3.7 of GS EP ELE 031...................... 9 
Lightning and other ground networks are separated...............cceeeeeeeeeeeeeeeeeeeeeeeees 9 
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Figure 46: Lightning and other ground networks are interconnected ...............:::::eeeeeeeeeeees 9 
Figure 47: 3-point earth Connection MEASUFEMENT ..............ceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 43: MEAaSuUniNG) AN CANN scccucisindterciueisreeteetaiestipeienineaeed ieee eres 9 
Figure 49: Measuring the protective conductor (PE) continuity............... errr 9 
Figure 50: Continuity check with Contact SUCK ...2...cccccccccecceeescneeeseesnseseeesneeetersnenenereneeeneeeeenss 9 
Figure 51: Loop impedance test - example 1 ..................::ccccccccceeeeeeeeeeeeeeeeeceeeeeeeeseeeeeeeeeeeeees 9 
Figure 52: Loop impedance test - example 2.................:cccccceecceeeceeeeeeeeeeeeeeeeeeceeseeeeeeeeeeeeeees 9 
Figure 53, Lop impedance 16Si = Example: Dissciicievetsisceeninasardvticdapinteinivataaed cannons 9 
Figure 54: Example of an insulation tester..................:::c:::ccseseeeeeeeeeeeeeeeeeeeeeeeeeseeeeeeeeeeeeeeeeees 9 
Figure 55: Insulation measurements ON Open CifCUitS......... 2. eee e eee e teeter ee eeeeeeeeeeees 9 
Figure 56: Connect the active conductors together .0....... 0. e eee e ee eeeeeeneeeeeeeeeeeeeees 9 
Figure 57: Insulation measurements on a rotating MACHINE ......... eee ee ee eee 9 
Figure 58: Phase/earth insulation Measurement ...........-..-.00:.0.-seeeeeeceeneeeeeseeneeneeseeeeeeeeseee 9 
Figure 59: Insulation measurement ON A MOON ........... cece cece cece eee eeeeeeeeeeeeeeeeeeeeeeeeteeeeeeeteeeeeees 9 
Figure 60: Insulation measurements on telephone Cables.............. ccc eeeeeeeeeeeeeeeeeeeees 9 
Figure 61: Measuring the guard circuit with high insulation measurements...............::08 9 
Figure 62: Insulation measurements on electrical EQUIDPMeENK.................ccceeeeeeeeeeeeeeeeeeeeeeeees 9 
PIQUKe 63: Temperaiire COM SCION sxciecccencuareiernwteunaenmn aed ee 9 
Figure 64: Curves of the current components during an insulation test........... ee SS) 
Figure 65: Typical insulation resistance variations according to measurement time............ 9 
Figure 66: Earthed neutral arrangement T 1 ..............---:::::ss:eeeeeeeeeeeeeeeeeeeneeeneneneeeeeneneeenenenees 9 
Figure 67: Earthed neutral arrangement IT ...............-:.:::::sseeeseeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeseeeeeeeeeeess 9 
Figure 68: Earthed neutral arrangement TN-S.............ccceeee cece eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 69: Earthed neutral arrangement TN-C ................:::ceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeneneeeeees 9 
Figure 70: Specific features and constraints of the TN arrangement (C, S and CS)............ 9 
Figure 71: TN-C-S neutral arrangement ......c0..ceccseseees sees eee eeee eet eee deren eee eeeeeeeeeneee 9 
Figure 7.2: Vertical Selectivity Of RODS ciecentieetentieetiee ee eee 9 
Figure 73: MorizontalSelectivily OF RG OSs csciectiseitcccadeciecosnsidoceosetesiadeatssht pamessnanesniegesencs: 9 
Figure 74: Typical minimum configuration for a TT arrangement.................::eeeeeeeeeeeeeeeeeeees 9 
Figure 75: Special measures for RCDs for a TT arrangement...............ceeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 76: Increasing the Cable CroSS-SOCHON .ccccscsssseeeecesceetiasseesseessoesncerianseeeseeesioesteeraeesevens 9 
Figure 77: Using a residual current dOVICC......2....2c.ccs.cccccceceseesceeeteeseeeereesteeeteesnecereeseeneteeeeeess 9 
Figure 78: Trip conditions in TN arrangement................ccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 79: Trip conditions in IT arrangement ............----.-...:eeeeeeee seen ee ee ener 9 
Figure 80: Trip conditions for a circuit close to the SOUICE .......... eee eee eee eeeeeeeneeeeeeeeeeeeeees 9 
Figure 81: Typical mandatory minimum configuration for a TN arrangement ................20 9 
Figure 82: Special measures for RCDs for a TN arrangement ...............:::eeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 83: Typical minimum configuration for an IT arrangement...............::ceeeeeeeeeeeeeeeeeees 9 
Figure 84: Special measures for an IT arrangement...............ccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figunre:eo: PIN:and 1: Single WanSiOnnen siseevescsetcseuricuewcencs esas ccueveuteeen cuca due ue de 9 
Figure 86: PIM and several couplable transformer’ ........2.2-:...csc.csseeseeseereeeessseccceseeeeeeneeenises 9 
Figure 87: PIM and several couplable transformers — automatic solution..............::::: 9 
Figure 88: PIM and several couplable transformers — economic solution..............::::::eee 9 
Figure 89: UPS configuration and location of the transformers which may be necessary to 
adapt the voltage and/or the galvanic iSOlation ...............ccceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 90: Devices for the protection of persons in an installation comprising a UPS 
WIDOW GalVAMIC 1S OlAMON occ epcecdes escorts cccer vce cece cecesuee cued seer etee eeeertep eter seee sececbeesueerececeenseers 9 
Figure 912. UPS with Galvanic ISOLA ON g2scec.ccccsecictcnsesnetentechetanebshetendesnebanebshelendesbebenenieeienents 9 
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Figure 92: PIM on fixed DC voltage network..............::::csseceeeeeeeeeeeeeeeeeeeseeeeeeeseeeeeeeseeeeeneeeeess 9 
Figure 93: PIM on variable DC voltage metwork................:::s:eceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeneeeeeeeeeees 9 
Figure 94: Fault-finding in 42 DC MGtWO MK ciiccesscecicenicsssenresisneie niente eens 9 
Figure 95: Principle of a correctly operating network and of a faulty network ................2 9 
Figure 96: Detection principle ....................::ccccccceececeeceesseeeeeeeeeeeeeeeeeaeeeeeeeeeeeeaeeeasseeeeeeeeeeeeees 9 
PIQUINe 7s FRED TECHIMO QMS Se sac catalase ses oxetnae ace lnaes teehee calcaes dau inate caidas aanlaaks acnlaaes seuideunese 9 
Pie ae FCs MCS ee a 9 
FU 7 RCD Se IBY a gs es as sas Lk ee ees eS eee 9 
Figure TOO: RED Wei MMMSAWON scscecccecccacteacacnsdadscencdeacachidesciedadeacdencdeactenedeaedencdecedenedeaeaencdences 9 
Figure 101: Protection by fuse and/or circuit breaker in TN-S 00.0.0... eeeeeeeeeeeeeeeeeeeeneeeeeeeeees 9 
Figure 102: Circuit breaker selectivity ........0.c.c00.0.-ieeeenee eee 9 
Figure 103: IEC additional protections and with RCDS ...............cceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 104: NEC and GFP additional protections ....................:::seseeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 105: 3 types of circuit breakers for SCPD protection ...............:cccccccceeeeeeeeeeeeeeeeeeeeeees 9 
Figure 106: 1st fault detection PIM in IT arrangement .................ceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 107: 1st fault detection FLD in IT arrangement.................cceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 108: Trip: on TSt Tallin: IT ARPAN GCM IM csica ceed cccsiccec ceccecctnchandienccccedenccetedendentedeactionedeands 9 
Figure 109: Trip on 2nd fault in IT arrangement with TT protection ................:eeeeee 9 
Figure 110: Trip on 2nd fault in IT arrangement with TN-S protection ...............:::::ceeeeeeeeeees 9 
Figure 111: Equivalent diagram of a network with earthing faullt.............. ees 9 
Figure 112: Capacitive fault current on isolated network ............... cc eeeeeeeeeeeeeeeeenneeeeeeeeeeeeeees 9 
Figure 113: Permanent insulation monitor (PIM) on isolated network..............:::::cccceeeeeeeee 9 
Figure 114: Detection by maximum directional earth current........... eee rete reer FS) 
Figure 115: Earthing arrangements for accessible neutral: resistor inserted between 

Me UitaAl NG CANIN 2c cseee eee Be eee Leelee cactencetantesieentendteencdanneunek: 9 
Figure 116: Earthing arrangements for accessible neutral: resistor connected to the 

secondary of a single-phase transfOrme’...............::ccceeeeeeeeeeeeeeeeeeeeesseeeeeeeeeeeeeeaeeseeeeeees 9 
Figure 117: Earthing arrangements for inaccessible neutral.................:cceeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 113: Eariht Provecuon: SOWMONS access ccsc vera nsus cusses ieeedun eens oucrsuaddueiu Meee ueees 9 
Figure 119: Earthing arrangements for accessible neutral .................ceeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 120: Earthing for inaccessible neutral...................:::::0::1es sees eeee seen eeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Figure 121: Earth fault in a network with earthing by compensating reactance ................... 9 
Figure 122: Vectoral diagram of the currents during the earth fault .............. ee 9 
Figure 123; Short circuit On AVA NGWOMK J cisciecciccc ine ene 9 
Figure 124: Short circuit on HVA network - equivalent diagram...............eeeeeeeeeeeeee eee 9 
Figure 125: Load imbalance — LV network — distributed neutral .....0....... eee 9 
Figure 126: Change in current on each of the phases over time ........... 0. eeeeeeeeee eee eeeee 9 
Figure 127: Single-phase fault on a 20 KV NetWork .......... cee ee cece cece eee eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 128: Overvoltages according to the neutral's earthing impedance ..............:::: 9 
Figure 129: Network homopolar capacitance 3lco=f(Zon) for Zd= 10).............::::cceeeeeeeeeeees 9 
Figure 130: Earth fault current Jfault= g(F) on a 20kV network (Psc= 200 MVA) ..............5 9 
Figure 131: Ratio of the earth current ValU@S............0..-::0:seeeseeseeee eee eeee seen eeee seen eeeeeen seen 9 
Figure: 1322 Neutral Carining FOSISION siccicccentisncientieniin ten etin chien ieee 9 
Figure 133: Example of single-phase neutral point inductance. ..................::ccseeeeeeeeeeeeeeeeeees 9 
Figure 134: Example of three-phase neutral point induCtance................:cccccceeeeeeeeeeeeeeeeeeeees 9 
Figure 135: Connection of a zigzag three-phase indUCtANCE ...............ceeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
Figure 136: Single-phase fault on a 20 kV network with neutral three-phase inductance....9 
Figure 1.37 HOMOpPOlar Geer 23 sro secseitosidiesceshepencntdepertoteepencennenaveencsperteiwepereuewptunenanieend 9 
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Figure 138: Compensation impedance — schematic diagram ..............:::cccccccseeeeeeeeeeeeeeeeeeees 9 
Figure 139: Petersen compensation Coil (AIStOM) .............cccceeceeeeeeeeeeeeeeeeeeeeeeeeenteeeeeeeeeeeeeees 9 
Figure 140: Composition of a compensation impedance ...............::::cceeeeeeeeeeeeeeeeeeeeeeeeeeeeeees 9 
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13. TABLES 

Table 1: Summary of the consequences of current flowing through the human body........... 9 
Table 2: Maximum authorised disconnection time according to the contact voltage............ 9 
Table 3: Examples of earth and exposed conductive part symbols as in NF C 03-202. ...... 9 
Table 4: Minimum cross section (Cu) of earthing CONGUCTOF ..............:eeeeeeeeeeeeeeeeeeeeeeeeeetennees 9 
Table 5: Cross section of the PE conductor incorporated in the supply cable ..................... 9 
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Table 10: Different principles / methods of earthing in lightning protection...............:: ee 9 
Table 11: Loop impedance values according to the distribution SySteMS ........... eee 9 
Table 12: HV cable test voltages for COMMISSIONING ..............::::eeeeeeeeeeteeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Table 13: HV cable test voltages - maintenance test frequency ................:::cceceeeeeeeeeeeeeeeeees 9 
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Table 15: Neutral arrangement selection — Table A...............:ccccccccceeeeeeeeeeeeeeeeeeeeseeeneeeeetetees 9 
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Table 19: Neutral arrangement selection — Table D b - comments..................:::::::eeeeeeeeeees 9 
Table 20: Protections and number of poles according to the neutral systeM..............:: 9 
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Table 22: Protection conditions with fuses or circuit DreAKers .......... eee eeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Table 23: Comparison - summary of the different earthing arrangements)..............:::eeee 9 
Table 24: Summary of neutral arrangement CharacteristiCs...............c:eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Table 25: Consequence of using compensated neutral on HVA stations .................::::::0 9 
Table 26: Short circuits om @ 20 KV NEWWOMK:wccescstecscccseciccudcetectevenscccescusuceteceticoteceieceeceueeceens 9 
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Table 30: Use of neutral point arrangements WorldWide ...............::eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee 9 
Table 31: Neutral point arrangements on German HVA networks ............::ccccceeeeseeeeeeeeeeeeees 9 
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